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ABSTRACT:

This document specifies the Engineering Analysis Core Model. The model addresses material
that are subject to physical activities, properties possessed by material objects, and the way pr
change as a result of physical activities. A physical activity can be a test or an in-service use. Thq

model addresses numerical simulation methods, such as finite elements, finite volume, finite diff
boundary integral and lumped parameter.
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Foreword

The International Organization for Standardization (ISO) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally performed by
ISO technical committees. Each member body interested in a subject for which a technical commit-
tee has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with 1ISO, also take part in the work. 1SO collaborates
closely with the International Electrotechnical Commission (IEC) on all matters of electrotechnical stan-
dardization.

Draft International Standards adopted by technical committees are circulated to the member bodies for
voting. Publication as an International Standard requires approval by at least 75% of the member bodies
casting a vote.

International Standard 1ISO 10303-107 was prepared by Technical Committee 1SO/Tadw8Arial
automation systems and integrati®@ybcommittee SC4ndustrial data.

The development of the Engineering Analysis Core Model (EACM) has benefited from the technical
contributions of many projects and their sponsoring organisations.

The contributions of the following are acknowledged:
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— NAFEMS CAD/FE Working Group;

— UK Institute of Materials;

— European Process Industry STEP Technical Liaison Executive (EPISTLE);
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integration — Product data representation and exchange:
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Introduction

ISO 10303 is an International Standard for the computer-interpretable representation and exchange of
product data. The objective is to provide a neutral mechanism capable of describing product data
throughout the life cycle of a product independent from any particular system. The nature of this de-
scription makes it suitable not only for neutral file exchange, but also as a basis for implementing and
sharing product databases and archiving.

This International Standard is organized as a series of parts, each published separately. The parts of
ISO 10303 fall into one of the following series: description methods, integrated resources, application
interpreted constructs, application protocols, abstract test suites, implementation methods, and confor-
mance testing. The series are described in ISO 10303-1. This part of ISO 10303 is a member of the core
models series.

NOTE — The position of this Part within the ISO 10303 part structure may be affected by the current work
on the modularisation of STEP.

This Part of ISO 10303 addresses the properties possessed by a material object; the circumstances, envi-
ronments or states for which properties are possessed; and the numerical description of the properties. A
material object possesses a property as a result of an activity. These major concepts are shown in figure 1.

The concepts are as follows:

material object: A material object is a quantity of matter or a feature of a quantity of matter, such
as a surface, which can possess a property. This Part of ISO 10303 supports information about the
composition of material objects and the relationship between a material object and its features.

activity: An activity is a process that changes the properties of a material object, its state or its
relationship to other material objects. This Part of ISO 10303 supports information about the com-
position and sequence of activities.

property: A property is a physical aspect of a quantity of matter that can be measured and ob-
served. This Part of ISO 10303 supports property distributions within the volume of a quantity of
matter, and property dependencies such as stress - strain curves.

numeric object: A numeric object is a number, a region of numeric space or a humeric function
which can describe a property.

The detailed engineering semantics of each of material object, activity and property is conveyed by the
use of meta-data. Hence the use of this Part of ISO 10303 for the design of a bridge or for the testing of
polymers would involve different classes of material object, activity and property.

This Part of ISO 10303 addresses the description of distributed properties and property dependencies
using numeric functions. The numeric function is related to the topology of the space occupied by a
material object. The additional major concepts necessary for the description of distributed properties are
shown in figure 2.

The additional concepts for the description of a distributed property are as follows:

topological space: A topological space is an abstract space which is occupied by a quantity of
matter and which has a subdivision with topology. There are two approaches to topology supported

XXii
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Figure 1 — Data planning model for activity and property
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material object

property topological object

numeric function

Figure 2 — Data planning model for description of a distributed property
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by this Part of ISO 10303 as follows:
— explicit topology as defined by ISO 10303 Part 42; and

— topology defined using grid cells and grid vertices as used in finite element, finite volume, and
finite difference models.

numeric function: A numeric function is a relationship between two numeric spaces which can
describe a property distribution within a volume of space or a property dependence such as a stress
- strain curve.

This Part of ISO 10303 supports functions which depend upon the topology of the division of the
space. A function can be defined with respect to a parameter space defined by explicit topology
using ISO 10303 Part 42 or with respect to a parameter space defined by a grid.

Grid based functions are common in finite element analysis and use the topology of a grid as part of
the definition of the interpolation rule. This Part of ISO 10303 does not restrict the use of grid based

functions, and allows any type of function to be used for the description of design, test or analysis

data.

XXV
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Industrial automation systems and integration —
Product data representation and exchange —

Part 107 : _ _ _
Core Model : Engineering Analysis

1 Scope

This Part of ISO 10303 specifies integrated Units of Functionality (UoFs) to be included with a set of
different but related Application Protocols. The UoFs support the exchange of computer-interpretable
information about material object properties and behaviour for the purpose of engineering design and
analysis.

NOTE — The UoFs can be included within an Application Reference Model (ARM) of an AP.

The UoFs include the numerical description of shape and other properties, and the numerical description
of behaviour and the relationships between properties. The numerical descriptions of behaviour can be
in the form of analysis models.

Note - The Application Activity Model (AAM) in annex A provides a graphical representation of the pro-
cesses and information flows which are the basis for the definition of the scope of this part of ISO 10303.

The following are within the scope of this Part of ISO 10303:
— the identification of a material object;

the specification of the physical interfaces between material objects, including kinematic constraints;

— identification of the manufacturing processes used to produce a material object, and the relationship
between these processes and material properties;

— the shape of a material object and material property distribution within a material object;
— the operating environment for a material object;

— alternate numerical descriptions of the shape and other properties of a material object appropriate to
the different disciplines during the product design and analysis process;

— numerical descriptions of different types of behaviour possessed by material object, which can use
finite element, finite volume, finite difference, or lumped parameter analytical methods;

— the control laws implemented by a pneumatic, hydraulic, electric or electronic system, which deter-
mine the behaviour of an actuator, and hence the environment of other material objects;

— audit trails that link measured property values to specific tests, with records about the test specimen,
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the test environment, the test machine, and the test calibration;
— audit trails that link predicted property values to either:
e data reduction based upon measurements from specific tests;

e numerical simulation, with records about the input data, the application software, the operating
system software and the computer hardware.

The following are outside the scope of this Part of ISO 10303:

— commercial or financial information related to requirements for the engineering design or analysis,
or related to the subsequent manufacturing operation and disposal for the designed material object;

— manufacturing records about actual material objects produced for use;
— operations and maintenance records about actual material objects in use;

— explicit graphical or textual presentation of information, whether derivable from numerical descrip-
tions of shape or behaviour, or otherwise.

2 Normative references

The following standards contain provisions which, through reference in this text, constitute provisions
of this part of ISO 10303. At the time of publication, the editions indicated were valid. All standards
are subject to revision, and parties to agreements based on this part of ISO 10303 are encouraged to
investigate the possibility of applying the mostent edions of the standards indicated below. Members

of IEC and ISO maintain registers of currently valid International Standards.

ISO 10303-1:1994|ndustrial automation ssystems and integration — Product data representation and
exchange — Part 1: Overview and fundamental principles.

ISO 10303-11:1994Industrial automation ssystems and integration — Product data representation and
exchange — Part 11: Description methods: The EXPRESS language reference manual.

ISO 10303-41:1994Industrial automation systems and integration — Product data representation and
exchange — Part 41 : Integrated generic resources: Fundamentals of product description and support.

ISO 10303-42:1994Industrial automation systems and integration — Product data representation and
exchange — Part 42 : Integrated generic resources: Geometric and topological representation.

ISO 10303-43:1994Industrial automation systems and integration — Product data representation and
exchange — Part 43 : Integrated generic resources: Representation structures.

ISO 10303-44:1994Industrial automation systems and integration — Product data representation and
exchange — Part 44 : Integrated generic resources: Product structure configuration.
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ISO 10303-45:1995Industrial automation systems and integration — Product data representation and
exchange — Part 45 : Integrated generic resources: Materials.

ISO 10303-10%, Industrial automation systems and integration — Product data representation and
exchange — Part 104 : Integrated application resources: Finite element analysis.

ISO 10303-105 Industrial automation systems and integration — Product data representation and ex-
change — Part 105 : Integrated application resource: Kinematics.

ISO 10303-209, Industrial automation systems and integration — Product data representation and
exchange — Part 209 : Application protocol: Composite and metallic structural analysis and related
design.

ISO 10303-51%, Industrial automation systems and integration — Product data representation and
exchange — Part 511 : Application interpreted construct: Topology bounded surface.

ISO 10303-51%, Industrial automation systems and integration — Product data representation and
exchange — Part 514 : Application interpreted construct: Advanced boundary representation.

ISO/IEC 8824-1:1994|nformation technology — Open systems interconnection — Abstract syntax no-
tation one (ASN.1) — Part 1: Specification of basic notation.

3 Definitions and abbreviations

3.1 Other definitions

For the purposes of this Part of ISO 10303, the following definitions apply.

3.1.1 activity: a making of a change to a thing in the physical world, or a creation of information

NOTE 1 — The second part of the definition of activity can be regarded as reduredanise the creation of
information requires a change to the things in the physical world that record the information.

EXAMPLES

1 - The flowing of gas through ‘mgluct’ is an activity.

This activity changes the pressure, temperature and velocity of the gas as it passes through.
2 — The loading of the Eiffel tower by the great gale of October 1989 is an activity.

This activity changes the position of the Eiffel tower and the stresses within it.

DTo be published.
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3 — The measurement of the stress - strain curve for titanium test sample ‘XYZ12345’ by J. Bloggs and Co.
testing laboratories is an activity.
This activity changes the stress - strain state of the test sample and creates information about the test sample.

4 — The granting of approval of ‘mpressurevessel’ for operation at a temperature of 400 degrees Celsius
and a pressure of 15 bar is an activity.

This activity creates information about the pressure vessel.
5 — The deeming of the shape for a part of pattern ‘XYZ12345’ is an activity.
This activity creates information about part ‘XYZ12345’.

NOTE 2 — An activity can change the state (see 3.1.20) of a material object (see 3.1.15).

3.1.2 actual: an indication that a thing had, has, or will have an existence which was, is, or will be
discoverable by observation of the physical world

EXAMPLES
6 — The Eiffel tower is an actual material object.

7 — The proof test loading of the Forth Railway Bridge carried out on tReDgtober 1890 is an actual
activity.

8 — ASTM 316 stainless steel is an actual class of material.

NOTES

1 - An actual thing is not an intended (see 3.1.14) thing, but may come into existence as the realisation of an
intention.

2 — An actual material object (see 3.1.15) has properties that can be measured or observed. An intended
material object has properties that can be deemed by a design activity, calculated by a simulation or analysis
activity, or guessed.

3 — A physical property is actual and cannot be intended. As an illustration, all temperatures from -273
degrees Celsius and upwards exist.

The possession of the temperature 400 degrees Celsius by a material object during heat treatment can be
intended. This intention can be realised by an actual possession of 401.5 degrees Celsius during the actual
heat treatment activity.

3.1.3 assembly:a set of things that are related to each other, apart from being members of the same set

EXAMPLES
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9 — The steel frame of the Empire State Building is an assembly of rolled steel members, nuts, bolts and
washers.

10 — The bumper (UK), or the fender (US), of a Renault Twingo is a composite component that is an assem-
bly of plys with a foam core.

11 — The loading cycle for ‘myvidget’ is an assembly of three component activities: an initial loading and
warm-up; operation for 10 hours; and cool down.

These component activities are consecutive.

12 — The flow of a gas through ‘mguct’ is an assembly of a turbulent gas flow within 10 cm of the duct
walls and a laminar gas flow within the remainder of the gas.

These component activities are concurrent.
NOTES

1 - There is a level of classification at which an assembly of things as a whole is a member of the same class
as each coponent of the assembly. As an illustration, an assembly of material objects is itself a material
object, and an assembly of activities is itself an activity.

This level of classification can be indicated by the entity type within a data model.

2 — Aset of things that are not related to each other, apart from being members of the same set, is a collection
(see 3.1.7).

3.1.4 batch: a material object (see 3.1.15) that is a collection (see 3.1.7) of material objects or that can
be divided into a collection of material objects, and that is produced by a single activity

EXAMPLES

13 — The ten parts of pattern ‘XYZ12345’ manufactured by J. Bloggs and Cd.hdlaﬂuary 1997 using the
same tool settings, and from the same batch of raw material, are batch ‘XYZ12345 - 7/01/97".

14 — The 1000 tonnes of kerosene produced by J. Bloggs and Co. Oil Produéﬂslamﬂary 1997, and
currently stored in tank ‘17’ ready for despatch, is batch ‘JBC K/aviation 12345’

3.1.5 catalogue:a collection (see 3.1.7) of things and information about them that can support a selec-
tion activity

The term catalogue is also used for a paper or electronic document that holds information about a collec-
tion of things.

EXAMPLES
15 — The handbook of standard rolled steel sections produced by J. Bloggs and Co. is a catalogue.

Each section in the catalogue is a typical (see 3.1.22) material object (see 3.1.15).
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16 — The data base of polymer materials accessed by theodg8land Co. design department, which
contains information about the chemical composition and about properties of any part made from the polymer,
is a catalogue.

Each polymer in the catalogue is a class (see 3.1.6) of material object (see 3.1.15). This catalogue also
contains information about typical material objects made feach polymer.

17 — The Guide to Egyptian Antiquities produced by the British Museum, which lists and describes the
artefacts on display, is a catalogue.

Each item in the catalogue is a specific (see 3.1.19) material object (see 3.1.15).

3.1.6 class:a concept that may be used to separate things into those which are of the class and those
which are not

EXAMPLES

18 — ASTM 316 stainless steel is a class of material object.

19 — Nut and bolt are two classes of material object.

20 — ETOPS (Extended-range Twin-engine OPerationS) is a class of activity.

21 — Steady state is a class of activity.

22 — Temperature and mass are two classes of physical property.

23 — Prime is a class of number.

NOTES

1 - Aclass has a criterion for inclusion and exclusion that is not merely an enumeration of its members.

2 — A common understanding of classes is a basis of all communication. As an illustration, if | wish to tell
you about the physical property that is a temperature of 400 degrees Celsius, then we must have a common
understanding of what temperature is.

3 — An instance of an entity in a data model records the existence of a thing. The type of the entity also
records a classification of the thing.

The classification of a thing can be recorded by entity type only if the thing remains of that class throughout
its existence. As an illustration, the entity satithterial can record that a material object exists and is solid.
This entity cannot be used if the data model may be required to record the existence of a quantity of material
that changes state.

3.1.7 collection: a set of things that does not have any relationship to each other apart from being mem-
bers of the same set
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EXAMPLES

24 — The set of fasteners used for the construction of fragne’ is a collection of material objects. This
collection, or a paper or electronic document that holds information about the collection, is called a Bill of
Materials (BoM).

25— J. Bloggs and Co. delivers ten manufactured parts of pattern ‘XYZ12345’, which are identified as a
batch ‘XZY12345 - 7/01/97'. The batch is a collection of material objects.

NOTES

1 - Acatalogue (see 3.1.5) of things is a collection of things, or is a paper or electronic document that holds
information about a collection of things.

2 — Aset of things which has a relationship with each other, apart from being members of the same set, is an
assembly (see 3.1.3).

3 — There is a level of classification at which a collection of things as a whole is a member of the same class
as each member of the collection. Asitistration, a collection of material objects is itself a material object,
and a collection of activities is itself an activity.

This level of classification can be indicated by the entity type within a data model.
3.1.8 component: a thing which is part of another thing
EXAMPLES
26 — Ply #5 is a component of composite panel definition ‘lagag45’.
Both ply #5 and composite panel definition ‘layd@345’ are typical (see 3.1.22) material objects (see 3.1.15).
27 — A quantity of crude oil is a component of the oily water in tank.T
Both the quantity of crude oil and the oily water in tank7Tare specific (see 3.1.19) material objects.
NOTES
1 - Athing that contains a component may be either an assembly (see 3.1.3) or a collection (see 3.1.7).

2 — A component may itself have components.

3.1.9 connection: an association between two things that enables a flow of material objects, such as
electric current, heat, mechanical vibration, mechanical load or information between them

EXAMPLES

28 — The bolted joint between columnZ7 and beam BI3 is a connection.
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The connection is physical (see 3.1.16) and is intended to enable a flow of mechanical load, but also enables
a flow of heat, electric current and mechanical vibration.

The connection is created by the activity that inserts and tightens the bolts.

29 — The acceleration sensor at the end of mechanical handling arm ‘maniglil&aonnected to the
position actuators.

The connection is functional (see 3.1.11) and is intended to enable the flow of acceleration measurements.

The functional connection is implemented by a set of material objects and physical connections between
them, but the details of the physical connection need not be recorded if they are not relevant to the system
behaviour.

NOTE — A connection is created by an activity, such as bolting or welding.

3.1.10 coupon: a solid material object that is separated from a larger solid material object, and that is, or
is intended to be, subjected to tests, retained as evidence of the nature of the larger solid material object,
or both

NOTE — A coupon can have the same properties as the larger material object from which it is separated, but
need not.

3.1.11 functional: an indication that a thing is concerned with a capability to perform an activity, and
that a thing is not concerned with the means of providing the capability

EXAMPLES

30 — The computer file called ‘te$t147.txt’ that contains the results of a test on coupon ‘147’, is a functional
thing that holds information.

The computer file is provided by magnetic media and semi-conductors within computer hardware, but the
physical nature and location of the hardware is not relevant to the data storage function provided by the file.

The physical nature and location of the hardware may be relevant to the security of the file in the event of a
fire, earthquake, etc..

31 - The system in J. Bloggs and Co.’s test laboratory containing a thermo-couple, controller and heating
element, that holds a specimen under test at constant temperature, is a functional thing.

The time constant of the system is a functional property possessed by the system as a whole. The functional
property is not possessed by any material object that is used to implement the system.

NOTE — A thing concerned with matter or space and physical properties of matter or space is described as
physical (see 3.1.16).

3.1.12 idealised:an indication that a thing is a fiction created for simulation or analysis, and that a thing
is not truly an intended (see 3.1.14) or actual (see 3.1.2) thing
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EXAMPLES
32 — The material object that is the Eiffel tower with its secondary members removed is idealised.

The secondary members in the real (see 3.1.18) Eiffel tower are not relevant to a dynamic analysis and have
been omitted for convenience.

33 — The flow of a gas through ‘mguct’ that is partitioned such that there is a turbulent gas flow within 10
cm of the duct walls and a laminar gas flow within the remainder of the gas is idealised.

The real (see 3.1.18) gas flow is too complex to be analysed.
NOTE — Athing is either idealised or real (see 3.1.18).

3.1.13 information holder: a functional (see 3.1.11) or physical (see 3.1.16) thing that is, or can be,
used to store data

EXAMPLES

34 — The computer file with name ‘mbdrr 12345.tex’, which is within the J. Bloggs and Co. computer
system, is a functional information holder.

35— The paper document with reference ‘MBB/SCR/12345’, which is held in the J. Bloggs and Co. library,
is a physical information holder.

3.1.14 intended: an indication that a thing is an intention, and that a thing did not have, does not have,
and will not have an existence which was, is, or will be discoverable by observation of the physical world

EXAMPLES
36 — M. Eiffel's plan for the Eiffel tower is an intended material object.

The intended Eiffel tower is discoverable only from the information held on the paper plans. The intention
does not exist in the physical world.

The actual (see 3.1.2) Eiffel tower is not identical to M. Eiffel’s intention.

37 — The repeat proof load test on the Forth Railway Bridge, as part of its long term safety review, is an
intended activity.

The load applied at centre span during this test is a physical property which is intended to be possessed by
the bridge.

NOTES

1 - Anintended thing is not an actual thing, but can be realised as an actual thing.
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2 — An intended material object (see 3.1.15) can have properties that are deemed by a design activity or
calculated by a simulation or analysis activity, or predicted on the basis of past experience.

An actual material object has properties that can be measured or observed.

3.1.15 material object: a quantity of matter, that is one of the following:

10

a finite quantity of matter that occupies a region of geometric space with 3D topology;

an infinitesimal quantity of matter that is within or on the surface of a finite quantity and that occupies
a region of geometric space with 2D topology;

an infinitesimal quantity of matter that is within or on the surface of a finite quantity and that occupies
a region of geometric space with 1D topology;

an infinitesimal quantity of matter that is within or on the surface of a finite quantity and that is at a
point in geometric space.

EXAMPLES
38 — The Eiffel tower is a material object, that occupies a region of geometric space with 3D topology.
39 — The sun is a material object, that occupies a region of geometric space with 3D topology.

40 — The top surface of the solar panel #2 on ‘satellite’ is a material object, that occupies a region of
geometric space with 2D topology.

41 — The plane of material at centre thickness of ‘ooynpositepanel’ is a material object, that occupies a
region of geometric space with 2D topology.

42 — The tip of the semi-elliptic crack in the nozzle weld of ‘mpsessurevessel’ is a material object, that
occupies a region of geometric space with 1D topology.

43 — The line of material at the centroid of ‘niyeam’ is a material object, that occupies a region of geometric
space with 1D topology.

44 — The particle of material at the centroid to the bird that is about to strikeconypressablade’ is a
material object, that is at a point in geometric space.

The path of this particle of material can be predicted by an impact analysis.
NOTES

1 - The region of geometric space that is occupied by a material object changes when the material object is
deformed. The topological dimension of the geometric space that is occupied by a material object does not
change when the material object is deformed.

2 — A material object can be gas, liquid, or solid, or a multi-phase mixture of material objects in different
states.
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3 — Each material object can possess physical properties, irrespective of the topological dimension of the
geometric space that it occupies.

3.1.16 physical: an indication that a thing is concerned with existence of a quantity of matter or space

EXAMPLES

45 — The mass, shape and UTS properties possessed by a typical bolt of pattern ‘XYZ12345’ are physical
properties.

46 — The floppy disc with ‘test results for coupon 147’ written on its label is a physical thing that holds
information.

NOTE — A thing concerned with the capability to perform an activity, and not the means of providing the
capability, is described as functional (see 3.1.11).

3.1.17 property: an aspect of a material object, or of a system, that can be observed
EXAMPLES
47 — The mass of the Eiffel tower is a property.
The property is physical (see 3.1.16). The property is a point property.
48 — The shape of the bumper (UK), or fender (US), of the Renault Twingo is a property.
The property is a physical. The property is a distributed property with 3D topology.
49 — The stress - strain curve for a typical 10 mm titanium bar supplied by J. Bloggs and Co. is a property.
The property is physical. The property is a distributed property with 1D topology.

50 — The time constant of the temperature control system in the J. Bloggs and Co. test laboratory is a
property.

The property is functional (see 3.1.11). The property is a point property.

NOTE — Time is a property that is possessed by the universe as a whole.

3.1.18 real: an indication that a thing is truly an intended (see 3.1.14) or actual (see 3.1.2) thing, and
that a thing is not a fiction created for simulation or analysis

EXAMPLES
51 — The Eiffel tower is a real material object.
This material object has large numbers of secondary members that are not relevant to a dynamic analysis.

An idealised (see 3.1.12) Eiffel tower in which these members were omitted would be more convenient for
analysis.

11



ISO/WD 10303-107

52 — The flow of a gas through ‘mgluct’ is a real activity.

This activity is not analysable unless simplifying assumptions are made. An idealised activity has turbulent
gas flow within 10 cm of the duct walls and a laminar gas flow within the remainder of the gas.

NOTE — Athing is either real or idealised (see 3.1.12).

3.1.19 specific:an indication that a thing has a unique existence, or is the intention for a thing that can
have a unique existence

EXAMPLE 53 — The rock kicked by Dr. Johnson when in conversation with Mr. Boswell, was a actual
(see 3.1.2), specific, material object (see 3.1.15).

NOTE 1 — A thing is either specific or typical (see 3.1.22).

3.1.20 state:a mode or condition of being

EXAMPLES
54 — The activity of melting carried out on ‘mlyatch’ of polymer results in changes of its state as follows:
— in the initial state the polymer is solid granules at 20 degrees Celsius;
— in the final state the polymer is liquid at 250 degrees Celsius.
55 — The activity of creep in ‘mypoilertube’ and the passage of time results in changes of state as follows:

— in the initial state ‘myboiler_tube’ has a wall thickness of 5 mm, and the universe as a whole is at the
time designated 0 hours;

— in the final state ‘myboilertube’ has a wall thickness of 0.47 mm, the universe as a whole is at the time
designated 100000 hours.

NOTES

1 - A state can be defined for a single material object (see 3.1.15) or system (see 3.1.21) or for the universe
as awhole.

If a state is defined for the universe as a whole, then the possession of a time property can be part of the
definition of the state.

2 — The properties possessed by a thing, the classifications of a thing and the relationships in which a thing
participates can each vary according to the state of the thing.

3.1.21 system:a capability to perform an activity

12

EXAMPLE 56 — A coupon under test in the J. Bloggs and Co. test laboratory is kept at a constant tempera-
ture by the temperature control system.
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If the heater element is replaced, the temperature control system continues to exibbexgmittis provided
by a different set of material objects.

NOTES

1— Asystemis afunctional (see 3.1.11) thing.

2 — A system is provided by material objects (see 3.1.15), spaces, or both. However inforrhatibtha
material objects and spaces need not be recorded.

3.1.22 typical: an indication that a thing is the embodiment of the shared aspect of a set of similar things

EXAMPLES

57 — Each item in the catalogue of fasteners supplied by J. Bloggs and Co. is a typical material object.

58 — The Boeing 747-400 design is a typical material object.

There are many specific (see 3.1.19) Boeing 747-400 aircraft that have been manufaccceddance with
the design and that are in service with airlines.

59 — The composite panel definition ‘lay)2345’ is a typical material object.

The properties of the panel definition recorded in the materials handbook have been deduced from tests on a
number of specific panels manufactured according to theitiefin

60 — The design approval procedure documented in J. Bloggs and Co. company practices nmeguaet in
dance with ISO 9000, is a typical activity.

61 — The reference loading cycle for ‘mwidget’, consisting of an initial loading and warm-up, operation
for 10 hours, and cool down, is a typical activity.

During its life, ‘my_widget’ is intended to perform an activity that consists of 10000 loading cyees) of
which is a replica of the reference loading cycle.

NOTES

1— Athingis either typical or specific (see 3.1.19).

2 — Atypical thing can be either intended (see 3.1.14) or actual (see 3.1.2. This is illustrated as follows:

— The design for a Boeing 747-400 aircraft was created by a design activity, and has properties that were
deemed by the design activity. It is intended that each manufactured Bo4ifig00 shall have the
deemed properties, to within a tolerance.

The design for a Boeing 747-400 aircraft is an intended typical material object. Each Boeing 747-400
aircraft that has been manufactured is an actual specific material object.

13
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Inspection of the set of specific Boeing 747-400 aircraft that have been manufactured would enable the
properties that are possessed by the actual typical Boeing 747-400 to be deduced.

— The creep properties of 20mm grade ‘xyz12345’ titanium bars manufactured by J. Bloggs and Co. are

deduced from measurements made on samples taken from several different batches. It is assumed that

each batch of 10mm grade ‘x¥2345’ titanium bars has the properties deduced from the measurements,
to within a tolerance.

The typical batch that is defined as a result of measurements is an actual typical material object.

The production department of J. Bloggs and Co. has defined an intended typical batch as a specification
of the manufacturing process. However, there may be systematic differences between the intention and
the batches of titanium bars that are actually produced.

3.2 Abbreviations

For the purposes of this part of ISO 10303, the following abbreviations apply.

AA Application Assertion

AAM Application Activity Model

AIC Application Interpreted Construct

AIM Application Interpreted Model

AO Application Object

AP Application Protocol

ASTM American Society for Testing and Materials
ARM Application Reference Model

ATS Abstract Test Suite

BoM Bill of Materials

CFD Computational Fluid Dynamics

FEA Finite Element Analysis

FD Finite Difference

ETOPS Extended-range Twin-engine OPerationS
IEC International Electrotechnical Commission

14



ISO/WD 10303-107

ISO International Organization for Standardization

UoF Unit of Functionality

4 EACM Schema

4.1 Introduction

The Engineering Analysis Core Model (EACM) is divided into Units of Functionality (UoFs).
NOTES

1— The term Unit of Functionality has been usextéuse the EACM is an ARM level information model
which can be interpreted on to the STEP Integrated Resources.

Some entities within EACM are taken directly from 1SO 10303-104 and ISO 10303-42, and are unaltered
except for being made a subtype of an entity within the EACM framework. The entities within ISO 10303-
104 and ISO 10303-42 are semantically precise and do not derive additional semantics from an ARM. Hence
these entities are valid at both ARM and AIM levels.

2 — In this draft of the document the EACM is presented as an EXPRESS schema using the style of a STEP
Integrated Resource part. It is equally possible to present this information using the AP documentation
components:

— Application Object definitions;
— Application Assertions;

— Application Reference Model EXPRESS-G diagrams.

3 — The Units of Functionality within the EACM can be interpreted on to the STEP Integrated Resources
to create corresponding AICs. The combined UoF - AIC pair is equivalent to the new Application Module
concept that is proposed for STEP.

The UoFs have been chosen so that most relationships exits within a UoF, and so that there are few cross
relationships between UoFs. Each UoF has only a few entities that are referenced from outside, and in
many cases there is only one entity in a UoF that is referenced from outside.

NOTE — The design approach which reduces the number of entities in a UoF that are referenced from outside
the UoF is consistent with approaches to the design of object oriented software.

*)
SCHEMA eacm_schema;
(*

15
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Figure 3 — Principal UoFs within the EACM

4.2 Units of Functionality

An overview of the Units of Functionality within the EACM, and their relationships is given in figure 3.

NOTE — Within this working draft of the EACM, the UoFs are colour coded as shown on this diagram. (This
is not allowed by either ISO editing rules for a final delivered document). This colour coding approach is used
in the EXPRESS-G diagrams for the individual UoFs as a substitute for EXPRESS-G off-page connectors.

The syntax of an EXPRESS-G off-page connector is not intuitive and is unhelpful for a working draft.

A brief description of each UoF is given in the following clauses.

4.2.1 Concept UoF

The concept UoF provides supports information that is valid for any engineering analysis concept. This

information includes:

— configuration management of concepts, including variants and successors;

— description of a concept by text;

16
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identification of a concept;

idealisation of a concept for analysis or simulation;

relationships between different lifecycle stages for a concept, such as planned, predicted and actual;

typical, or template, concepts and specific concepts.
The concept UoF also provides the top of a classification hierarchy for entities within the EACM.
The externally visible entities in the concept UoF are:

— object

— class
— association
— information _object;

— derivation_of_concept

description of_concept

Each of these entities is a supertype of entities in other UoFs. None of these entities is directly referenced
by an entity in another UoF.

4.2.2 Material object UoF

The material object UoF supports information about a quantity of matter that has identity in the world.
Planned and predicted quantities of matter are supported as well as actual quantities of matter. This
information includes:

classification of a material object;

features of material objects;

connections of material objects;

assembly structures for material objects;
The externally visible entity in the materiabject UoF is:
— material_object.
NOTES
1 - A module that contains additional information about assembly structures will classify or subtype the

entity composition.of_material. The entitycomposition.of_material could be moved into the new module
to give only a single externally visible entity for this UoF.

17
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2 — A module that contains additional information about rigid or kinematic joints will classify or subtype the
entity connectionof_material. The entityconnectionof_material could be moved into the new module to
give only a single externally visible entity for this UoF.

4.2.3 Possession of property UoF

The possession of property UoF supports information about the properties that are possessed by a quan-
tity of matter. This information includes:

— properties of a material object as a whole;
— properties possessed by each point of a material object;
— property distributions within a material object;

— the space in which a material object is at rest.
The externally visible entity in the materiabject UoF is:
— possessiomf_property.

NOTE — The entitypossessiorof_property is referenced from the state UoF, because a state is defined by a
collection of instances gfossessiorof_property .

4.2.4 State UoF

The state UoF supports information about the state of a quantity of matter. This information includes:
— properties that are possessed for a state;

— relationship between a point state and a continuous state space;
— continuous property spaces that are parameters of a continuous state space;

— relationship between a state and a material object that is in the state.
The externally visible entity in the state UoF is:
— state

NOTE — A constraint could be incorporated into an information model by referencing one of the following
subtypes oftate

— point_state
— continuous state space

However, in an implementation, such constraints could be ignored to give only one externally visible entity.
4.2.5 Activity UoF
The activity UoF supports information about processes that happen. A process that happens can be:

18
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— something physical that changes a quantity of matter;

— aprocess of creating information, such as design or analysis.

NOTE — All processes are physical, but sometimes the physical aspect is neglected. In a measurement
process both the physical and the information creating aspects are important.

The information includes:

material objects involved in an activity;

— information created by an activity;

— states of material objects during an activity;

— properties of a material object relevant to an activity;

— time of an activity;

composition of an activity.
The externally visible entity in the activity UoF is:
— activity.

4.2.6 Property UoF

The property UoF supports information about quantities that can be measured or observed.

NOTE — A parameter space is not something that can be measured or observed, but is treated as a fictitious
property.

The information includes:

classification of a property;

dependencies between properties;

topological dimension of continuous property spaces;

topological relationships between point properties and continuous properties spaces.

The externally visible entity in the property UoF is:
— property.

Constraints are incorporated into the information model by direct references to the subtyyeaty :
— point_property;

— continuous property _space

NOTE - In an implementation, these constraints could be ignored to give the UoF only one externally visible
entity.
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4.2.7 Grid UoF

The grid UoF supports information about a continuous property space that is divided into cells.

NOTE — The division of a continuous property space into cells, enables the definition of a mapping between
a property space that has an irregular shape and a parameter space that consists of an assembly of cells with
regular shapes.

The information includes:

an implicit definition of the cells and vertices within a regular grid without explicit instantiation of
each cell;

an explicit definition of the cells and vertices within an irregular grid;

the relationship between overlapping or abutting grids;

the definition of a sub-grid with respect to a larger grid.
The externally visible entity in the grid UoF is:
— grid.

NOTE — For each grid, there is an implicit numeric space that provides an identification of each point within
it. Hence a grid can be referenced as the specification of the domain of a numeric function.

4.2.8 Mathematical simulation UoF

The mathematical simulation UoF supports information about an information creation activity that sim-
ulates a physical activity. The information includes:

materials information that is used within the mathematical model;

description of any reference shape required by the mathematical model;

the grid (if any) used by the mathematical model;

finite element formulation information.

The mathematical simulation UoF also supports information about a specific analysis run performed at a
particular time, and its definition by reference to an analysis specification and a mathematical model.

A mathematical. modelis a subtype ofctivity, so that there is no need for any externally defined entity
in this UoF.

NOTE — A constraint could be incorporated into an information model by referentittigematicalmodel
directly, rather than thactivity subtype.

4.2.9 Description of property UoF

The description of property UoF supports information about the way in which numbers or numeric spaces
describe a property. The information includes:
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— association between a point in a numeric space and a point property;

— association between a numeric space and a continuous property space, such as a temperature or
stress field within a material object;

— units and coordinate system for a description;

the way in which a description of a non-scalar property is encoded as an array of numbers.
The externally visible entity in the description of property UoF is:
— numeric_description_of_property .

NOTE — The entitynumeric_description_of_property is referenced by the entitgreation_of_property _-
description_by_activity in the activity UoF to record the activity that created the description of the property.

4.2.10 Numeric object UoF

The numeric object UoF supports information about the nature of a set of numbers or a numeric space.
The information includes:

— explicit specification of a set of numbers;

— implicit specification of a numeric space by a numeric function.
The numeric object UoF supports the following classes of numeric function:

— n-dimensional b-spline functions;

— functions defined over a grid that have a separate interpolation within each cell of the grid.

NOTE — The entitynumeric_function has subtypes that support classes of numeric function in dueging
list. Additional subtypes ohumeric_function can be defined in separate UoFs. Grid based functions are
described in the grid numeric function UoF.

The externally visible entity in the numeric object UoF is:

— numeric_object;

— numeric_function.

4.2.11 Grid numeric function UoF

The grid numeric function UoF supports information about the numeric functions that are defined with
respect to a grid. Such functions are used to describe a property distribution over a domain that has been
divided up into a grid of cells. The information includes:

— grid that is used for the function;
— the control values for the function at grid vertices or at separated discretisation points for each cell;

— the basis for the interpolation or extrapolation from the discretisation points for each cell.
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There are no externally visible entities in the grid numeric function UoF. All external references go to
the supertype entitgumeric_function.
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5 Concept UoF

The following EXPRESS declaration begins tracm.conceptschema.
EXPRESSspecification

)

SCHEMA eacm_concept;

(*

NOTES

1 — This schema has no external references.

2 — A graphical presentation of this schema is contained in figures 4 and 5.

5.1 Introduction

The concept UoF addresses the information that is relevant to all concepts within the EACM.
This information is:

— association of a concept with a text string or number for its identification or description;

NOTE — Because identifications and descriptions are associated with the ‘tdg’ @ncept each
entity within the EACM can be identified and described.

— variants of concepts and their succession;

NOTE — It is possible to specify that one concept is a variant of another, or that one concept is the
successor to another. These associations between concepts support their configuration management.

Because variant and succession associations are with the ‘tofy eoncept each etity within the
EACM can be subjected to configuration management.

— the life cycle stage of a concept;

NOTE — A concept can be planned, predicted or actual. The nature of the information that can be stored
about a concept need not be affected by its life cycle stage. As an illustration, it is possible to store
information about an actual stress distribution within an actual material object as well as information
about a predicted stress distribution within a planned material object.

Nonetheless, the life cycle stage of a concept is important information to record about a concept.

Because the life cycle state is associated with the ‘tofifyenoncept a life cycle stage can be recorded
for each etity within the EACM.

— whether a concept s real or an idealised fiction created for analysis;
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NOTE — The nature of the information that can be stored about a concept need not be affected by
whether it is real or an idealisation. As an illustration, it is possible to store a grid for an real shape of a
material object, or for an idealised shape of a material object which has some features removed.

Because rddy or idealisation is associated with the ‘top’ entitpncept this information can be
recorded for each ¢ity within the EACM. Hence we can have idealised material properties as well
as shapes.

— whether a concept is a specific occurence or a typical representative of a collection of similar con-
cepts.

NOTE — The nature of the information that be stored about a concept need not be affected by whether it
is a specific occurence or a typical representative of a collection of similar concepts. As an illustration,
it is possible to store information about the stress distribution within a part of a particular 747 that is in
service. Itis also possible to store information about the stress distribution within a design part that is
typical of the corresponding part in all 747s.

Because being specific or representative of a collection is associated with the ‘tibp’cemcept
this information can be recorded for eachignwithin the EACM. Hence we can have specific or
representative activities and states as well as material objects.

The concept UoF does not address the nature of a concept. This is addressed by the other UoFs.
NOTE — The entitiexoncept object andassociationwithin the concept UoF are all ABSTRACT. Their
subtypes are defined within the other UoFs.

Each entity within the other UoFs is directly or indirectly a subtypelgjéct or association

Figures 4 and 5 contain EXPRESS-G diagrams of the entities in the concept UoF.

5.2 Fundamental concepts and assumptions

Anything that can be understood, or referred to, t®acept

Some concepts are actual specific collections of molecules that have properties that persist for long
periods of time.

EXAMPLE 62 — The Eiffel Tower is anaterial object and aconcept
Other concepts are more abstract.

EXAMPLE 63 — The beam under my floor is holding the floor up. The task being performed by the beam is
anactivity and aconcept

Some concepts are plans. The nature of the plan exists in the minds of people and can be actually
recorded on drawings or in data bases. However the concept that is planned does not actually exist.
Information can be recorded about concepts whether they actually exist or not.

EXAMPLE 64 — The English Channel bridge is a planmedterial_object and aconcept In this case the
planned concept has a successor.

Eachconceptis either anobject or anassociation An object is aconceptthat has independent exis-
tence, whereas an association is a relationship between two or more other instaywreept
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NOTE 1 — An instance of aassociationcan be regarded as being a fact about the associated instances of
concept A collection of instances adssociationcan be regarded as being information about, or a view of,
the associated instancesaoincept

5.3 Type definitions

5.3.1 predefinedclassof lifecycle

A predefined classof lifecycleis a keyword that indicates@assof_lifecycle defined within this part
of ISO 10303.

EXPRESSspecification

*)

TYPE predefined_class_of_lifecycle = ENUMERATION OF
(actual,
planned,
predicted);

END_TYPE;

(*

Enumerated item definitions

actual: aconceptthat exists in the world and that can be detected by observations of the real world.

5.3.2 predefinedclassof idealisation

A predefined classof_idealisationis a keyword that indicates @assof_idealisation defined within
this part of ISO 10303.

EXPRESSspecification

*)

TYPE predefined_class_of idealisation = ENUMERATION OF
(reality,
idealised);

END_TYPE;

(*

Enumerated item definitions

reality: a conceptthat actually exists in the real world, or that could exist in the real world at a later
stage in its lifecycle.

NOTE — Areal concept is not an idealisation that has been created for the purpose of analysis.

5.3.3 predefinedclassof_specificity

A predefined.classof_specificity is a keyword that indicates @assof_specificity defined within this
part of ISO 10303.

EXPRESSspecification
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*)

TYPE predefined_class_of_specificity = ENUMERATION OF
(specific,
typical);

END_TYPE

(*

Enumerated item definitions

specific: aconceptthat has a unique existence in the world.

typical: a conceptthat is the abstraction of the common aspects of a family of similar instances of
concept

5.4 Entity definitions: framework

This clause defines the first level subtypes of the root enticept Each other entity in this part of
ISO 10303 is a subtype of one of these entities.

5.4.1 association

An associationis aconceptthat is a relationship between two or more instanceatept
EXAMPLES

65 — The relationship between framework member XB1 and framework member BM2, that records they are
connected, is anssociation

The framework members, and the plate that makes the connection, are edgjban

66 — The relationship between the shape of pngssurevessel and my-splinemodel, that records the b-
spline model describes the shape, isasociation

The pressure vessel and the b-spline model are eachjact.

67 — The relationship between steel and stainless steel, that records one is a specialisation of the other, is an
association

Stainless steel and steel are each an instanckasg

EXPRESSspecification
%)
ENTITY association
ABSTRACT SUPERTYPE
SUBTYPE OF (concept);
INVERSE
states : SET [0:?] OF composition_of _state FOR part;
END_ENTITY;

(*
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Attribute definitions

states: The instances dftatethat contain thessociation

5.4.2 class

A classis aconceptthat is abstract and that is created by people in order to communicate information
about the nature of eoncept

Information about the nature of@nceptis conveyed by specifying that it is, or is not, a member of a
class

NOTES

1 - In order for information to be communicated, there must be an agreement between the sending and
receiving partiesipon the meaning of the instancesctidss

2 — The EACM defines some instancesctzfss

The EACM allows instances afassto be defined by a user. These instances may be given identification and
text descriptions.

EXAMPLES
68 — Temperature is@assfor property which is defined by this part of ISO 10303.
69 — Steady state is@dassfor activity which is defined by this part of ISO 10303.

70 — Stainless steel ischassfor material _object which is not defined by this part of ISO 10303. T¢lass
can be defined by a user and identified and described.

EXPRESSspecification

)

ENTITY class

ABSTRACT SUPERTYPE OF (ONEOF(
class_of activity,
class_of _concept,
class_of material_object,
class_of property))

SUBTYPE OF (object);

END_ENTITY;

(*

5.4.3 concept

A conceptis something that is understood or referred to.
NOTES

1 - The entityconceptis the ‘top’ entity in the EACM, so thatach other dity is directly or indirectly a
subtype of it.

29



ISO/WD 10303-107

2 — Aconceptcan be a specific material object that actually exists in the real world.

A conceptcan also be something abstract such as an intention for a specific material object, a typical material
object or a numeric function.

EXAMPLES
71— The Eiffel tower is @oncept
72 — The displacement of the Eiffel tower in a 100 km peur wind is aconcept

73 — The description of the displacement of the Eiffel tower in a 100 kninpar wind, expressed as values
at the nodes of a framework model of the tower, acept

EXPRESSspecification
%)
ENTITY concept
ABSTRACT SUPERTYPE OF (ONEOF(

association,

object));
INVERSE

concept_classifications :

SET [0:?] OF classification_of concept FOR classified;

fulfilments : SET [0:?] OF fulfilment_of_plan FOR plan;
plans : SET [0:?] OF fulfilment_of_plan FOR actual,
outcomes : SET [0:?] OF outcome_of prediction FOR prediction;
predictions : SET [0:?] OF outcome_of prediction FOR actual;
idealisations  : SET [0:?] OF idealisation_of_concept FOR reality;
realities : SET [0:?] OF idealisation_of_concept FOR idealisation;
derivatives . SET [0:?] OF derivation_of concept FOR source;
sources : SET [0:?] OF derivation_of concept FOR derivative;
variances : SET [0:?] OF variance_of _concept FOR original;
originals : SET [0:?] OF variance_of concept FOR variant;
successors : SET [0:?] OF succession_of concept FOR predecessor;
predecessors : SET [0:?] OF succession_of concept FOR successor;
alternates . SET [0:?] OF alternative_of concept FOR alternates;
identifications : SET [0:?] OF identification_of concept FOR identified;
descriptions . SET [0:?] OF description_of concept FOR described,;

END_ENTITY;

(*

Attribute definitions

conceptclassifications: The instances oflassof_conceptthat classify the concept.
fulfilments: The instances of actuabnceptthat are a fulfilment of the plan.

plans: The instances of plannednceptthat precede the actuebncept

outcomes: The instances of actuabnceptthat are an outcome of a prediction.

predictions: The instances of predictewnceptthat precede the actuabncept
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idealisations: The instances of idealis@dnceptthat are idealisations of the reaincept
realities: The instances of realonceptthat are idealised by the idealiseancept
derivatives: The other instances abnceptthat are derived from theoncept

sources: The other instance aonceptthat theconceptis derived from.

variants: The other instances @bnceptthat are variants of theoncept

originals: The other instances abnceptthat theconceptis a variant of.
successors:The other instances object that are successors to thbject.
predecessors:The other instances abnceptthat are predecessors to ttencept
alternates: The other instances abnceptthat are alternatives to tl@ncept
identifications: The instances dext or numeric_object that identify aconcept

NOTE 3 — Aconceptcan have many identifications. Different identifications can be used for different pur-
poses.

descriptions: The instances dext or numeric_object that describe aoncept

NOTES

4 — Aconceptcan have many descriptions. Different descriptions can be used for different purposes.

5 — The description of property by anumeric_object can require additional information, such as units of
measure and coordinate systems, to indicate how the description is to be interpreted.

5.4.4 information_object

An information _object is anobject that is a generic abstraction that can be interpreted by a person or
by a computer program to gain understanding abaatrecept
NOTE - Aninformation _object is either anumeric_object or atext_object.

EXPRESSspecification
%)
ENTITY information_object
ABSTRACT SUPERTYPE OF (ONEOF(

numeric_object,

text_object))
SUBTYPE OF (object);
END_ENTITY;
(*
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5.4.5 object

An object is aconceptthat has an independent existence.

NOTE — Anobjectis not an association between two other instancesotept An association is existence
dependent upon the instancesohceptthat are associated.
EXPRESSspecification
%)
ENTITY object
ABSTRACT SUPERTYPE OF (ONEOF(
activity,
class,
information_object,
material_object,
property))
SUBTYPE OF (concept);
END_ENTITY;

(*

5.4.6 textobject

A text_objectis aninformation _object that is a sequence of characters.

NOTE 1 — Each instance ¢éxt_object is a particular sequence of characters. Hence conceptually, there is
only one sequence of characters ‘Al’, however many times it is used to identify a concept.

EXPRESSspecification

)

ENTITY text _object

SUBTYPE OF (information_object);
presentation : OPTIONAL STRING;

END_ENTITY;

(*

Attribute definitions

presentation: A presentation of the sequence of characters in computer interpretable form.
NOTE — lItis possible to instantiateext_object without recording its presentation in computer interpretable
form. In order to be useful, suchtext_object would need to be identified or described.

As an illustration, thaext_object that is the Gettysburg Address could be recorded without its presentation
in computer interpretable form. Thiext_object could be identified by the furtheéext_object that is ‘The
Gettysburg Address'.

5.5 Entity definitions: class of concept

This clause defines the way in whicltanceptcan be classified.
A concept can be classified by:
— life cycle stage;
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— reality;

— specificity.

5.5.1 classof_concept

A classof_conceptis aclassthat can indicate the nature of aogncept

EXPRESSspecification

)

ENTITY class_of concept

ABSTRACT SUPERTYPE OF (ONEOF(
class_of_lifecycle,
class_of idealisation,
class_of_specificity))

SUBTYPE OF (class);

END_ENTITY;

(*

5.5.2 clasof_lifecycle

A classof lifecycleis aclassof_conceptthat indicates whether@ncepteither:
— actually exists; or

— is a plan or prediction for something.
EXAMPLES

74 — Actual is eclassof_lifecycle which is defined by this part of ISO 10303.
75 — Predicted is alassof_lifecycle which is defined by this part of ISO 10303.

76 — Possible is alassof_lifecycle which is not defined by this part of ISO 10303. Thlassof_lifecycle
can be defined by a user and identified and described.

EXPRESSspecification

)
ENTITY class_of _lifecycle
SUBTYPE OF (class_of_concept);

predefined : OPTIONAL predefined_class_of_lifecycle;
UNIQUE

single_record_of_predefined_class : predefined;
END_ENTITY;
(*
Attribute definitions

predefined: If the attribute exists, then thelassof _lifecycle is defined in this part of ISO 10303, as
indicated by the enumerated valueppédefined classof lifecycle (see 5.3.1).
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If the attribute does not exist, then tbkassof_lifecycleis not defined in this part of ISO 10303.
NOTES

1 — The attributeoredefined does not exist at a conceptual level, but provides a practical way of indicating
that an instance aflassof_lifecycle has a meaning defined in this part of ISO 10303.

2 — Ifaclassof_lifecycleis not predefined by this part of ISO 10303, then it must be identified, described or
both by a user of this part of ISO 10303 so that its meaning can be understood.

Formal propositions

singlerecord_of_predefined class: There shall be only one instance corresponding to each predefined
classof_lifecycle.

55.3 classf.idealisation

A classof_idealisationis aclassof_conceptthat indicates whether@ncepteither:
— exists in the world (either actually or potentially at a later stage in its life cycle); or

— is anidealisation that is created for the purpose of analysis or simulation.
A conceptcan be real or idealised at any stage in its life cycle.

NOTE — An idealisecconceptcan be an idealisation of an actu@nceptor an idealisation of a planned
concept

EXAMPLES
77 — Real is alassof_idealisationwhich is defined by this part of ISO 10303.
78 — Idealised is alassof_idealisationwhich is defined by this part of ISO 10303.

79 — ‘Back of an envelope’ is dassof_idealisationwhich is not defined by this part of ISO 10303. This
classof_idealisationcan be defined by a user and identified and described.

EXPRESSspecification
)

ENTITY class_of idealisation
SUBTYPE OF (class_of_concept);

predefined : OPTIONAL predefined_class_of_idealisation;
UNIQUE

single_record_of_predefined_class : predefined;
END_ENTITY;
(*
Attribute definitions

predefined: If the attribute exists, then thassof idealisationis defined in this part of ISO 10303, as
indicated by the enumerated valueppédefined classof_idealisation (see 5.3.2).

If the attribute does not exist, then tbkassof_idealisationis not defined in this part of ISO 10303.
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NOTES

1 — The attributeoredefined does not exist at a conceptual level, but provides a practical way of indicating
that an instance aflassof_idealisationhas a meaning defined in this part of ISO 10303.

2 — Ifaclassof_idealisationis not predefined by this part of ISO 10303, then it must be identified, described
or both by a user of this part of ISO 10303 so that its meaning can be understood.

Formal propositions

singlerecord_of_predefined class: There shall be only one instance corresponding to each predefined
classof_idealisation.

5.5.4 classof_specificity

A classof_specificity is aclassof_conceptthat indicates the whethercancepteither:

— has a unique existence; or

— is the embodiment of the common aspects of a collection of similar instaromamoépt
EXAMPLES

80 — Specific is @lassof_specificity which is defined by this part of ISO 10303.
81 — Typical is eclassof_specificity which is defined by this part of ISO 10303.

82 — Generic is alassof_specificitywhich is not defined by this part of ISO 10303. Thiassof_specificity
can be defined by a user and identified and described.

EXPRESSspecification

%)
ENTITY class_of specificity
SUBTYPE OF (class_of_concept);

predefined : OPTIONAL predefined_class_of specificity;
UNIQUE

single_record_of_predefined_class : predefined;
END_ENTITY;
(*
Attribute definitions

predefined: If the attribute exists, then thdassof_specificity is defined in this part of ISO 10303, as
indicated by the enumerated valueppédefined classof _specificity (see 5.3.3).

If the attribute does not exist, then tbkassof_specificity is not defined in this part of ISO 10303.
NOTES

1 — The attributeoredefined does not exist at a conceptual level, but provides a practical way of indicating
that an instance aflassof_specificity has a meaning defined in this part of ISO 10303.
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2 — If aclassof_specificity is not predefined by this part of ISO 10303, then it must be identified, described
or both by a user of this part of ISO 10303 so that its meaning can be understood.

Formal propositions

singlerecord_of_predefined class: There shall be only one instance corresponding to each predefined
classof_specificity.

5.5.5 classificationof_concept

A classificationof_conceptis anassociationbetween aonceptand aclassof_conceptthat indicates
the concept is of the class.

EXAMPLE 83 — The association between ttanceptthat is the Eiffel Tower and thelassof_conceptthat
indicates actual existence in the world, islassificationof_concept

EXPRESSspecification
*)

ENTITY classification_of concept
SUBTYPE OF (association);

classified : concept;
classifier : class_of concept;
END_ENTITY;
(*
Attribute definitions

classified: Theconceptthat is classified.

classifier: Theclassof_conceptthat classifies.

5.6 Entity definitions: associations between concepts

This clause defines the associations between two instancesmoéptthat are valid whatever theon-
cept

5.6.1 alternativeof_concept

An alternative_of_conceptis anassociationbetween two instances cbnceptthat indicates one is an
alternative to the other.

NOTE 1 — There may be two alternative planned pressure vessels (say) , between which a choice has not yet
been made.

EXPRESSspecification
%)
ENTITY alternative_of concept
SUBTYPE OF (association);

alternates : SET [0:?] OF concept;
END_ENTITY;
(*
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Attribute definitions

alternates: The set of instance afonceptsthat are alternatives.

5.6.2 derivation.of_concept

A derivation_of_conceptis anassociatiorbetween two instances obnceptthat indicates one has been
obtained from the other but is not intended to replace the other.

The two instances afoncept once created, are completely independent of each other.
NOTES
1 — If two pressure vessels (say) are required for similar purposes, then the design of the second pressure

vessel may be initially derived from the first and then changed as required. This is a derivation between
instances omaterial _object.

2 — Afinite element model of a pressure vessel (say) may be derived from a b-rep model.

EXPRESSspecification

%)
ENTITY derivation_of concept
SUBTYPE OF (association);

source . concept;
derivative : concept;
WHERE
different . source :<>:. derivative;
END_ENTITY;
(*
Attribute definitions

source: Theconceptthat is the source.

derivative: Theconceptthat is derived from the source.
Formal propositions

different: A conceptshall not be derived from itself.

5.6.3 fulfilment.of plan

A fulfilment _of_plan is anassociatiorbetween an actuabnceptand a plannedonceptthat indicates
the actual is a result of the plan.

EXPRESSspecification

*

ENTITY fulfilment_of plan
SUBTYPE OF (association);

plan . concept;
actual : concept;
WHERE
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reference_to_plan : planned_concept (plan);
reference_to_actual : actual_concept (actual);
END_ENTITY;
(*
Attribute definitions

plan: The plannedonceptthat the actuatonceptis a fulfiiment of.

actual: The actuatonceptthat is a fulfilment of the plan.
Formal propositions

referenceto_plan: The plannedonceptshall be classified as a plan.

referenceto_actual: The actuabonceptshall be classified as actual.

5.6.4 idealisationof_concept

An idealisation of_conceptis anassociationbetween a reatonceptand a idealisedonceptthat indi-
cates the idealisation is of the re@incept

EXAMPLE 84 — The association between mydget which has an orthotropic material because of its man-
ufacturing process, and an idealisation of_miglget with an isotropic material (which could not be manu-
factured), is andealisation.of_concept

EXPRESSspecification
)

ENTITY idealisation_of concept
SUBTYPE OF (association);

reality . concept;
idealisation : concept;
WHERE
different : reality :<>: idealisation;
END_ENTITY;
(*
Attribute definitions

reality: The realconceptthat is idealised.

idealisation: The idealiseadtonceptthat is an idealisation of the reabncept
Formal propositions

different: A conceptshall not be an idealisation of itself.

5.6.5 outcomeof prediction

A outcomeof_prediction is anassociationbetween an actualonceptand a predictedoncept that
indicates the actual concept is what was predicted.

EXPRESSspecification

38



ISO/WD 10303-107

%)
ENTITY outcome_of prediction
SUBTYPE OF (association);

prediction : concept;
actual . concept;
WHERE
reference_to_prediction : predicted_concept (plan);
reference_to_actual . actual_concept (actual);
END_ENTITY;
(*
Attribute definitions

prediction: The predictedtonceptthat has the actuabnceptas its outcome.

actual: The actuatonceptthat is an outcome of the prediction.
Formal propositions

referenceto_plan: The predictedtonceptshall be classified as a prediction.

referenceto_actual: The actuabonceptshall be classified as actual.

5.6.6 successiaof_concept

A successiorf_conceptis anassociatiorbetween two instances obnceptthat indicates one replaces
the other.

NOTES
1 - Aplanned pressure vessel (say) may be replaced by an improved planned pressure vessel

2 — Two instance otonceptthat have a succession association between them are often, but not always,
variants of the same originebncept

EXPRESSspecification
%)

ENTITY succession_of concept
SUBTYPE OF (association);

predecessor : concept;
successor : concept;
WHERE
different . predecessor :<>. successor;
END_ENTITY;
(*
Attribute definitions

predecessor: The old version of theoncept

successor:The new version of theoncept
Formal propositions

different: A conceptshall not be a successor of itself.
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5.6.7 varianceof_concept

A variance_of_conceptis an association between an originahceptand a variantonceptthat indicates
that the variant is a specialisation of the original.

NOTE 1 — An originalconceptmay have a number of specialisations for different purposes. A standard
pressure vessel (say) may have variants for use in conventional and nuclear power stations.

EXPRESSspecification
*)

ENTITY variance_of concept
SUBTYPE OF (association);

original . concept;
variant :  concept;
WHERE
different : original :<>: variant;
END_ENTITY;
(*
Attribute definitions

original: Theconceptthat is the original.

variant: Theconceptthat is a specialisation of the original.
Formal propositions

different: A conceptshall not be a variant of itself.

5.7 Entity definitions: associations between classes

This clause defines the way in which instancesla$scan be associated.

5.7.1 specialisationof class

A specialisationof_classis anassociationbetween a broadelassand a narroweclassthat indicates
anything within the narroweslassis also within the broadeslass

EXPRESSspecification

%)

ENTITY specialisation_of class
SUBTYPE OF (association);

broader . class;
narrower . class;
WHERE
different : broader :<>: narrower;
END_ENTITY;
(*
Attribute definitions

broader: The broadeclassthat contains the narrowetass
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narrower: The narrowerclasscontained within the broadetass
Formal propositions

different: A classshall not be a specialisation of itself.

5.8 Entity definitions: identification and description of concepts

This clause defines the way in which instancesafceptcan be identified and described.

5.8.1 descriptionof_concept

A description_of_conceptis anassociatiorbetween a&onceptand aninformation _object that indicates
theinformation _object describes theoncept

NOTE — The description of property by anumeric_object can require additional information about units
of measure and coordinate systems. This special casauisaric_description_of_property (see 13.5.1).

EXPRESSspecification

)
ENTITY description_of concept
SUBTYPE OF (association);

described : concept;
describer : information_object;
END_ENTITY;

(*

Attribute definitions

described: Theconceptthat is described.

describer: Theinformation _object that describes.

5.8.2 identificationof_concept

An identification _of_conceptis anassociationbetween aonceptand aninformation _object that in-
dicates theénformation _object identifies theconcept

EXPRESSspecification

%)

ENTITY identification_of _concep
SUBTYPE OF (association);

identified : concept;

identifier : information_object;
END_ENTITY;
(*
Attribute definitions

identified: Theconceptthat is identified.

identifier: Theinformation _object that identifies.
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EXPRESSspecification

*)
END_SCHEMA; -- eacm_concept
(*
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6 Material Object UoF

6.1 Introduction

The material object UoF addresses material objects which record the existence of a quantity of matter.

The material object UoF does not address relationships between material objects and properties. This is
addressed by the Possession of Property UoF.

Figure 6 contains an EXPRESS-G diagram of the entities in the material object UoF.

6.2 Fundamental concepts and assumptions

The material object entity records the existence of a quantity of matter. An instance of the entity

material_object may record a volume of matter, a surface of a volume of matter, a line within a volume
of matter or on the surface of a volume of matter, or a point or particle within a volume of matter or on
the surface of a volume of matter.

A volume of matter has a shape property, aggregate properties such as mass, and properties that vary
from point to point within the volume, such as elasticity or stress. All the properties of a volume of
matter can vary. The variation of shape for a volume of matter can be significant if the volume of matter
goes through a manufacturing process such as forging or pressing.

A surface of matter has a shape property, aggregate properties such as surface area, and properties that
vary from point to point over the surface, such as thermal emissivity or temperature. A surface of matter
is the surface of a volume of matter, and its shape changes if the shape of the volume of matter changes.

The topological dimension of the space occupied by a quantity of matter cannot change, so it is appro-
priate to record the topological dimension by a SUBTYPE.

A quantity of matter, recorded by an instance of the emtiigterial object is a key concept in the
organisation of data. It corresponds to the ideas of part and feature, but is more general.

EXAMPLE 85 — A bird which is considered in a bird strike analysis is a quantity of matter but is not a part.

EXAMPLE 86 — The air surrounding an aeroplane is a quantity of matter, but is not a part.

6.3 Type definitions

6.3.1 predefinedclassof instantiation

A predefined classof_instantiation is a keyword that indicates@assof_instantiation defined within
this part of ISO 10303.

EXPRESSspecification

*)

TYPE pre_defined_class_of _instantiation = ENUMERATION OF
(specific,
typical);
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END_TYPE;
(*

Enumerated item definitions

specific: A material _object that either has or had an actual existence in the world or an intention for a
material _object that could have an actual existence in the world.

typical: A material object that is a standard part acting as a specification for a part in a design.

6.3.2 predefinedclassof phase

A predefined classof phaseis a keyword that indicates @assof_phasedefined within this part of
ISO 10303.

EXPRESSspecification
*)
TYPE predefined _class _of phase = ENUMERATION OF
(solid,
liquid,
gas,
solid_liquid,
liquid_gas );
END_TYPE;

(*

Enumerated item definitions

gas: ....
solid_liquid:

liquid gas: ....

6.4 Entity definitions: material object

6.4.1 materialobject

A material _object is anobject that is a quantity of matter.
EXAMPLES

87 — The Boeing 777 is material _object.

88 — The volume of air that surrounds a Boeing 777 when flying at 30000 fniatarial _object.
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89 — My._pressurevessel is anaterial_object. The outside surface of mgressurevessel is a differentna-
terial _object.

EXPRESSspecification
)
ENTITY material_object
SUPERTYPE OF (ONEOF(
material_volume,
material_face,
material_edge,
material_vertex))
SUBTYPE OF (object);
INVERSE
activities : SET [0:?] OF involvement_of material_object_in_activity
FOR involved;
assemblies : SET [0:?] OF composition_of material_object FOR part;
classifications : SET [0:?] OF classification_of material_object
FOR classified,;
parts . SET [0:?] OF composition_of material_object FOR whole;
properties : SET [0:?] OF possession_of property by material_object
FOR possessor;
specifications : SET [0:?] OF specification_for_material_object FOR

specified;
states : SET [0:?] OF state for_material_object FOR possessor;
END_ENTITY;
(*
Attribute definitions

activities: The instances ddctivity in which thematerial object is involved.

assemblies:The other instances ofaterial _object that are assemblies containing thaterial _object.
classifications: The instances aflassof _material object that classify thematerial object.

parts: The other instances ofiaterial object that are parts of theaterial object.

properties: The instances gfroperty that thematerial _object possesses.

NOTE 1 — Amaterial_object may possess more that one instancproperty of the same class. The two
instances may be possessed at different times.

specifications: The instances ahaterial object that act as a specification.

states: The instances aftatein which thematerial _object exists.

6.4.2 materialvolume

A material volumeis amaterial _object that has a finite volume and that has 3D topology.
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NOTE 1 - Amaterial_volumehas a mass, unless it is a void naterial facedoes not have a mass.
EXPRESSspecification
%)

ENTITY material_volume
SUBTYPE OF (material_object);
END_ENTITY;

(*

6.4.3 materialface

A material faceis amaterial _object that has a finite area and infinitesimal thickness, and that has 2D
topology.

EXPRESSspecification

*)

ENTITY material_face

SUBTYPE OF (material_object);
END_ENTITY;

(*

6.4.4 materialedge

A material_edgeis amaterial _object that has a finite length and infinitesimal cross section, and that has
1D topology.

EXAMPLE 90 — The material that is along the edge of the semi-eliptic crack irpragsurevessel is a
material_edge

EXPRESSspecification

)

ENTITY material_edge
SUBTYPE OF (material_object);
END_ENTITY;

(*

6.4.5 materialvertex

A material _vertex is amaterial .object that has an infinitesimal extent, and that has 0D topology.

EXPRESSspecification

)

ENTITY material_vertex
SUBTYPE OF (material_object);
END_ENTITY;

(*
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6.5 Entity definitions: class of material object

This clause contains the entitiassof_ material_object and its subtypes, and the association between a
material _object and its classes.

The nature of an instance ofaterial object can be indicated by a reference to one or more instances of
classof_material _object.

6.5.1 classof_material object

A classof_material object is aclassthat indicates the nature ofraaterial object.

NOTE 1 — Specifying that anaterial _object is a member of @lassof_material_object conveys informa-
tion about the nature of theaterial_object.

EXPRESSspecification
)
ENTITY class_of material_object
SUPERTYPE OF (ONEOF(
class_of substance,
class_of instantiation,

class_of phase ))
SUBTYPE OF (class);

INVERSE
classified : SET [0:?] OF classification_of material_object
FOR classifier;
END_ENTITY;
(*
Attribute definitions

classified: The instances ahaterial _object that are classified by the class.

6.5.2 classificationof_material object

A classificationof_material objectis anassociatiorbetween anaterial objectand aclassof material
object that indicates thenaterial _object is of the class.

EXPRESSspecification

%)

ENTITY clasification_of material_object
SUBTYPE OF (association);

classified : material_object;
classifier : class_of material_object;
END_ENTITY;

(*
Attribute definitions
classified: Thematerial object that is classified.

classifier: Theclassof_material object that classifies.
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6.5.3 classof_substance

A classof_substanceis aclassof material object that is defined upon the basis of the substance of
which amaterial _object is made, upon its properties and upon its fabrication history.

EXAMPLES

91 — Air at 30000 ftis a&lassof_substance
92 — Inconel is &lassof_substance
93 — Toughened glass ischassof_substance

94 — ASTM 316 Stainless steel ichssof_substance

NOTE — Aclassof_substanceis associated with material_object in order to indicate the classification of
thematerial _object on the basis of its substance.

EXAMPLE 95 — My _pressurevessel (anaterial _object) may be associated with ASTIZ16 stainlesssteel
(aclassof_substance to indicate a classification on the basis of substance.

NOTE - Instances aflassof_substanceare not predefined by this part of ISO 10303. Each instance should
be identified, described or both by the user of this part of ISO 10303 such that its meaning can be understood.

EXPRESSspecification
)

ENTITY class_of substance
SUBTYPE OF (class_of material_object);
END_ENTITY;

(*

6.5.4 classf_instantiation

A classof_instantiation is aclassof_material that indicates whethermaterial object is a specifica-
tion or reference item, or is something that actually exists or is intended to exist.

EXPRESSspecification
)
ENTITY class_of_instantiation
SUBTYPE OF (class_of material_object);
predefined : OPTIONAL pre_defined_class_of _instantiation;
UNIQUE
single_record_of_predefined_class : predefined;
END_ENTITY;
(*
Attribute definitions

predefined: If the attribute exists, then thdassof_instantiation is defined in this part of ISO 10303,
as indicated by the enumerated valugrddefined classof_instantiation (see 6.3.1).

If the attribute does not exist, then tbkassof_instantiation is not defined in this part of ISO 10303.
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NOTES

1 — The attributeoredefined does not exist at a conceptual level, but provides a practical way of indicating
that an instance aflassof_instantiation has a meaning defined in this part of ISO 10303.

2 — If aclassof.instantiation is not predefined by this part of ISO 10303, then it must be identified, de-
scribed or both by the user of this part of ISO 10303 such that its meaning can be understood.

Formal propositions

singlerecord_of_predefined class: There shall be only one instance corresponding to each predefined
classof_instantiation.

6.5.5 classof_phase

A classof _phaseindicates whether material object is solid, liquid, gas, or a multiphase combination
of these.

EXPRESSspecification
%)
ENTITY class_of phase
SUBTYPE OF (class_of material_object);
predefined : OPTIONAL pre_defined_class_of phase;
UNIQUE
single_record_of_predefined_class : predefined;
END_ENTITY;
(*
Attribute definitions

predefined: If the attribute exists, then thetassof_phaseis defined in this part of ISO 10303, as indi-
cated by the enumerated valugmoédefined classof_phase(see 6.3.2).

If the attribute does not exist, then tbkassof_phaseis not defined in this part of ISO 10303.

NOTES

1 — The attributeoredefined does not exist at a conceptual level, but provides a practical way of indicating
that an instance aflassof_phasehas a meaning defined in this part of ISO 10303.

2 — If aclassof_phaseis not predefined by this part of ISO 10303, then it must be identified, described or
both by the user of this part of ISO 10303 such that its meaning can be understood.

Formal propositions

singlerecord_of_predefined class: There shall be only one instance corresponding to each predefined
classof phase
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6.6 Entity definitions: structural associations between material objects

This clause contains associations between instangeatgfial object that indicate a physical relation-
ship in the world.

6.6.1 compositionof material object

A compositionof_material object is an association between two instancematerial object that in-
dicates one is part of the other.

EXAMPLES

96 — The association between:
— the Boeing 777 and its surrounding air at 30000 ft; and
— the surrounding air at 30000 ft,

is acomposition.of_material _object.

97 — The association between:
— my_pressurevessel; and
— the surface of mypressurevessel,

is acomposition.of_material _object.

EXPRESSspecification
%)
ENTITY composition_of material_object
SUBTYPE OF (association);
whole : material_object;
part : material_object;
END_ENTITY;
(*
Attribute definitions

whole: Thematerial object that contains the part.

part: Thematerial object that is part of the whole.

6.6.2 connectionof_material _object

A compositionof_material object is an association between two instancematerial object that in-
dicate they are connected.

NOTES
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1 — The different types of kinematic joint are specialisations of this association.

2 — The different types of rigid joint, such as welded, riveted and , glued, are specialisations of this associa-
tion.

EXPRESSspecification
)
ENTITY connection_of material_object
SUBTYPE OF (association);
side_1 : material_object;
side_2 : material_object;
END_ENTITY;
(*
Attribute definitions

side 1: Onematerial object that is connected.

side 2: Onematerial _object that is connected.

6.7 Entity definitions: derivational associations between material objects

This clause contains associations between instancaatefial _objectthat indicate a relationship in the
design process.

6.7.1 specificationfor material object

A specificationfor_material object is an association between two instancesnatterial_object that
indicates is a catalogue or reference item that acts as a specification for the other.

EXPRESSspecification

)

ENTITY specification_for_material_object
SUBTYPE OF (association);

specifier : material_object;
specified : material_object;
END_ENTITY;
(*
Attribute definitions

specifier: Thematerial object that is the catalogue or reference item.

specified: Thematerial object that is specified.
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7 Possession of property UoF

7.1 Introduction

The possession of property UoF addresses the gyagessiorof_property and its subtypes.
The possession of property UoF does not address properties, material objects or states.
NOTE — Properties are addressed by the property UoF (see 10).
NOTE — Material objects are addressed by the material object UoF (see 6).
NOTE — States are addressed by the state UoF (see 8).
Figure 7 contains an EXPRESS-G diagram of the entities in the possession of property UoF.

7.2 Fundamental concepts and assumptions

The entitypossessiorof_property records information about the circumstances of a particular state in
which a quantity of matter possesses a property.

NOTE — A state is a difficult concept which is defined in Webster’s dictionary as 'a mode or condition of
being’.

The definition of state is arbitrary and the following must be chosen:
— the quantity of matter or space that the state is for; and
— the aspects of the quantity of matter or space that are regarded as part of its state.

A state can be a state of the universe as a whole. Time is an aspect of the universe as a whole that is part of
such a state.

EXAMPLE 98 — 'My_widget’ is a volume of matter which has a state called 'as manufactured’. In this
state, 'mywidget’ possessed the manufactured shape and the initial stress distribution caused by the
manufacturing process.

'My _widget’ also has a state called 'after 100000 hours at 400 degrees Celsius’. In this statédysy
possesses a different shape because of creep, and a different stress distribution.

7.3 Entity definitions: possession of property

This clause contains the definition of the entitpEssessiorof_property by _material _object and its
subtypes.

7.3.1 possessiaonf_property by _material object

A possessiorof_property by material object is anassociationbetween groperty and amaterial -
object that indicates theroperty is an observable aspect of thaterial object.
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EXPRESSspecification

%)

ENTITY possession_of property by material_object

SUPERTYPE OF (ONEOF (
possession_of property by whole_of material_object,
possession_of property by each_point_in_material_object,
possession_of property spatial_distribution_by material_object))

SUBTYPE OF (association);

possessor : material_object;
possessed . property;
INVERSE

involvements : SET [0:?] OF
involvement_of_property_in_activity FOR involved,;
END_ENTITY;
(*
Attribute definitions

involvements: The instances dfivolvement.of_property _in_activity that indicate the roles played by
thepossessiorof_property .

possessor:Thematerial _object that possesses tipeoperty .

possessedTheproperty that is possessed by theaterial object.

7.3.2 possessionf_property by whole of material object

A possessiorof_property by whole_of_material objectis apossessiorof_property by _material_object
that indicates theroperty is an observable aspect of thmterial object as a whole.

EXAMPLE 99 — The possession of the mass of 5 Kg bywidget is apossessiorof_property _by_whole -
of_material _object.

EXPRESSspecification

)

ENTITY possession_of property by whole_of material_object
SUPERTYPE OF (occupation_of space_by material_object)
SUBTYPE OF (possession_of property by material_object);
END_ENTITY;

(*

7.3.3 possessiaonf_property by _eachpoint_in_material object

A possessiorof_property by _eachpoint_in_material objectis apossessiorof_property _by_material -
object that indicates theroperty is an observable aspect of each point of matter withimtlgerial -
object.

NOTE — A possessiorof_property _by_eachpoint_in_material _object is indicates that each point has the
sameproperty. A possession of a distribution, such that pneperty varies from point to point, is posses-
sion.of_property _spatial_distribution _by_material object.
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EXAMPLE 100 — The possession of the temperature of 20 degrees Celsius by each point withidgay
is apossessiorof_property _by_each point_in_material _object.

EXPRESSspecification

)

ENTITY possession_of property by each_point_in_material_object
SUPERTYPE OF (rest_space_of material_object)

SUBTYPE OF (possession_of property by material_object);
END_ENTITY;

(*

7.3.4 occupationof_spaceby_material object

An occupation of_spaceby_material objectis apossessiorof_property _by whole of material object
that indicates thenaterial _object occupies all theroperty which is a geometric space.

EXAMPLE 101 — The relationship between:
— my widget; and
— a geometric space,

that indicates the matter of my widget occupies all the geometric spacepdsupationof_spaceby_-
material _object.

A geometric space that is a rest space for my widget and that is occupied by my widget can be called the
‘shape’ of my widget. My widget will continue to occupy such a space when subject to rigid body rotations
and translations.

NOTE — Anoccupationof_spaceby_material objectis a fiction or useful approximation, because at some
scales solid matter appears to be full of holes.

EXPRESSspecification

)

ENTITY occupation_of space_by material_object

SUBTYPE OF (possession_of property by whole_of material_object);
WHERE

property_is_geometric_or_parametric_space : -- to complete!!
END_ENTITY;

(*

Formal propositions

property _is. geometric or_parametric_space: The possessqutoperty shall be classified as a geomet-
ric space or as a parametric space.

NOTE — A parametric space can be chosen such that it is occupiedngterial object. Instances of
property that are distributions can have the parametric space as a domain.

If the shape of anaterial faceis described by a b-spline function, then:

— thematerial face occupies the parametric space;
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— the parametric space is described by a single boxed domdif;in
— the shape of thematerial faceis an infinite set of geometric point, parametric point pairs;
— the shape of the surface is described by a b-spline function over the boxed domR&in in

If the shape of anaterial faceis described by a grid based function, then:

thematerial faceoccupies the parametric space;

the parametric space is divided into a grid of cells, such that each cell is described by a single boxed
domain inR?;

the shape of thenaterial faceis an infinite set of geometric point, parametric point pairs;

the shape of the surface is described by a separate function for each cell over boxed ddtidior that
cell.

The function for each cell interpolates from control values at points within the cell or drotinedaries
of the cell.

This entity supersedes the entitycupation of topological spaceby_material object which was in-
cluded in the ISO NWI proposal.

7.3.5 restspaceof material object

A rest_spaceof_material object is a possessiorof_property by _eachpoint_of material object that
indicates each point of thmaterial object is at rest in thgroperty which is a geometric space.

NOTE - If thematerial _object is not amaterial_point and is subject to deformation, therrest space-
of_material object is a fiction or useful approximation, rather than something actual.

EXAMPLES
102 — The relationship between:
— my widget; and
— a geometric space in which my widget is at rest,
that indicates my widget is at rest in the space, lissh spaceof_material _object.

A geometric space that is a rest space for my widget and that is occupied by my widget can be called the
‘shape’ of my widget. My widget will continue to occupy such a space when subject to rigid body rotations
and translations.

103 — The relationship between:
— the earth; and

— a geometric space in which the earth is at rest,
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that indicates the earth is at rest in the space réstaspaceof_material _object.

The geometric space in this example is not a Galilean (or inertial) space, as can be demonstrated by a Fou-
cault's pendulum. However, for many engineering purposes the space can be regarded as approximately
Galilean.

EXPRESSspecification

%)

ENTITY rest_space_of material_object

SUBTYPE OF (possession_of property by each_point_of material_object);
WHERE

property is_geometric_space : -- to complete!!

END_ENTITY;

(*

Formal propositions

property _is. geometric space: The possessqutoperty shall be classified as a geometric space.

7.3.6 possessianf_property _spatial_distribution _by_material object

A possessiorof_property _spatial_distribution _by_material object is a possessiorof_property _by_-
material _object that indicates:

— theproperty is a distribution formed from an infinite sptoperty pairs, such that one component
of each pair is a point in geometric space or in parametric space; and

— the geometric or parametric space is occupied bythaterial object.

EXAMPLE 104 — The possession by myidget of theproperty that is the temperature distribution resulting
from sunlight on one side and deep space on the othempissessiorof_property _spatial_distribution _-
by_material object.

NOTE — A property that is a spatial distribution is thealue_pair in a function_of_property that has a
geometric space or a parameter space aonsain.

EXPRESSspecification

%)

ENTITY possession_of property spatial_distribution_by material_object

SUBTYPE OF (possession_of property by material_object);

WHERE

property is_a_distribution_with_repect_to_geometric_or_parametric_space :
-- to complete!!

END_ENTITY;

(*

Formal propositions

property _is_a distribution with respectto_geometric or_parametric_space: The possessequoperty
shall be a distribution such that the domain is classified as a geometric space or as a parametric space.
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8 State UoF

8.1 Introduction

This UoF is concerned with collections of associations that exist together. Such a collection is called a
‘state’.

8.2 Fundamental concepts and assumptions

A collection of associations that exists together, especially possession of property associations, can define
the condition or mode of being of a material object. For this reason such a collection is called as 'state’.

A collection of associations may be relevant to only a single aspect of the condition of mode of being of
a material object. It is possible to define a state that is relevant to a broad aspect by forming a collection
of states, each of which is relevant to a more narrow aspect.

A state can be:
point state: a state that exists without any variation;

EXAMPLE 105 - The displacement, stress and strain fields that exist withiwithget for loading
case 1 are a point state.

continuous state space:a continuous range of point states, such that a material object can pass
from one to another.

EXAMPLE 106 — The sequence of displacement, stress and strain fields that exist withwdost
as it passes from its state at 10000 hours to its state at 100000 hours.

Figure 8 contains an EXPRESS-G diagram of the entities in the state UoF.

8.3 Entity definitions: state

This clause contains the entities for a state.

8.3.1 continuousstate space

A continuous state spaceis astatethat is a continuous region of instancegoint_state

A continuous state spacehas a topological dimension of 1 or greater.

EXPRESSspecification
)
ENTITY continuous_state_space

SUBTYPE OF (state);
INVERSE
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contained_points : SET [0:?] OF point_state_within_space FOR whole;
parameterisations : SET [0:?] OF parameter_for_continuous_state_space
FOR parameterised,;
END_ENTITY;
(*
Attribute definitions

contained points: Instances opoint_statethat are contained within theontinuous state space

parameterisations: Instances oproperty that parameterise th@ntinuous state space

8.3.2 pointstate

A point_stateis astatethat has no variation within it.

A point_statehas a topological dimension of 0.

EXPRESSspecification
)
ENTITY point_state
SUBTYPE OF (state);
INVERSE
containing_space : SET [0:?] OF point_state_within_space FOR part;
END_ENTITY;
(*
Attribute definitions

containing_space: Instances otontinuous state spacethat contain within theoint_state

8.3.3 state

A stateis anassociationthat is a collection of other instancesagsociationexisting together.

If all the instances ofssociationwithin a state are relevant to anaterial _object then thestateis an
aspect of the condition of being of tineaterial object.

NOTES

1 - Astateof amaterial_object depends upon its current environment and upon its history.

2 — Astatecan be part of anothatatewhich is a broader aspect of the condition of being ofiaterial -
object.

3 — Astatecan be planned or actual.

EXPRESSspecification
%)
ENTITY state

SUPERTYPE OF (ONEOF (continuous_state space,
point_state))
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SUBTYPE OF (association);

INVERSE
activities . SET [0:?] OF state for_activity FOR involved;
assemblies : SET [0:?] OF composition_of_state FOR part;
parts : SET [0:?] OF composition_of _state FOR whole;
material_objects : SET [0:?] OF state_for_material_object FOR possessed,;
END_ENTITY;
(*
Attribute definitions

activities: The instances ddctivity that thematerial object at thestateis involved with.
assemblies:The other instances statethat contain thetate
parts: The other instances afssociatiorthat are part of thetate

NOTE — Astateis anassociationand can be part of state

material_objects: The instances ahaterial_objectthat have their mode of being specified by shate

NOTE - If all the instances gfossessiorof_property that make up the state are specified, then this infor-
mation can be deduced.

8.4 Entity definitions: associations between states and associations

This clause contains the entities that are associations between states and between associations and states.

8.4.1 compositionof _state

A compositionof_stateis anassociationbetween atateand anassociationthat indicates thassocia-
tion is part of thestate

EXPRESSspecification
)
ENTITY composition_of state
SUBTYPE OF (association);
whole : state;
part . association;
END_ENTITY;
(*
Attribute definitions

whole: Thestatethat contains thassociation
part: Theassociationthat is part of thestate

NOTE — Astateis anassociationand can be part of state
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8.5 Entity definitions: topological associations between states

This clause contains the entities that are topological relationships between states.

8.5.1 pointstate within _space

A point_state within _spaceis anassociationbetween goint_stateand acontinuous spacestatethat
indicates thepoint _stateis within thecontinuous state space

EXPRESSspecification
)
ENTITY point_state within_space
SUBTYPE OF (association);
whole : continuous_state space;
part : point_state;
END_ENTITY;
(*
Attribute definitions

whole: Thecontinuous state spacethat contains theoint_state

part: Thepoint_statethat is part of theontinuous state space

8.6 Entity definitions: parameterisation of a continuous state space

This clause contains the entities that define a parameterisation of a continuousatate sp

8.6.1 parameterfor_continuous state space

A parameter_for_continuous state spaceis anassociationbetween acontinuous state spaceand a
continuous property _spacethat indicates theontinuous property _spaceis a parameterisation of the
continuous state space

There is a 1-1 mapping between points within toatinuous property _spaceand points within the
continuous state space

EXAMPLES

107 — The sequence of states that is possessed hyidget from 10000 hours to 100000 hours is parame-

terised by theproperty that is the time interval from 10000 to 100000 hours.

108 — The sequence of states that is possessed lwidget as it is loaded past its yield point to an ultimate

state, is parameterised by the load factor.

EXPRESSspecification
%)

ENTITY parameter_for_continuous_state space
SUBTYPE OF (association);
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space . continuous_state_space;
parameter : continuous_space_property;
END_ENTITY;
(*
Attribute definitions

space: Thecontinuous state spacethat is parameterised by tlvtentinuous parameter_space

parameter: Thecontinuous spaceproperty that parameterises tlwentinuous state space

8.7 Entity definitions: association between a state and a material object

This clause contains the entity that associates a state with a material object that has its mode of being
specified by the state.

8.7.1 statefor _material object

A state for_material object is anassociationbetween atateand amaterial object that indicates the
material _object has an aspect of its mode of being specified bystaee

EXPRESSspecification

%)

ENTITY state for_material_object

SUBTYPE OF (association);
possessed : state;
possessor : material_object;

END_ENTITY;

(*

Attribute definitions

possessedThestatethat specifies an aspect of the mode of being ohtlagerial object

possessor:Thematerial object that is in thestate
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9 Activity UoF

9.1 Introduction

This UoF is concerned with the processes, or activities, that create or destroy associations.

EXAMPLE 109 — The association between theperty that is 400 degrees Celsius and thaterial -
object that is mywidget is apossessiorof_property. This association is caused by thetivity that is the
heat treatment of myvidget.

The heat treatment of myidget also causes an end to the possession opritygerty that is 20 degrees
Celsius.

NOTE — The beginning or end of an association can be called an ‘event’.

The activities that are explicitly addressed within this UoF include:
— physical activities;

These are activities that change properties possessed by material objects.

EXAMPLE 110 — My bird_strike is an activity that changes the properties possessed tseagull
and by mycompressor.

— information activities;
These are activities that create information from other information.
NOTE 1 — Design, analysis and assessment activities, are all information activities.

EXAMPLE 111 — Myfinite_elementanalysis is an activity that creates a description of the strain dis-
tribution within my widget. The inputs to this activity are descriptions of the shape and material prop-
erties of mywidget, its boundary conditions and loads.

NOTE - Information about a property can be an instanatestription_of_property, which is a map-
ping between a property and a numeric space. The mapping can be interpreted with respect to a unit of
measure and a coordinate system.

Information can also be provided by a record of an instance of an physical association, sochexs
tion_of_material.

— measurement activities.
These are activities that create information from properties.

EXAMPLE 112 — Measurghe temperatureof_my_widget is an activity that creates a description of
the property that is possessed by_migget.
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The input to the activity is the instance foperty that is possessed by the temperature sensor (and, it
is to be hoped, by myvidget too).

In practice all activities are physical activitiegdause:
— ameasurement activity must affect the property that is measured to some degree;

— even an information activity must affect the properties of the medium upon which the information
is recorded.

The material objects involved in an information activity can be recorded if they are of interest.

EXAMPLE 113 — The association between the activity_fimjte_elementanalysis and the material object
my_computer can be recorded. Information abouteoynputer, such as the word length can be relevant to
the activity.

Figures 9 to 11 contain EXPRESS-G diagrams of the entities in the activity UoF.

9.2 Fundamental concepts and assumptions

It is possible to record the nature of an activity, and the things which are involved in it.
The things which can be involved in an activity are as follows:

material objects;

If an activity is a manufacturing process, it is possible to distinguish between material objects in-
volved in an activity as tools and material objects involved in an activity as process material.

— states;
An activity can take a material object through a sequence of states.
— information;
An information generating activity, has information as input and output.
— time;
An activity occupies an interval of time.
— aperson or an organisation.

An activity can be performed by a person or organisation.

NOTE - Finite element analysis is a special subtype of activity that is addressed within the Mathematical
Model UoF.

An activity can be classified according to:
— the nature of the process;
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— the linearity of the process;

— the time dependence of the process.

9.3 Type definitions

9.3.1 predefinedclassof process

A predefined classof_processis a keyword that indicates@assof_processdefined within this part of
ISO 10303.
EXPRESSspecification
*)
TYPE predefined_class_of _process = ENUMERATION OF
(physical,
stress_displacement,
creep,
(* and other types of physical behaviour *)
measurement,
information_generation,
design,
analysis,
assessment,
finite_element_analysis);
END_TYPE;
(*

Enumerated item definitions

physical: an activity that affects a property possessed by a material object.

NOTE — All activities are physical, but an activity can be idealised as being purely measurement or purely
information generation.

NOTE — A real physical activity displays a combination of a wide range of physical phenomena, and so
cannot be safely classified as anything other than physical. An idealised physical activity can be assumed to
display only a single predominant physical phenomenon, and so can be classified as creep (say).

stressdisplacement: a physical activity in which the shape of a material object changes in response to
external loads.

creep: a stresglisplacement activity in which the shape of a material object changes as a result of
material creep even if the external loads remain constant.

measurement: an activity that observes a property and that records information about it.
information _generation: an activity that creates information from information.

design: an informationgeneration activity that creates information about a planned concept or about a
family of planned concepts.
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analysis: an informationgeneration activity that creates information about properties that are or could
be possessed by a material object.

assessmentan informationgeneration activity that creates an approval for the use of information or a
material object.

finite_elementanalysis: an analysis activity that uses the finite element method, as defined by ISO
10303-104.

9.3.2 predefinedclassof linearity

A predefined.classof_linearity is a keyword that indicates@assof_linearity defined within this part
of ISO 10303.

EXPRESSspecification
*)
TYPE predefined_class_of _linearity = ENUMERATION OF
(linear,
non_linear,
materially_non_linear,
geometrically_non_linear,
mechanism);
END_TYPE;
(*

Enumerated item definitions

linear: an activity such that the response of a material object to an environmental action is proportional
to the magnitude of the action.

NOTE — A real physical activity is almost always displays a complex non-linear behaviour, and should be
classified as natinear, or not classified by linearity at all. An idealised physical activity can be assumed to
have only those non-linearities that are important and that are within the scope of simulation.

to complete

9.3.3 predefinedclassof time_dependence

A predefined classof time_dependenceis a keyword that indicates @assof_time_dependencede-
fined within this part of ISO 10303.

EXPRESSspecification

%)

TYPE predefined_class_of time_dependence = ENUMERATION OF
(cyclical,
steady,
unsteady);

END_TYPE;

(*

71



ISO/WD 10303-107

Enumerated item definitions

cyclical: an activity that consists of a repeated sequence of identical sub-activities throughout all past
and future time.

steady: an activity that is unchanging in all past and future time.
un_steady: an activity that is not unchanging in all past and future time.

NOTE — A real physical activity has a beginning and an end, and should be classifiecsady or not
classified by time dependence at all. An idealised physical activity can be assumed to be unchanged or
repeating in all past and future time.

9.4 Entity definitions: activity and class of activity

This clause contains the entities for an activity and a class of activity.

9.4.1 activity

An activity is a making of a change to a thing in the physical world, or a creation of information.

An activity may be a design activity which creates information, an assessment activity which determines
the approval status, an analysis activity, a testing activity or an activity performed by a manufactured part
in service. Any of these activities can be realistic or idealised for the purposes of analysis.

NOTES

1 - Anactivity may be something happening in steady state, such as supporting a dead load. &tiefityan
may be associated with a single firstdhte

All instances of a reahctivity take amaterial_object from onestateto another. We can define an idealised
activity such that the finatateis independent of both the initiatateand the path taken.

2 — Anactivity may be a process of change, such as an impact. Suahtisity is associated with many
instances oftate

3 — Anactivity is of special interest to Engineering Analysis if it can be simulated by numerical methods.
EXAMPLES

114 — My pressurevessel operating for 100000 hours at 500 degrees Gsigity . This may be idealised
as a process of change in which creep takes place.

115 - My bridge being loaded by a 100 tonne transformer on a lorry at the centre of span &adsvaty .
This may be idealised as a steady state activity in which the deformation and load paths are unchanging and
independent of the initiadtateand the loading process.

EXPRESSspecification
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*
)
ENTITY activity
SUPERTYPE OF (mathematical_simulation)
SUBTYPE OF (object);
classifications : SET [0:?] OF class_of activity;
INVERSE
assemblies : SET [0:?] OF composition_of activity FOR part;
created_information
: SET [0:?] OF creation_of property_description_by_activity
FOR creator;

materials : SET [0:?] OF involvement_of material_object_in_activity
FOR involver;
parts . SET [0:?] OF composition_of activity FOR whole;
properties : SET [0:?] OF involvement_of_property_in_activity
FOR involver;
states : SET [0:?] OF state_for_activity FOR involver;
times . SET [0:?] OF occupation_of time by activity FOR occupier;
END_ENTITY;
(*
Attribute definitions

classifications: Theclassificationsare instances aflassof_activity that theactivity is a member of.
assemblies:The other instances aictivity that are assemblies containing gneivity .
created.information: The instances adescription_of property that are created by tletivity .
materials: The instances ahaterial object that are involved in thactivity .

parts: The other instances afctivity that are parts of thactivity .

properties: The instances gfroperty that are involved in thactivity .

states: The instances datatethat are involved in the activity.

times: The instances of timproperty that are when thactivity is taking place.

9.4.2 classof_activity

A classof_activity is aclassthat indicates the nature of activity.

NOTE 1 — Specifying that aactivity is a member of alassof_activity conveys information about the
nature of theactivity .

EXPRESSspecification

*

)

ENTITY class_of activity

ABSTRACT SUPERTYPE OF (ONEOF(
class_of _linearity,
class_of process,
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class_of time_dependence))
SUBTYPE OF (class);
INVERSE

classified : SET [0:?] OF activity FOR classifications;
END_ENTITY;

(*

9.4.3 classof_linearity

A classof linearity is a classof_activity that indicates whether or not attivity is linear, and the
nature of the non-linearity.

Only physical activities can be classified by linearity.

EXPRESSspecification
)
ENTITY class_of _linearity
SUBTYPE OF (class_of_activity);
predefined : OPTIONAL pre_defined_class_of_linearity;
UNIQUE
single_record_of_predefined_class : predefined;
END_ENTITY;
(*
Attribute definitions

predefined: If the attribute exists, then thaassof_linearity is defined in this part of ISO 10303, as
indicated by the enumerated valueppédefined classof linearity (see 9.3.2).

If the attribute does not exist, then tbkassof_linearity is not defined in this part of ISO 10303.

NOTES

1 — The attributeoredefined does not exist at a conceptual level, but provides a practical way of indicating
that an instance aflassof_linearity has a meaning defined in this part of ISO 10303.

2 — Ifaclassof_linearity is not pre-defined by this part of ISO 10303, then it must be identified, described
or both by the user of this part of ISO 10303 such that its meaning can be understood.

Formal propositions

singlerecord_of_predefined class: There shall be only one instance corresponding to each pre-defined
classof_linearity .

9.4.4 classof_process

A classof_processis aclassthat indicates the purpose of antivity or the sort of thing that is involved
in anactivity .
EXPRESSspecification
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%)
ENTITY class_of process
SUBTYPE OF (class_of_activity);
predefined : OPTIONAL pre_defined_class_of process;
UNIQUE
single_record_of_predefined_class : predefined;
END_ENTITY;
(*
Attribute definitions

predefined: If the attribute exists, then thaassof processis defined in this part of ISO 10303, as
indicated by the enumerated valueppédefined classof _process(see 9.3.1).

If the attribute does not exist, then thkassof_processis not defined in this part of ISO 10303.
NOTES

1 — The attributeoredefined does not exist at a conceptual level, but provides a practical way of indicating
that an instance aflassof_processhas a meaning defined in this part of ISO 10303.

2 — Ifaclassof_processis not pre-defined by this part of ISO 10303, then it must be identified, described or
both by the user of this part of ISO 10303 such that its meaning can be understood.

Formal propositions

singlerecord_of_predefined class: There shall be only one instance corresponding to each pre-defined
classof _process

9.4.5 classof_time_dependence

A classof_time_dependences aclassof activity that indicates whether or not agtivity is time de-
pendent, and the form of the time dependence.

Only physical activities can be classified by time dependence.

EXPRESSspecification
)
ENTITY class_of time_dependence
SUBTYPE OF (class_of_activity);
predefined : OPTIONAL pre_defined_class_of time_dependence;
UNIQUE
single_record_of_predefined_class : predefined;
END_ENTITY;
(*
Attribute definitions

predefined: If the attribute exists, then tletassof_time_dependencds defined in this part of ISO 10303,
as indicated by the enumerated valugrddefined classof_time_dependencgsee 9.3.3).

If the attribute does not exist, then thlassof_time_dependences not defined in this part of ISO 10303.
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NOTES

1 — The attributeoredefined does not exist at a conceptual level, but provides a practical way of indicating
that an instance aflassof_time_dependencehas a meaning defined in this part of ISO 10303.

2 — If aclassof_time_dependences not pre-defined by this part of ISO 10303, then it must be identified,
described or both by the user of this part of ISO 10303 such that its meaning can be understood.

Formal propositions

singlerecord_of_predefined class: There shall be only one instance corresponding to each pre-defined
classof_time_dependence

9.5 Entity definitions: involvement in activity

This clause contains the entities that associate an activity with the things involved in the activity.

9.5.1 creationof_property _description_by_activity

A creation_of_property _description_by_activity is anassociationbetween aractivity and adescrip-
tion_of property that indicates theescription_of_property is created by thactivity .

NOTE — A mathematicalsimulation creates alescription_of_property by a process of calculations per-
formed by a computer.
A measuremendctivity creates aescription_of_property by measuring @roperty.
EXPRESSspecification
)
ENTITY creation_of property description_by_activity
SUBTYPE OF (association);

created : description _of _property;
creator : activity;
END_ENTITY;

(*

9.5.2 involvementof_material _object.in_activity

An involvement of_material object.in_activity is anassociatiorbetween amctivity and amaterial -
object that indicates thenaterial _object is involved in theactivity .

NOTE — For most analysis purposes, this association is instantiated directly, rather than as one of its sub-
types. The subtypes are relevant if a production process is being considered.
A computer can be involved as a tool in an information generating activity.

EXPRESSspecification

%)

ENTITY involvement_of material_object_in_activity
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SUPERTYPE OF (ONEOF (role_as_tool,
role_as_process_material))
SUBTYPE OF (association);
involved : material_object;
involver :  activity;
END_ENTITY;
(*
Attribute definitions

involved: Thematerial_object that is involved in thectivity .

involver: Theactivity that has thenaterial _object involved with it.

9.5.3 involvementof_property _in_activity

An involvement of_property _in_activity is anassociationbetween aractivity and apossessiorof_-
property by _material object that indicates thpossessiorof_property _by_material object has a role
theactivity .

The nature of the role can be indicated by the subtype ahtfidvement.of_property _in_activity .

NOTE — The role played by possessiorof_property _by_material object in a real physical activity is usu-
ally complex, and so the role cannot be safely classified by any of the subtyipeslgément.of_property _-
in_activity. A possessiorof_property _by_material_object in an idealised physical activity can be assumed
to play only as single role as boundary condition (say).

EXAMPLE 116 — The association between:

— theactivity that is mywidget being raised in temperature from 20 degrees Celsius to 400 degrees Celsius

by immersion in a hot fluid, and that is idealised such that:
¢ the temperature on the surface of the miglget is identical to the bulk of the fluid; and
o the temperature of the bulk of the fluid is controlled; and

— the possession the temperatpreperty that is 400 degrees Celsius by the surface ofwigget in the
final state,

that indicates the possession of the temperature property is involved in the activitynisobementof _-
property _in_activity

This involvement is as a boundary condition.
EXPRESSspecification
%)
ENTITY involvement_of property in_activity
SUPERTYPE OF (ONEOF (role_as_dependent_property,
role_as_boundary_condition,
role_as_environmental_property))

SUBTYPE OF (association);
involved : possession_of property by material_object;
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involver : activity;
END_ENTITY;
(*
Attribute definitions

involved: Thepossessiorof property by _material_object that plays a role in thactivity.

involver: Theactivity that thepossessiomf_property by _material _object plays a role in.

9.5.4 occupationof_time_by_activity

An occupation of_time_by_activity is anassociationbetween aractivity and a timeproperty that
indicates either:

— ifthe time is acontinuous spaceproperty, then theactivity takes place during the time; or

— ifthe time is apoint_property, then the time is the nominal instant of thetivity .

NOTE — The associations that indicate time relationships between instanaesvity are topological as-
sociations between the times that they occupy.

If a time is recorded solely to indicate time relationships between instaneesiaty , then there is no need
to record a description of that time with respect to a clock.

EXPRESSspecification

%)
ENTITY occupation_of time_ by activity
SUBTYPE OF (association);

occupied : property;
occupier : activity;
END_ENTITY;
(*
Attribute definitions

occupied: The timeproperty that is occupied by thactivity .

occupier: Theactivity that occupies the time.

9.5.5 roleasboundary_condition

EXPRESSspecification

)

ENTITY role_as_boundary_condition

SUBTYPE OF (involvement_of property in_activity);
END_ENTITY;

(*

9.5.6 roleasdependentproperty

EXPRESSspecification
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%)

ENTITY role_as_dependent_property

SUBTYPE OF (involvement_of property in_activity);
END_ENTITY;

(*

9.5.7 roleasenvironmental_property

EXPRESSspecification

)

ENTITY role_as_environmental _property

SUBTYPE OF (involvement_of property in_activity);
END_ENTITY;

(*

9.5.8 roleastool

EXPRESSspecification

)

ENTITY role_as_tool

SUBTYPE OF (involvement_of material_object_in_activity);
END_ENTITY;

(*

9.5.9 roleas processmaterial

EXPRESSspecification

%)

ENTITY role_as_process_material

SUBTYPE OF (involvement_of material_object_in_activity);
END_ENTITY;

(*

9.5.10 statefor _activity

An state for _activity is anassociationbetween aractivity and astatethat indicates either:

— if the stateis acontinuous state space then theactivity causes a transition from one end of the
continuous state spaceto the other; or

— ifthe stateis apoint_state, then theactivity is steady and takes place at State

The initial and final instances atate for anactivity are the instances giint_state at the ends of the
continuous state space

EXPRESSspecification

%)

ENTITY state for_activity
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SUBTYPE OF (association);

involved : state;
involver : activity;
END_ENTITY;
(*
Attribute definitions

involved: Thestatefor theactivity.

involver: Theactivity that has thestate

9.6 Entity definitions: associations between activities

This clause contains the entities that are associations between activities.

9.6.1 compositionof activity

A compositionof_activity is anassociationbetween two instances afttivity that indicates one is a
part of the other.

EXAMPLES
117 — The association between:

— my_widget being raised in temperature from 20 degrees Celsius to 400 degrees Celsius and then operated
at 400 degrees Celsius for 100000 hours; and

— my_widget being raised in temperature from 20 degrees Celsius to 400 degrees Celsius,

that indicates raising the temperature is part of the combined activitydmaosition.of_activity .

118 — The association between:
— my_bridge being loaded by its dead load and by the 100 year design case wind load; and
— my_bridge being loaded by its dead load,

that indicates being loaded by the dead load is part of the combined activigemositionof_activity .

EXPRESSspecification
%)
ENTITY composition_of activity
SUBTYPE OF (association);
whole : activity;
part @ activity;
END_ENTITY;
(*
Attribute definitions
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whole: Theactivity that contains the part.

part: Theactivity that is a part of the whole.
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10 Property UoF

10.1 Introduction

The property UoF addresses properties, classifications of properties, and relationships between proper-
ties.

The property UoF does not address descriptions of a properties by text or by numbers.
NOTE — Descriptions of properties are addressed by the descriptiproperty UoF (see 13).
The property UoF does not address relationships between properties and material objects.

NOTE — Relationships between properties and material objects are addressed by the posEpssjmerty
UoF (see 7).

Figures 12 to 17 contain EXPRESS-G diagrams of the entities in the property UoF.

10.2 Fundamental concepts and assumptions

A property is a physical concept that is defined independently of any particular material object.

EXAMPLE 119 — If two masses are placagon a balance, it can be deduced #eath has the same mass.
This mass is an abstract physical quantity which they both possess, and which may be possessed by any
number of other material objects.

A point in time is regarded asg@operty. A point in space is regarded apeperty.
NOTE — This is an assumption that may be contentious. However, all the associations within this UoF are
as valid for gproperty of class time or space as fopeoperty of any other class.

A parametric space is regarded as a fictitipugperty that has been created because it is useful.

NOTE — All the associations within this UoF are as valid for a fictitipugperty of class parametric space
as for aproperty of any other class.

10.3 Type definitions

10.3.1 predefinedclassof_quantity

A predefined classof_quantity is a keyword that indicates@dassof_quantity defined within this part
of ISO 10303.

EXPRESSspecification
%)
TYPE predefined_class_of_quantity = ENUMERATION OF
(Euclidean_space,
Newtonian_space,
parametric_space,
temperature,
time);
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Figure 12 — Property UoF EXPRESS-G diagram 1 of 6
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Figure 13 — Property UoF EXPRESS-G diagram 2 of 6
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Figure 15 — Property UoF EXPRESS-G diagram 4 of 6
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END_TYPE;

(*

All the Part 104 properties should go here. It could be advantageous to split the list as in Part 104
according to the tensor order of the property and the topological dimension of the a maibjéait that

can possess the property.

Enumerated item definitions

Euclidean_space: a geometric space within which Euclidean propositions are true.

NOTE — An instance of Euclideaspace can be chosen such that a material object is at rest within it. If a
material object is rigid then a Euclidean space can be chosen such that each point within the material object
remains at rest.

Newtonian space: a Euclidean space that is also an inertial space.

NOTE — A body is at rest within a Newtonian space if and only if it is not subject to any forces and it is not
rotating with respect to distant astronomical objects.

parametric_space: a space that is defined by the user.

NOTE — A parametricspace can be defined such that each point of a material object is at rest within it,
howsoever the material object deforms. Euclidean propositions are not true for swadea sp

It could be argued that a parameter space is not a property. | do not know the right answer, but it appears
that:

— most associations valid for a property are also valid for a parameter space;

— making a parameter space a sort of property removes many select where an attribute can point to
either.

So perhaps we should regard a parameter space as a sort of fictitious property - DJL.

10.3.2 predefinedclassof tensor order

A predefined.classof_tensor_order is a keyword that indicates@assof_tensor_order defined within
this part of ISO 10303.
EXPRESSspecification
*)
TYPE predefined_class_of _tensor_order = ENUMERATION OF
(scalar_order,
vector_order,
symmetric_second_order,
symmetric_fourth_order);
END_TYPE;
(*
Definitions to be completed!
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10.3.3 predefinedclassof _spatial dimension

A predefined_ classof_spatial_dimensionis a keyword that indicates@assof_spatial_dimensionde-
fined within this part of ISO 10303.

EXPRESSspecification
*)
TYPE predefined_class_of_spatial_dimension = ENUMERATION OF
(one_D,
two_D,
three_D);
END_TYPE;
(*
Definitions to be completed!

10.3.4 predefinedclassof orientation _dependence

A predefined classof orientation_dependenceis a keyword that indicates elassof_orientation -
dependencealefined within this part of ISO 10303.

EXPRESSspecification
*)
TYPE predefined_class_of_orientation_dependence = ENUMERATION OF
(isotropic,
anisotropic,
orthotropic,
iso_orthotropic,
transverse_isotropic,
monoclinic);
END_TYPE;
(*
Definitions to be taken from ISO 10303-104!

10.4 Entity definitions: property

This clause contains the definition of the enpitpperty and its subtypes.

10.4.1 property

A property is anobject that is an aspect of material object that is measurable or observable.
NOTES

1 - Aproperty of amaterial objectthat is aplanned.conceptmay be deemed as part of the design process

or predicted by a calculation.

2 — Aproperty may be possessed byraterial volume, material face material_edgeor material vertex.
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3 — Aproperty may be possessed byrvaaterial volume, material_faceor material_edgecan be:
— possessed by thmaterial object as a whole;
— possessed separately by each point withimtlagerial _object;
— a distribution such that each point within theaterial _object possesses a differeptoperty .

The nature of a possession git@perty is indicated by the subtype pbssessiorof_property _by_material -
object.

4 — Aproperty can be single point, a continuous space that has a single topological dimension. A property
can also be a combination of different instancegroperty which are points or continuous space of different
topological dimension.

Subtypes oproperty can indicate that it is a point or a continuous space of a single topological dimension.
EXAMPLES
120 — The mass 5 tonnes ipeoperty .

It can be possessed by thmaterial volume my_pressurevessel as a whole.

121 — The moment 50k NM is property .

It can be applied to the flange surface of the inlet nozzle ofomgssurevessel, and hence be possessed by
thematerial faceas a whole.

122 — The temperature 400 degrees Celsiugi®perty .

It can be possessed by each point ofrtiegterial facethat is the inside surface of the npyessurevessel.

123 — The pressure distribution over the flange surface of the inlet nozzle_pfesgurevessel is grop-
erty.

The total moment of 50k NM on the flange surface is obtained by integration of the pressure distribution.

NOTE — Aproperty that is a spatial distribution can be regarded as an infinite set of property, point in space
pairs.

The point can be in a Euclidean space or in a parametric space that is occupiethbsrial_object.
EXPRESSspecification

)

ENTITY property

SUPERTYPE OF (ONEOF (point_property,
continuous_space_property))

SUBTYPE OF (object);
classifications : SET OF class_of property;
INVERSE
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numeric_descriptions : SET OF
description_of property by number FOR described;
possessions . SET OF
possession_of property by material_object FOR possessed;
END_ENTITY;
(*
Attribute definitions

classifications: The instances aflassof_property that theproperty is a member of.

numeric_descriptions: The instances alescription_of_property _by_number that provide an associa-
tion with instances ofumeric_object describing theroperty .

possessionsThe instances opossessiorof_property that provide an association with instances of
material _object possessing thproperty .

10.4.2 pointproperty

A point_property is aproperty that has zero dimensional topology.
EXAMPLES

124 — The mass of 5 tonnes ipaint_property.
This property can be described by a single number.
125 — The shell bending moment that is described by the matrix:
50 2.35
2.35 3.7
in units of MPa and with respect to ngoordinatesystem, is goint_property .

This property can be described by a tuple of three numbers, if the symmetry of the second order tensor is
used to make the description concise.

EXPRESSspecification
%)

ENTITY point_property
SUBTYPE OF (property);
END_ENTITY;

(*

10.4.3 continuousspaceproperty

A continuous spaceproperty is aproperty that is a continuous space with a single topological dimen-
sion.

EXPRESSspecification
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%)

ENTITY continuous_space_property
SUBTYPE OF (property);
END_ENTITY;

(*
10.4.4 curveproperty

A curve_property is acontinuous spaceproperty that has one dimensional topology.
EXAMPLES

126 — The uniaxial stress-strain curve shown in figure 1&israe_property. This property is a one dimen-
sional subset of a two dimensional space.

The stress-strain point at the end of the curve where the test specimen brokmmiig_property. This
property is a zero dimensional subset of a two dimensional space.

127 — The subset of Euclidean space occupied by the centre-line b is acurve_property. This
property is a one dimensional subset of a three dimensional space.

128 — The range of temperatures between 20 and 40 degrees Celstusve_property . This property is a
one dimensional subset of a one dimensional space.

EXPRESSspecification
*)
ENTITY curve_property

SUBTYPE OF (continuous_space_property);
END_ENTITY;

(*

10.4.5 surfaceproperty

A surface property is acontinuous spaceproperty that has two dimensional topology.
EXAMPLES

129 — The temperature distribution over the surface ofwigget is asurface property. This property is a
two dimensional subset of the four dimensional space created by a product of temperature space with position
space.

130 — The subset of Euclidean space occupied by the surface @fidyet is asurface property. This
property is a two dimensional subset of a three dimensional space.

EXPRESSspecification
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A stress

stress-strain curve

(a 1D subset of the 2D stress-strain space)

strain

Figure 18 — A property that is a stress-strain curve

94



ISO/WD 10303-107

%)

ENTITY surface_property

SUPERTYPE OF (ONEOF (triangular_property space,
quadrilateral_property_space))

SUBTYPE OF (continuous_space_property);

END_ENTITY;

(*

10.4.6 volumeproperty

A volume property is acontinuous spaceproperty that has three dimensional topology.

NOTE — Some instances @blume property can be classified as being a member of a standard class of
shapes. Such classification can be indicated by a subtyypswhe_property .

EXAMPLES

131 — The temperature distribution within the volume of_miglget is avolume_property. This property

is a two dimensional subset of the four dimensional space created by a product of temperature space with

position s@ce.

132 — The subset of Euclidean space occupied by the volume aofidyet is avolume_property. This
property is a three dimensional subset of a three dimensional space.

EXPRESSspecification

)

ENTITY volume_property

SUPERTYPE OF (ONEOF (tetrahedral_property space,
hexahedral_property space,
wedge_shaped_property_space))

SUBTYPE OF (property);
END_ENTITY;

(*
10.5 Entity definitions: class of property

This clause contains the definition of the entitgssof property and its subtypes.
The nature of an instance pifoperty can be indicated by a reference to one or more instanceasx-

of_property.
10.5.1 classof_property

A classof_property is aclassthat indicates the nature ofmoperty .

NOTE — A classof_property can be a concept that is defined by the user of this part of ISO 10303. A
classof_property can also be a concept that is predefined within this part of ISO 10303.

Instances otlassof_property that are predefined within this part of ISO 10303 have an enumerated type
attribute that reference one of the classes defined in clause 10.3.

95



ISO/WD 10303-107

EXAMPLES

133 — Mass is a&lassof_property.

134 — Euclidean space isckassof_property.

135 — Time is alassof_property .

136 — Stress is elassof_property.

137 — Symmetric second order tensor idassof_property .

138 — Orthotropicis @lassof_property.

NOTE - Itis an arbitrary decision, which information about the nature of an instapceprty is recorded
by references to instances@éssof_property, and which is recorded by subtypes of the erpityperty .

In this part of ISO 10303, it has been decided that only the topological order of a property space is indicated
by subtypes of the entitgroperty. Hence the distinction between a point in property space and a curve in
property space is indicated by the subtypeiperty, whereas the distinction between a Euclidean property
space and a temperature/time property space is indicated by instamctessaff_property .

EXPRESSspecification

%)

ENTITY class_of property

SUPERTYPE OF (ONEOF(class_of quantity,
class_of _tensor_order,
class_of spatial_dimension,
class_of orientation_dependence))

SUBTYPE OF (class);
END_ENTITY;

(*

10.5.2 classof_quantity

A classof_quantity is aclassproperty that indicates the nature of a physical phenomenon that is ob-
served or measured.

EXAMPLES

139 — Mass is a&lassof_quantity.
140 — Euclidean space ictassof_quantity.
141 — Time is alassof_quantity .
142 — Stress is elassof_quantity .

EXPRESSspecification
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%)
ENTITY class_of quantity
SUBTYPE OF (class_of property);
predefined : OPTIONAL predefined_class_of quantity;
UNIQUE
single_record_of_predefined_class : predefined;
END_ENTITY;
(*
Attribute definitions

predefined: If the attribute exists, then thadassof_quantity is defined in this part of ISO 10303, as
indicated by the enumerated valueppédefined classof_quantity (see 10.3.1).

If the attribute does not exist, then tbkassof_quantity is not defined in this part of ISO 10303.

NOTES

1 — The attributeoredefined does not exist at a conceptual level, but provides a practical way of indicating
that an instance aflassof_quantity has a meaning defined in this part of ISO 10303.

2 — If aclassof_quantity is not predefined by this part of ISO 10303, then it must be identified, described
or both by the user of this part of ISO 10303 such that its meaning can be understood.

Formal propositions

singlerecord_of_predefined class: There shall be only one instance corresponding to each predefined
classof_quantity .

10.5.3 classof spatial dimension

A classof_spatial_dimensionis aclassproperty that indicates the spatial dimension of a property.
NOTE — A spatial dimension is only valid for properties that have a tensor order of one or higher.
EXAMPLE 143 — 2D is alassof_spatial_.dimension

EXPRESSspecification

*)

ENTITY class_of_spatial_dimension

SUBTYPE OF (class_of property);

predefined : OPTIONAL predefined_class_of spatial_dimension;
UNIQUE
single_record_of_predefined_class : predefined;

END_ENTITY;

(*

Attribute definitions

predefined: If the attribute exists, then tledassof_spatial dimensionis defined in this part of ISO 10303,
as indicated by the enumerated valugrddefined classof_spatial_dimension(see 10.3.3).

If the attribute does not exist, then ttlassof_spatial_dimensionis not defined in this part of ISO 10303.
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NOTES

1 - The attributgredefined does not exist at a conceptual level, but provides a practical way of indicating
that an instance aflassof_spatial_dimensionhas a meaning defined in this part of ISO 10303.

2 — If aclassof_spatial_dimensionis not predefined by this part of ISO 10303, then it must be identified,
described or both by the user of this part of ISO 10303 such that its meaning can be understood.

Formal propositions

singlerecord_of_predefined class: There shall be only one instance corresponding to each predefined
classof_spatial_dimension

10.5.4 classof_orientation_dependence

A classof_orientation _dependenceis aclassproperty that indicates the orientation dependence of a
property.
NOTE — A spatial dimension is only valid for properties that have a tensor order of two or higher.
EXAMPLES

144 — Isotropic is @lassof_orientation_dependence

145 — Orthotropicis @lassof_orientation_dependence

NOTE — A classof_orientation_dependenceindicates the nature of a property, but does not indicate the
form of a numeric description of a property.

A property that is classified as orthotropic, can have a description as full matrix of terms. The description
may take no advantage of any concise form allowed by the orientation dependence.

EXPRESSspecification
)
ENTITY class_of_orientation_dependence
SUBTYPE OF (class_of property);
predefined : OPTIONAL predefined_class_of orientation_dependence;
UNIQUE
single_record_of_predefined_class : predefined;
END_ENTITY;
(*
Attribute definitions

predefined: If the attribute exists, then thelassof orientation_dependenceis defined in this part
of ISO 10303, as indicated by the enumerated valugredefined classof_orientation_dependence
(see 10.3.4).

If the attribute does not exist, then thkassof_orientation_dependenceis not defined in this part of
ISO 10303.

NOTES
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1 - The attributgredefined does not exist at a conceptual level, but provides a practical way of indicating
that an instance aflassof_orientation_dependencehas a meaning defined in this part of ISO 10303.

2 — If aclassof_orientation_dependencds not predefined by this part of ISO 10303, then it must be iden-
tified, described or both by the user of this part of ISO 10303 such that its meaning can be understood.

Formal propositions

singlerecord_of_predefined class: There shall be only one instance corresponding to each predefined
classof_orientation _dependence

10.5.5 clasof_tensor.order

A classof_tensor_order is aclassproperty that indicate the tensor order of a property.
EXAMPLES

146 — Vector is a&lassof_tensor_order.
147 — Symmetric second order tensor idassof_tensor_order.

EXPRESSspecification
%)
ENTITY class_of tensor_order
SUBTYPE OF (class_of property);
predefined : OPTIONAL predefined_class_of tensor_order;
UNIQUE
single_record_of_predefined_class : predefined;
END_ENTITY;
(*
Attribute definitions

predefined: If the attribute exists, then thdassof_tensor_order is defined in this part of ISO 10303,
as indicated by the enumerated valug@rEdefined classof_tensor_order (see 10.3.2).

If the attribute does not exist, then tbkassof_tensor_order is not defined in this part of ISO 10303.

NOTES

1 — The attributeoredefined does not exist at a conceptual level, but provides a practical way of indicating
that an instance aflassof_tensor_order has a meaning defined in this part of ISO 10303.

2 — If aclassof_tensororder is not predefined by this part of ISO 10303, then it must be identified, de-
scribed or both by the user of this part of ISO 10303 such that its meaning can be understood.

Formal propositions

singlerecord_of_predefined class: There shall be only one instance corresponding to each predefined
classof_tensor_order.
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10.6 Entity definitions: derivational associations between properties
This clause contains associations between instanceopérty that indicate derivation by a physical
process such as integration or the extraction of a component.

NOTE — The direction of a physical derivation does not indicate what is known about a property, and the

direction of derivation of information.

Hence a component of a tensor has a physical derivation from the tensor as a whole. However, information
about an individual component of a tensor can be obtained by a measurement without any prior information

about the tensor as a whole. Information about the tensor as a whole can then be deduced from information
about its components.

10.6.1 componenif tensor2

A componentof_tensor2is anassociatiorbetween four instances pfoperty, as follows:

— asymmetric second order tensor property;
— two direction properties; and

— ascalar property,

that indicates the scalar property is the component of the second order tensor property defined by the two
directions.

The association between the properties may be presented algebraically as follows:
s=dl.A.d,

where:

A denotes a symmetric second order tensor property;

d, denotes one direction property;
— d; denotes another direction property;

— s denote the scalar property.
NOTES
1 - The existence of @amponentof_tensor2 association between properties does not indicate which of the

properties is known or unknown. description_of_property association may exist for any subset of the
properties in &omponentof_tensor2 association.

2 — There is no significance in the choicedifection_1 or direction_2 for a direction property.
EXPRESSspecification

*)

ENTITY component_of tensor2
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SUBTYPE OF (association);
tensor2 . property;
direction_1 : property;
direction_2 : property;

scalar . property;
END_ENTITY;
(*
Attribute definitions

tensor2: A property that is a symmetric second order tensor.
direction_1: A property that is a direction.
direction_2: A property that is a direction.

scalar: Theproperty that is the component of the second order tensor defined by the two directions.

10.6.2 componenif_vector

A componentof_vector is anassociationbetween three instancesmbperty, as follows:
— avector property;

— adirection property; and

— ascalar property,
that indicates the scalar property is the component of the vector property in the direction.
The association between the properties may be presented algebraically as follows:
s=v.d
where:
— v denotes a vector property;

— d denotes a direction property;

— s denote the scalar property.

NOTE — The existence of eomponentof_vector association between properties does not indicate which
of the properties is known or unknown. description_of_property association may exist for any subset of
the properties in aomponentof_vector association.

EXPRESSspecification

%)

ENTITY component_of vector
SUBTYPE OF (association);

vector . property;

direction : property;

scalar . property;
END_ENTITY;

(*
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Attribute definitions

vector: A property thatis a vector.
direction: A property thatis a direction.

scalar: A property that is the component of the vector in the direction.

10.6.3 integralof_domain

An integral of domain is anassociatiorbetween two instances pfoperty, as follows:
— acontinuous space property; and

— apoint property,
that indicates the point property is the integral of the continuous space property.
The association between the properties may be presented algebraically as follows:

v= / dp
p€Dy

where:

— D, denotes a continuous space property;
— pdenotes a point within the continuous space property;

— o denote the point property that is the integral of the domain.

NOTE — The existence of antegral _of_domain association between properties does not indicate which of
the properties is known or unknown. description_of_property association may exist for any subset of the
properties in antegral_of_domain association.

EXAMPLES

148 — The association between the volume of/az3and the space that is enclosed within_prgssure
vessel, that indicates the volume is an integral of enclosed spaceiniggral_of_domain.

149 — The association between the length of/2.@&nd the space that is the centre-line of_bbgam, that
indicates the length is an integral of curve, isategral _of_domain.

EXPRESSspecification

%)

ENTITY integral_of_domain

SUBTYPE OF (association);
domain : continuous_space_property;
integral : point_property;

END_ENTITY;

(*

Attribute definitions
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domain: Thecontinuous spaceproperty thatis integrated.

integral: Thepoint_property that is the integral of a domain.

10.6.4 integralof_property

An integral _of_property is anassociationbetween three instancesmbperty, as follows:
— acontinuous space property that is a function over a domain;

— the continuous space property that is the domain of the function;

— the property that is the integral of the function over the domain.
The association between the properties may be presented algebraically as follows:
v= f(p)dp
p€Dy
where:

— f(p) denotes a continuous space property that is a function over a domain;
— D denotes the continuous space property that is the domain;
— pdenotes a point within the domain;

— v denote the property that is the integral of the function over the domain.

NOTE — The existence of aintegral _of_property association between properties does not indicate which
of the properties is known or unknown. description_of_property association may exist for any subset of
the properties in ntegral _of_property association.

EXAMPLE 150 — The association between the mass offbg3and the mass per unit area distribution that
is possessed by mghell, that indicates the mass is the integral of the mass per unit area distribution, is an
integral _of_property.

EXPRESSspecification

%)

ENTITY integral_of property

SUBTYPE OF (association);
integrated : continuous_space_property;
domain : continuous_space_property;
integral . property;

END_ENTITY;

(*

Attribute definitions

function: Thecontinuous spaceproperty thatis a function over a domain.

domain: Thecontinuous spaceproperty that is the domain of the function.

integral: Theproperty that is the integral of the function over the domain.
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10.7 Entity definitions: structural associations between properties

This clause contains associations between instancesopérty that indicate the structural form of a
property .

NOTE — The associations defined in this clause can be used to find the natupzopfeaty that has not
been explicitly classified by instancesaéssof_property .

10.7.1 productof_property

A product_of_property is anassociationbetween three properties, that indicates praperty is the
product of the other two.

EXAMPLES
151 — The association between:

— all temperatures (a one dimensional property space);

— the two dimensional subset of Euclidean space that is occupied by the surfacendfiget;

— all temperatures for each point on the Euclidean surface (a three dimensional space),
that indicates the last itemised property is the product of the previous twerdglact_of_property .

The temperature distribution over the surface ofwigdget is a property that is a subspace of the product.

152 — The association between:
— all stresses (a one dimensional property space);
— all strains (a one dimensional property space);
— stress-strain space (a two dimensional property space),
that indicates the last itemised property is the product of the previous twerdglact_of_property .

The stress-strain curve possessed bymgget under test is a property that is a subspace of the product.

EXPRESSspecification
%)

ENTITY product_of properties
SUBTYPE OF (association);
projection_1 : property;
projection_2 : property;
product . property;

END_ENTITY;
(*
Attribute definitions
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projection_1: A property that is one component of the product.
projection_2: A property that is another component of the

product: Theproperty that is the product. product.
There is no significance to the choiceprbjection_1 or projection_2 for a component of the product.

10.7.2 functionof_property

A function_of_property is anassociationbetween three properties, that indicates praperty is a
function of the other two.

EXAMPLES
153 — The association between:
— all temperatures (a one dimensional property space);
— the two dimensional subset of Euclidean space that is occupied by the surfacendfiget;

— the temperature distribution over the surface of wigget (a two dimensional subset of a three dimen-
sional space),

that indicates the last itemised property is the function of the previous twdureton _of_property.
154 — The association between:

— all stresses (a one dimensional property space);

— all strains (a one dimensional property space);

— the stress-strain curve (a one dimensional subset of a two dimensional space),

that indicates the last itemised property is a function of the previous twdursction _of_property .

EXPRESSspecification

%)
ENTITY function_of properties
SUBTYPE OF (association);

domain . property;
range . property;
property _function . property;

END_ENTITY;

(*

Attribute definitions

domain: Theproperty that is the domain of the function.

range: Theproperty that is the range of the function.
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function: Theproperty that is the function.

10.7.3 compositionof_property

A compositionof_property is an association between two instanceproperty that indicates one is a
part of the other.

EXAMPLE 155 — The idealised uniaxial stress-strain curve shown in figure 1@usve _property. This
curve_property has two component properties:

— the curve that shows elastic behaviour; and
— the curve that shows plastic behaviour.

The association between therve_property that is the complete behaviour, and thave_property that is
the elastic behaviour, that indicates the elastic behaviour is part of the complete behavioompoasition -
of_property.

The stress-strain point at the end of the curve where the test specimen brolmiig_aroperty. This
property is a zero dimensional subset of a two dimensional space.
EXPRESSspecification
%)
ENTITY composition_of property
SUBTYPE OF (association);
whole : property;
part . property;
END_ENTITY;
(*
Attribute definitions

whole: Theproperty thatis the whole.

part: Theproperty that is the part.

10.8 Entity definitions: topological associations between properties

This clause contains subtypesasfsociatiorthat are topological relationships between properties.

The topological relationships within ISO 10303-42 and within ISO 10303-104 are a special case of these
relationships in which the associated properties are each subspaces of a Euclidean space.

Only explicit topological relationships, such as are used to define an unstructured grid, are included
within this clause. Implicit topological relationships, such as a used to define a structured grid, are not
yet defined in this clause.

Implicit topological relationships are presented for review in a separate document.
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A stress

stress-strain curve
(a 1D subset of the 2D stress-strain space)

k two component curves

both straight lines

strain

Figure 19 — A property that is an idealised stress-strain curve
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10.8.1 topologicalassociationbetweenproperties

A topological associationbetween properties is an associationbetween two or more instances of
property that indicates there are intersections between them.

NOTE — The nature of the intersections is indicated by the subtypepologicalassociationbetween-
properties

EXPRESSspecification

9

ENTITY topological_association_between_properties

SUPERTYPE OF (ONEOF (point_in_curve,
point_in_surface,
point_in_volume,
curve_in_surface,
curve_in_volume,
surface_in_volume,
boundary_edges_for_surface,
boundary_edges_for_volume,
boundary faces_for_volume,
vertex_points_for_curve,
vertex_points_for_surface,
vertex_points_for_volume))

* Structured grid associations are special extensions of these. *)

SUBTYPE OF (association);

END_ENTITY;

(*

10.8.2 pointin_curve

EXPRESSspecification
%)
ENTITY point_in_curve
SUPERTYPE OF (ONEOF (point_at_end_of curve)
ANDOR (yield_point_of stress_strain_curve))
SUBTYPE OF (topological association_between_properties);
point : point_property;
curve : curve_property;
END_ENTITY;
(*

10.8.3 pointin _surface

EXPRESSspecification

%)
ENTITY point_in_surface
SUBTYPE OF (topological association_between_properties);

point . point_property;
surface : surface_property;
END_ENTITY;

(*
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10.8.4 pointin_volume

EXPRESSspecification

%)
ENTITY point_in_volume
SUBTYPE OF (topological association_between_properties);

point  : point_property;
volume : volume_property;
END_ENTITY;

(*

10.8.5 pointat_end of curve

EXPRESSspecification

)

ENTITY point_at_end_of curve
SUBTYPE OF (point_in_curve);
END_ENTITY;

(*

10.8.6 curvein_surface

EXPRESSspecification
)

ENTITY curve_in_surface
SUPERTYPE OF (ONEOF (curve_at boundary of surface))
SUBTYPE OF (topological association_between_properties);

curve . curve_property;
surface : surface_property;
END_ENTITY;

(*

10.8.7 curvein_volume

EXPRESSspecification
%)

ENTITY curve_in_volume
SUBTYPE OF (topological association_between_properties);

curve  : curve_property;
volume : volume_property;
END_ENTITY;

(*

10.8.8 curveat_boundary_of_surface

EXPRESSspecification
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%)

ENTITY curve_at _boundary_of surface
SUBTYPE OF (curve_in_surface);
END_ENTITY;

(*

10.8.9 surfacein_volume

EXPRESSspecification
)
ENTITY surface_in_volume
SUPERTYPE OF (ONEOF (surface_at boundary of volume,
mid_thickness_surface_of Euclidean_volume))
SUBTYPE OF (topological association_between_properties);
surface : surface_property;
volume  : volume_property;
END_ENTITY;
(*

10.8.10 surfaceat_boundary_of_volume

EXPRESSspecification

%)

ENTITY surface_at _boundary_of volume
SUBTYPE OF (surface_in_volume);
END_ENTITY;

(*

10.8.11 boundaryedgesfor surface

EXPRESSspecification

%)

ENTITY boundary_edges_for_surface

SUBTYPE OF (topological association_between_properties);
surface : surface_property;
edges . LIST [3,?] OF curve_property;

END_ENTITY;

(*

10.8.12 boundaryedgesfor volume

EXPRESSspecification

%)

ENTITY boundary edges for_volume

SUBTYPE OF (topological association_between_properties);
volume : volume_property;
edges . LIST [6,?] OF curve_property;
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END_ENTITY;
(*

10.8.13 boundaryfacesfor volume

EXPRESSspecification

)

ENTITY boundary faces for_volume

SUBTYPE OF (topological association_between_properties);
volume : volume_property;
faces . LIST [4,?] OF surface_property;

END_ENTITY;

(*

10.8.14 vertexpoints_for _curve

EXPRESSspecification
)

ENTITY vertex_points_for_curve
SUBTYPE OF (topological association_between_properties);

curve . curve_property;
vertices : LIST [2,?] OF point_property;
END_ENTITY;

(*

10.8.15 vertexpoints_for surface

EXPRESSspecification
)

ENTITY vertex_points_for_surface
SUBTYPE OF (topological association_between_properties);

surface . surface_property;
vertices : LIST [3,?] OF point_property;
END_ENTITY;

(*

10.8.16 vertexpoints for volume

EXPRESSspecification
%)

ENTITY vertex_points_for_volume
SUBTYPE OF (topological association_between_properties);

volume . volume_property;
vertices : LIST [4,?] OF point_property;
END_ENTITY;

(*
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10.9 Entity definitions: engineering associations between properties

This clause contains subtypestopological associationbetweenproperties that are only valid for
properties of a specifidassof_quantity .

10.9.1 midthicknesssurface of Euclidean volume

A mid_thickness surface of_Euclidean.volumeis asurface.in_volumethat indicates the surface is at
the mid-thickness of the volume.

‘Mid-thickness’ means that the distance from the surface to the boundary of the volume is the same in
either normal direction for each point in the surface.

EXPRESSspecification

%)

ENTITY mid_thickness_surface_of Euclidean_volume
SUBTYPE OF (surface_in_volume);

END_ENTITY;

(*

Formal propositions

Euclidean_properties: Each of the associated instancepfperty shall be a classified as Euclidean
space or Newtoniaspace.

10.9.2 vyieldpoint_of stressstrain_curve

A vyield_point_of_stressstrain_curve is apoint_in_curve that indicates the point is the yield point for
that stress-strain curve.

EXPRESSspecification
)
ENTITY vyield_point_of stress_strain_curve

SUBTYPE OF (point_in_curve);
END_ENTITY;

(*
Formal propositions

stressstrain_properties: Each of the associated instancegpuaiperty shall be a classified as stress-
strain.

10.10 Entity definitions: set associations between properties

This clause contains subtypesasfsociatiornthat are set operations:

— union;
— intersection;

— inverse,
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operating on the point sets defined an instanqaaperty .

The CSG operations within ISO 10303-42 are a special case of these operations in which the associated
properties are each subspaces of a Euclidean space.

10.10.1 unionof_properties

A union_of_properties is an association between:
— two component instances pfoperty ; and

— an instance oproperty that is the union of the other two.
Eachpoint_property that is part of either componeptoperty is also a part of the unigproperty .
EXPRESSspecification
)

ENTITY union_of properties
SUBTYPE OF (association);
component_1 : property;
component_2 : property;
union . property;

END_ENTITY;
(*
Formal propositions

single superspace: Each of the associated instancepadperty shall be a subspace of the saoon-
tinuous_property _space

10.10.2 intersectionof_properties

An intersection of_properties is an association between:
— two component instances pfoperty ; and

— an instance oproperty that is the intersection of the other two.

Eachpoint_property that is part of both instances of componpraperty is also a part of the intersec-
tion property .
EXPRESSspecification
)
ENTITY intersection_of properties
SUBTYPE OF (association);
component_1 : property;
component_2 : property;
intersection : property;
END_ENTITY;

(*
Formal propositions

single superspace: Each of the associated instancepuadperty shall be a subspace of the saoon-
tinuous_property _space
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10.10.3 inverseof_property

An intersection of_properties is an association between:

— aproperty; and

— aproperty that is an inverse of it.
Eachpoint_property that is part of one property is not a part of the other.

NOTE — Aproperty that is defined as the inverse of another is not useful on its own. However, the intersec-
tion of aproperty defined as a inverse with a third instancepadperty can use useful.

EXPRESSspecification
)

ENTITY inverse_of property
SUBTYPE OF (association);
component : property;
inverse . property;

END_ENTITY;
(*
Formal propositions

single superspace: Each of the associated instancepadperty shall be a subspace of the saoon-
tinuous_property _space
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11 Grid UoF

11.1 Introduction

The grid UoF addresses continuous property spaces that are divided into cells.
NOTE — The supertype entityroperty is defined in the property UoF (see 10).

A grid may be created in order to describe a property distribution that has the grid as a domain. A grid
may also be created in order to define a finite element, finite difference or finite volume model.

The entities in this section provide a capability for the definition of grids with respect to other grids. This
capability is not yet complete, but is intended to support quad- and oct-tree adaptive meshing.

Figures 20 and 21 contains EXPRESS-G diagrams of the entities in the grid UoF.

11.2 Fundamental concepts and assumptions

A grid is a property that is divided into parts where the relationships between the parts are recorded. The
property is usually a continuous space property, but can be a collection of point properties for which an
ordering has been defined.

A grid can be:

explicit: In an explicit grid, each cell is explity recorded along with its topology. An explicit
grid does not take advantage of any regular structure within a grid.

implicit: An implicit grid has a regular structure that can be recorded in a concise form without
explicitly recordingeach cell and its topology.

11.3 Entity definitions: grid

This clause defined the entigyid and its subtypes.

11.3.1 grid

A grid is aproperty that is divided into parts where the topological relationships between the parts are
recorded.

NOTE — The property space that is divided into a grid is often an abstract parameter space. However a grid
can also be formed in a Euclidean or Newtonian geometric space, or any otheucmstproperty sgce.

EXPRESSspecification

*)

ENTITY grid

SUPERTYPE OF (ONEOF(
explicit ~ _grid,
implicit ~ _grid,
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Figure 21 — Grid UoF EXPRESS-G diagram 2 of 2
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Cartesian _product _grid,
concatinated  _grid,
sub _grid))
SUBTYPE OF (property);
ENDENTITY;

(*

11.3.2 implicit.grid

An implicit _grid is agrid that is a regular structure of linear or quadrilateral or hexahedron regions of
space and that has the number of divisions in different directions recorded for it.

These are topologically regular grids. The cells are not explicitly defined 'one by one’ but rather ‘ex-
panded’ from the definition.

The type of cell that is implicitly defined is a quadrilateral in 2d and a hexahedron in 3d.

EXPRESSspecification
%)
ENTITY implicit  _grid
SUBTYPE of (grid);
divisions _along | : INTEGER,;
divisions _along J : OPTIONAL INTEGER;
divisions _along K : OPTIONAL INTEGER,;
ENDENTITY;
(*
Attribute definitions

divisionsalong.l: The number of cells to generate along the i-axis
divisions along_J: The number of cells to generate along the j-axis

divisions_.along K: The number of cells to generate along the k-axis

Figure 22 shows a portion of a two dimensional uniform grid. The cell referred 19.A$s the area
enclosed by the coordinatés, J), (I + 1,J),({+ 1,J + 1), (I,J + 1).

The celll, J is connected viaits edges to thecdlls 1,.J,1,J — 1,1 +1,J andl, J + 1.
The connectivity is invariant of the type of structured grid.

If the grid has its origin in the bottom left hand corner and the cells are numbered left to right along the
x-axis and bottom to top along the y-axis then for a grid witttivisions

11.3.3 explicitgrid

An explicit_grid is agrid that has vertices and cells explicitly recorded for it.
EXPRESSspecification

*)

ENTITY explicit  _grid

SUBTYPE OF (grid);
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cells : LIST [1:?] OF cell;
vertices : LIST [1:?] OF point _property;
ENDENTITY;

(*

11.3.4 Cartesianproduct_grid

A Cartesian product_grid is a grid that is generated by a Cartesian product of two or more other
instances of grid.

EXPRESSspecification
%)
ENTITY Cartesian _product _grid
SUBTYPE OF (grid);
components : LIST [2:?] OF grid;
ENDENTITY;
(*
Attribute definitions

components: The instances of grid that are combined to form@aetesian_product_grid.

11.3.5 concatenatedrid

A concatenatedgrid is agrid that is a concatenation of two or more other instancegidf
EXPRESSspecification

%)
ENTITY concatenated _grid
SUBTYPE OF (grid);

components : LIST [2:?] OF grid;
ENDENTITY;
(*
Attribute definitions

components: The instances of grid that are assembled to fornttreatenatedgrid.

11.4 Entity definitions: sub-grids

This clause defines grids that are part of other grids.

11.4.1 suhgrid

A sub_grid is agrid that is part of anothagrid and that is defined with respect to it.
NOTE — Asub_grid is used to define part of a grid, for use in

— in numericfunctions to definition where property values are given; and

— mathematicalmodels
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EXPRESSspecification

%)

ENTITY sub _grid

ABSTRACT SUPERTYPE OF (ONEOF(
cell _vertex _sub _grid,
centroid _sub _grid,
edge _sub _grid,
explicit  _cell _sub _grid,
face _sub _grid,
implicit ~ _cell _sub _grid,
vertex _sub _grid))

SUBTYPE OF (grid);
possessor : grid;

ENDENTITY;

(*

Attribute definitions

possessor:Thegrid that contains theub_grid.

11.4.2 cellvertex_sub_grid

A cell_vertex_sub_grid is asub_grid that consists of the vertices of the cells in the posseg$tr

EXPRESSspecification

)

ENTITY cell _vertex _sub _grid
SUBTYPE OF (subgrid);
ENDENTITY;

(*

11.4.3 centroidsub_grid

A centroid_sub_grid is asub_grid that consists of the centroids of the cells in the possegabr

EXPRESSspecification

%)

ENTITY centroid _sub grid
SUBTYPE OF (subgrid);
ENDENTITY;

(*

11.4.4 edgesub_grid

An edgesub.grid is asub.grid that consists of the edges of the cells in the possegibr
EXPRESSspecification

)

ENTITY edge _sub _grid

SUBTYPE OF (subgrid);
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edge_number : OPTIONAL INTEGER;
ENDENTITY;

(*

11.4.5 explicitcell sub_grid

A vertex_sub_grid is asub_grid that consists of a list of vertices extracted from the possegabr

EXPRESSspecification
)
ENTITY explicit  _cell _sub_grid
SUBTYPE OF (subgrid);

cells : LIST [1:?] OF cell;
ENDENTITY;
(*

11.4.6 facesub_grid

An face sub_grid is asub_grid that consists of the faces of the cells in the posseag$or

EXPRESSspecification
%)
ENTITY face _sub _grid
SUBTYPE OF (subgrid);
face_number : OPTIONAL INTEGER,;
ENDENTITY;

(*

11.4.7 implicit_cell_sub grid

An implicit _cell_sub_grid is asub_grid that is a part of aimplicit _grid and that has the corresponding
range of divisions within thamplicit _grid recorded for it.

The attributes define the cells in anplicit _grid that are selected according to the following rules:

— if only one start attribute and no end attributes are defined, then the region is an extracted surface;
— if two start attributes and no end attributes are defined, then the region is an extracted line;

— otherwise a list of cells is defined between the start and end attributes.
EXPRESSspecification
%)
ENTITY implicit  _cell _sub_grid
SUBTYPE OF (suhgrid);
start _| : OPTIONAL INTEGER;
start J : OPTIONAL INTEGER;
start _K : OPTIONAL INTEGER;

end | : OPTIONAL INTEGER;
end_J : OPTIONAL INTEGER;
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end K : OPTIONAL INTEGER;
ENDENTITY;

(*

11.4.8 vertexsub_grid

A vertex_sub_grid is asub_grid that consists of a list of vertices extracted from the possegabr

EXPRESSspecification
)
ENTITY vertex _sub_grid
SUBTYPE OF (subgrid);
vertices : LIST [1:?] OF point _property;
ENDENTITY;
(*

11.5 Entity definitions: cell

This clause defines a cell of a grid.

A cell of a grid is a continuous property space that has its topology defined by an explicit list of vertices.
This form of topology definition is a special case of the generic topology definition provided by the
property UoF. It is the form of topology definition used by most types of mathematical simulation.

There are two possible ways forward:

— both approaches to topology definition are contained within this part of ISO 10303, as in the current
draft;

— the explicit list of vertices for a cell is removed, and all topology is recorded using the generic
capabilities provided by the property UoF.

It is not clear whether or not a more generic approach to topology can be ‘sold’ to the analysis commu-
nity.

11.5.1 cell

A cellis acontinuous spaceproperty that has its vertices explicitly recorded.

NOTE — The topological order of the cell and a classification of its shape is provided by the other subtypes
of continuous.spaceproperty .

A normative reference goes here to the vertex ordering defined in ISO 10303-104. ISO 10303-104 has a
sordid but effective way of recording degenerate elements, which can also be re-used.
EXPRESSspecification

)

ENTITY cell

SUBTYPE OF (continuous _space _property);
cell _vertices : LIST [1:?] OF point _property;
additional  _vertices : OPTIONAL LIST [1:?] OF point _property;
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ENDENTITY;
(*

11.6 Entity definitions: topological associations between grids

This clause contains entities which are topological associations between grids.

11.6.1 gridcoincidence

A grid _coincidenceis an association between two instancegrid that indicates a topological relation-
ship between them.

EXPRESSspecification
%)
ENTITY grid _coincidence
SUPERTYPE OF (ONEOF(
abutting  _grids,
overset _grids))
SUBTYPE OF (association);
matched : BOOLEAN;
grid 1 : grid;
grid 2 : grid;
ENDENTITY;
(*
Attribute definitions

matched: If true, then within the overlap of the two grids, each vertex in one, has a corresponding vertex
in the other.

11.6.2 abuttinggrids

EXPRESSspecification

%)

ENTITY abutting _grids
SUBTYPE OF (grid_coincidence);
ENDENTITY;

(*

11.6.3 oversefrids

EXPRESSspecification

%)

ENTITY overset _grids
SUBTYPE OF (grid_coincidence);
ENDENTITY;

(*
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12 Mathematical simulation UoF

12.1 Introduction

The mathematical simulation UoF addresses activities performed on computers that simulate a physical
activities performed by material objects in the real world.

The mathematical simulation UoF references those descriptions of properties that are used by the simu-
lation activity.

NOTE — Descriptions of properties are addressed by the descriptiproperty UoF (see 13).
The mathematical simulation UoF may reference a discretisation of its domain as a grid or mesh.
NOTE — A grid is addressed by the grid UoF (see 11).

Figure 23 contains an EXPRESS-G diagram of the entities in the mathematical simulation UoF.

12.2 Fundamental concepts and assumptions

A mathematical simulation is an information generating activity. As for any activity, the following can
be recorded:

— a specific activity that happens at a particular time;

A specific information generating activity happens on a particular computer, with a particular oper-
ating system and a particular application software.

— atypical or template activity that acts as a specification for a specific activity.

A finite element analysis input deck is a description of a typical activity. Different specific activities
can be performed by executing the finite element analysis input deck using different application
software running under different operating systems on different computers.

A typical or template information activity can be more or less completely specified. The following levels
of specification are recognised by the mathematical simulation UoF:

finite_elementbehaviour: This is a behaviour template that can be assigned to any cell within a
grid, and can be used with any material property description for the cell.

finite_elementmodel: This is a complete description of the behaviour for a single cell or for a set
of cells. If a finite element model is for a single cell, then itis a finite element.

A finite element model is not a complete specification for an activity because the same model can
be used with different loadings.

analysisspecification: An analysis specification is a complete specification of an information gen-
eration activity as needed by the the application software.
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If several specific analyses are performed in accordance with the specification, then the same infor-
mation will be created each time provided that the application software, the operating system and
the computer hardware remain unchanged.

12.3 Entity definitions: mathematical simulation

This clause contains the entityathematical simulation and its subtypes that are specific to a particular
material _object or grid.

The entityfinite_elementbehaviour is contained in clause 12.4.

12.3.1 analysisun

An analysisrun is amathematical simulation that is performed at a particular time.
EXPRESSspecification

)

ENTITY analysis _run

SUBTYPE OF (mathematical _simulation);

template : OPTIONAL analysis_specification;
ENDENTITY;
(*
Attribute definitions

template: Theanalysisspecificationthat is the template for thenalysisrun.

12.3.2 analysisspecification

An analysis specificationis amathematical simulation that is a complete specification of analysis-
run as needed by the application software.

Application software can perform amalysisrun on the basis of aanalysis specificationwithout any
additional information.

EXPRESSspecification
%)
ENTITY analysis _specification
SUBTYPE OF (mathematical _simulation);
analysis_model : OPTIONAL mathematical_simulation;
ENDENTITY;
(*
Attribute definitions

analysismodel: Themathematical. simulation that defines the behaviour possessed byrhterial -
object being simulated.
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12.3.3 assembledinite _elementmodel

An assembledfinite_elementmodelis afinite_elementmodel that is assembled out of part instances
of finite_elementmodel.

NOTE — This entity permits the assembly ofirite_elementmodel out of many elements for which prop-
erties are assigned individually, in the traditional way.

EXPRESSspecification
)
ENTITY assembled finite _element _model
SUBTYPE OF (finite _element _model);
sub_models : LIST [1:?] OF finite _element _model;
ENDENTITY;
(*
Attribute definitions

sub_models: The instances dfnite_elementmodelthat are assembled.

NOTE — The part instances fifiite_elementmodel can be elements defined over a single cell, but need not
be.

12.3.4 finiteelementmodel

A finite _elementmodelis amathematical_simulation that uses the finite element method.
A reference to ISO 10303-104 is required to define the finite element method.

A finite_elementmodel can be used in many different instancesnélysis specificationwith different
loadings.

NOTES
1— Afinite_elementmodelusually:

— defines a relationship between fields within a grid cell based upon the material properties of the physical
object; and

— defines a method for integrating products of fields and derivatives of fields over the cell.
2 — Afinite_elementmodel can be an assembly of other instancefirofe_elementmodel.
A finite_elementmodel can be either:

— a complete model for analysis defined over a grid of many cells; or

— a single finite element defined over a single cell.

EXPRESSspecification

%)
ENTITY finite _element _model
SUPERTYPE OF (ONEOF(
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assembled finite _element _model))
SUBTYPE OF (mathematical _simulation);

domain : OPTIONAL property;
reference _shape _description
. OPTIONAL
numeric _description  _of _property;

material _description : OPTIONAL model _material _description;

element _behaviour . OPTIONAL finite _element _behaviour;
ENDENTITY;
(*
Attribute definitions

domain: Theproperty that is the domain of thénite_elementmodel. Theproperty shall be either a
grid or a singlecell.

An explicit_finite_elementmodelthat is defined over a singéell is a finite element.

reference shapedescription: The description of the shape of theaterial object that is the reference
shape for thdinite _elementmodel.

This attribute applies to all the parts of assembledfinite _elementmodel.

NOTE — Thereference shapedescription is usually described with respect to thed that is used for the
finite_elementmodel, but this is not essential.

material_description: The description of the material properties of thaterial object that is used by
thefinite _elementmodel.

This attribute applies to all the parts of assembledfinite _elementmodel.

NOTE 3 — The material properties are usually described with respect tgrithethat is used for théi-
nite_elementmodel, but this is not essential.

elementbehaviour: The specification of the behaviour of the finite elements that make up the finite
element model.

This attribute applies to all the parts of assembledfinite _elementmodel.

Informal propositions

consistentdomain: If a domain is specified for arassembledfinite _elementmodel then it shall be
the union of the domains of the part instancefirife_elementmodel.

completereference shapedescription: A reference shapedescription shall be supplied for eadaell
of afinite_elementmodel.

complete material description: A material description shall be supplied for eactell of a finite -
elementmodel.
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complete elementbehaviour: An elementbehaviour shall be supplied for eaatell of afinite _element-
model.

12.3.5 mathematicalsimulation

A mathematical simulation is anactivity that is the simulation performed by mathematical means upon
a computer.

EXPRESSspecification
)
ENTITY mathematical _simulation
SUPERTYPE OF (ONEOF(
analysis  _run,
analysis _specification,
finite  _element _model,
finite  _element _behaviour,
finite  _volume _model))
(* raytracing _model,
lumped _parameter _model)) *)
SUBTYPE OF (activity);
ENDENTITY;

(*

12.4 Entity definitions: element behaviour

This clause contains the entitipite _elementbehaviour and its subtypes which specify the behaviour
for a finite element.

12.4.1 finite elementbehaviour

A finite _elementbehaviour is a template that is used as the specification of the behaviour of a finite
element.

This entity has been taken from ISO 10303-104, where it is calletientdescriptor, and has been
placed as a subtype within the EACM framework.

EXPRESSspecification
*)
ENTITY finite _element _behaviour
SUPERTYPE OF (ONEOF(
volume _3d_element _descriptor,
axisymmetric _volume _2d_element _descriptor,
plane _volume _2d_element _descriptor,
surface _3d_element _descriptor,
axisymmetric  _surface _2d_element _descriptor,
plane _surface _2d_element _descriptor,
curve _3d_element _descriptor,
axisymmetric _curve _2d_element _descriptor,
plane _curve _2d_element _descriptor))
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SUBTYPE OF (mathematical_simulation);
ENDENTITY;

(*

12.4.2 volume3d_elementdescriptor

A volume_3d_elementdescriptor is afinite_elementbehaviour for a volume 3D element.
EXPRESSspecification

)

ENTITY volume _3d_element _descriptor

SUBTYPE OF (finite _element _behaviour);

purpose . SET [1:?] OF volume _element _purpose;
ENDENTITY;
(*
Attribute definitions

purpose: the enumerated value specifying the responsevaliame_3d_elementrepresentation

12.4.3 axisymmetricvolume 2d elementdescriptor

An axisymmetric_.volume_2d_elementdescriptor is afinite_elementbehaviour for a axisymmetric
volume 2D element.

EXPRESSspecification

*)

ENTITY axisymmetric _volume _2d_element _descriptor
SUBTYPE OF (finite _element _behaviour);

purpose : SET [1:?] OF SET [1:?] OF volume _element _purpose;
ENDENTITY;
(*
Attribute definitions

purpose: the enumerated value specifying the response aké&symmetric_volume_2d_elementrepresentation
The purpose is a SET of SETs in order to allow the appropriate combinations of coupled and uncoupled
responses.

12.4.4 planevolume 2d elementdescriptor

A plane_volume_2d_elementdescriptor is afinite_elementbehaviour for a plane volume 2D element.
EXPRESSspecification

*)

ENTITY plane _volume _2d_element _descriptor

SUBTYPE OF (finite _element _behaviour);

purpose : SET [1:?] OF SET [1:?] OF volume _element _purpose;
assumption : plane  _2d_element _assumption;
ENDENTITY;

(*
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Attribute definitions

purpose: the enumerated value specifying the respongearfe volume 2d_elementrepresentation
The purpose is a SET of SETs in order to allow the appropriate combinations of coupled and uncoupled
responses.

assumption: the use of gplane.volume 2d_elementrepresentation with two dimensional shape to
model a volume.

12.4.5 surface3d_elementdescriptor

A surface 3d_elementdescriptor is afinite_elementbehaviour for a surface 3D element.
EXPRESSspecification

)

ENTITY surface _3d_element _descriptor

SUBTYPE OF (finite _element _behaviour);

purpose : SET [1:?] OF SET [1:?] OF surface _element _purpose;
ENDENTITY;
(*
Attribute definitions

purpose: the enumerated value specifying the responsesafrtace 3d_elementrepresentation The
purpose is a SET of SETs in order to allow the appropriate combinations of coupled and uncoupled
responses.

12.4.6 axisymmetricsurface 2d elementdescriptor

An axisymmetric_surface 2d_elementdescriptor is afinite_elementbehaviour for an axisymmetric
surface 2D element.

EXPRESSspecification

*)

ENTITY axisymmetric _surface _2d_element _descriptor
SUBTYPE OF (finite _element _behaviour);

purpose : SET [1:?] OF SET [1:?] OF surface _element _purpose;
ENDENTITY;
(*
Attribute definitions

purpose: the enumerated value specifying the response ak@ymmetric_surface 2d_elementrepresentation
The purpose is a SET of SETs in order to allow the appropriate combinations of coupled and uncoupled
responses.

12.4.7 planesurface 2d_elementdescriptor

A plane_surface 2d_elementdescriptor is afinite_elementbehaviour for a plane 2D element.
EXPRESSspecification
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*)
ENTITY plane _surface _2d_element _descriptor
SUBTYPE OF (finite _element _behaviour);

purpose : SET [1:?] OF SET [1:?] OF surface _element _purpose;
assumption : plane  _2d_element _assumption;

ENDENTITY;

(*

Attribute definitions

purpose: the enumerated value specifying the responsetdiae surface 2d_elementrepresentation
The purpose is a SET of SETs in order to allow the appropriate combinations of coupled and uncoupled
responses.

assumption: the use of a curve element to model a surface.

12.4.8 curve3d_elementdescriptor

A curve_3d_elementdescriptor is afinite _elementbehaviour for a curve 3D element.
EXPRESSspecification

*)

ENTITY curve _3d_element _descriptor

SUBTYPE OF (finite _element _behaviour);

purpose : SET [1:?] OF SET [1:?] OF curve _element _purpose;
ENDENTITY;
(*
Attribute definitions

purpose: the enumerated value specifying the response @irae_3d_elementrepresentation The
purpose is a SET of SETs in order to allow the appropriate combinations of coupled and uncoupled
responses.

12.4.9 axisymmetriccurve 2d elementdescriptor

An axisymmetric_curve_2d_elementdescriptor is afinite _elementbehaviourfor a axisymmetric curve
2D element.

EXPRESSspecification

*)

ENTITY axisymmetric _curve _2d_element _descriptor
SUBTYPE OF (finite _element _behaviour);

purpose : SET [1:?] OF SET [1:?] OF curve _element _purpose;
ENDENTITY;
(*
Attribute definitions

purpose: the enumerated value specifying the response ak@symmetric_curve_2d_elementrepresentation
The purpose is a SET of SETs in order to allow the appropriate combinations of coupled and uncoupled
responses.
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12.4.10 planecurve_2d elementdescriptor

A plane_curve_2d_elementdescriptor is afinite_elementbehaviour for a plane curve 2D element.
EXPRESSspecification

*)

ENTITY plane _curve _2d_element _descriptor

SUBTYPE OF (finite _element _behaviour);

purpose . SET [1:?] OF SET [1:?] OF curve _element _purpose;
assumption : plane  _2d_element _assumption;
ENDENTITY;

(*
Attribute definitions

purpose: the enumerated value specifying the responsepéne curve_2d_elementrepresentation
The purpose is a SET of SETs in order to allow the appropriate combinations of coupled and uncoupled
responses.

assumption: the use of the element to model a curve.

12.5 Entity definitions: information for mathematical simulation

This clause defines packets of information that are used for mathematical simulation.

12.5.1 modelmaterial description

A model. material_description is a collection of instances afumeric_description_of _property that
are used by anathematical simulation.

NOTE 1 - Amodelmaterial_description is often an identified concept in a finite element analysis input
deck.

EXPRESSspecification
%)
ENTITY model _material _description
SUBTYPE OF (association);
parts : SET [1:?] OF numeric _description  _of _property;
ENDENTITY;
(*
Attribute definitions

parts: The descriptions of properties that are used togethematematical simulation.

12.6 Entity definitions: association between simulation and physical ac-
tivity

This clause defines the association between a simulation activity and the corresponding physical activity
that is simulated.
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12.6.1 simulationof_physical activity

A simulation_of_physical activity is anassociatiorbetween a@ctivity and anathematical.simulation
that indicates thenathematical_simulation simulates thectivity .
EXPRESSspecification
*)
ENTITY simulation _of _physical _activity
SUBTYPE OF (association);

simulated : activity;

simulator : mathematical _simulation;
ENDENTITY;
(*
Attribute definitions

simulated: Theactivity that is simulated.

simulator: Themathematical_simulation that simulates.
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13 Description of property UoF

13.1 Introduction

The description of property UoF is concerned with all the information relating to the description of

a property. This includes both the textual description of a property and the use of numeric objects
to capture the quantitative aspects of property description. Within the scope of this UoF are simple
guantitative properties, which can be described by a single number, and variable or distributed properties
whose values may be represented by a mathematical function.

EXAMPLES

156 — The colour of a test specimen could be describedtbytaobject.
157 — The shape of a test specimen could be described ushepa representation

158 — The mass of a test specimen can be described using a simple numeric value. For this description to be
meaningful, it is necessary also to specify the units that are used.

159 — The surface temperature of a test specimen is a distributed property which, in general, will vary from
point to point on the surface. This propertynoat be described by a simple numerical value. In this UoF,
properties of this type are described using mathematical functions to represent the numerical variation of
the temperature. Aomomorphism establishes the relationship between the temperature variation and the
mathematical mapping between numerical spaces represented by the function.

Figure 24 contain an EXPRESS-G diagram of the entities in the description of property object UoF.

13.2 Fundamental concepts and assumptions

A property may have zero, one, or many descriptions.

Each instance of description of property is required to be associated with a property.

For the quantitative aspects of a property, absahgtairacy of the values in the description is not as-
sumed.

Different descriptions of the same property may provide different numerical values.

The mathematical spaces used to describe properties are simple numerical spaces with no associated
units or coordinate systems. They are not restricted to two or three dimensions. The additional se-
mantics necessary for a point in such a space to represent a value of a property are provided by the
property to_numeric_spaceidentification entity.

The variation of one property with respect to another is itself a property. The description of properties of
this type is within scope.

EXAMPLE 160 — The thermal conductivity of a material specimen may vary with the temperature. The
‘curve’ which represents this variation is a property which may be described using a mathematical function.
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Complex properties may be described by numbers using several distinct methods of encoding. This
schema supports alternative methods of encoding.

EXAMPLE 161 — Alternative methods of encoding the strain at a particular point in a loaded elastic body
would include:

— Alist of direct strains and angles of shear.
— The components of a second order symmetric strain tensor describetlby anatrix.
— The 3 principal strains and the directions of the corresponding principal axes.

The interpretation of any of these encodings requires a knowledge of the units and the coordinate axis system.

13.3 Type definitions

13.3.1 axisreference

An axis_referenceis a select type which identifies the origin and axis directions used in a coordinate
system. The selection @ixis2 placementindicates that a local coordinate system is used with origin
and axes given by thexis2 placementattributes. The selection ofgeometric representation.context
indicates the use of the default implicit coordinate system for that context.
EXPRESSspecification

*)

TYPE axis_reference = SELECT

(axis2_placement_2d,

axis2_placement_3d,
geometric_representation_context);

END_TYPE;
(*

13.3.2 coordinatetype

A coordinate_type is an enumeration of a keyword that identifies the type of encoding used for the
coordinate values.

EXPRESSspecification
*)
TYPE coordinate_type = ENUMERATION OF
(Cartesian,
polar,
spherical);
END_TYPE;
(*
Enumerated item definitions

Cartesian: A rectangular Cartesian coordinate system is used, all coordinate values are lengths.
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polar: The coordinate system used is polar. This may be either a 2D polar cordinate system, in which
the coordinate values are a radius and an angle, or a cylindrical polar coordinate system in which the
coordinate values are radius, height and an angle.

spherical: A spherical coordinate system is used, such that the 3 coordinate values are a radius and two
angles.

13.3.3 predefinedclassof encoding

A pre_defined.classof_encodingis an enumeration of a keyword that identifies the type of encoding
used for non-scalar quantities, or for quantities that are not defined with respect to a standard instance of
property with a unit magnitude.

EXPRESSspecification

*)

TYPE pre_defined_class_of encoding = ENUMERATION OF
(Celsius,
Fahrenheit,
vector_components,
tensor2_components,
tensor2_components_engineering_strain,
tensor2_principal values);

END_TYPE;

(*

Enumerated item definitions

Celsius: The temperature is encoded using the Celsius scale.

Fahrenheit: The temperature is encoded using the Fahrenheit scale.
vector_.components: A vector quantity is encoded as a list of 2 or 3 component values.
tensor2. components: A tensor2 quantity is encoded as a list of component values.

tensor2.componentsengineeringstrain: A tensor2 quantity is encoded as a list of component values,
with the off-diagonal values multiplied by 2.

principal _values: Atensor2 quantityis encoded as a list of principal values and principal axis directions.

13.4 Entity definitions: property description

This clause defines the basic entities used for the description of the qualitative aspects of a property.
Entities used for quantitative descriptions are defined in clause 13.5.

13.4.1 descriptionof_property

A description_of_property is a special type odescription_of_conceptused for describing a property.
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This entity may be instantiated for the textual description of a property, onuimeric_description_of_property
subtype may be used to describe quantitative properties.

EXPRESSspecification

%)

ENTITY description_of property

SUBTYPE OF (description_of concept);

WHERE
WR1 : 'PROPERTY’ IN TYPEOF(SELF\description_of concept.described);
END_ENTITY;

(*
Formal propositions

WR1: theconceptwhich is thedescribedattribute shall be of typproperty.

13.5 Entity definitions: numeric descriptions

13.5.1 numericdescription_of_property

A numeric_description_of_property is a type ofdescription_of_property which is used to describe

the quantitative aspects of a property. In most cases it will provide a computer sensible description of
the property which contains one or more numeric valuesiuferic_description_of_property refers

to anumeric_object as thedescriber and to aproperty _to_numeric_spaceidentification which pro-

vides the necessary context information for the interpretation of the numerical values obtained from the
describer.

EXPRESSspecification
%)
ENTITY numeric_description_of property
SUBTYPE OF (description_of property);
description_context : property_to_numeric_space_identification;
WHERE
WR1 : 'NUMERIC_OBJECT' IN TYPEOF (SELF\description_of concept.describer) ;
WR2 : NOT(HOMOMORPHISM' IN TYPEOF (SELF\description_of concept.describer));

END_ENTITY;
(*
Attribute definitions

description_context: Theproperty to_numeric_spaceidentification which provides the link between
the numerical values from thaescriber and the property being described. This may include units,
coordinate system and classifications.

SELF\ description_of_concept.describer: The numeric_object providing the numerical values used
in the property description.

Formal propositions

WRZ1: The inheriteddescriber attribute shall be a type efumeric_object.

WR2: Thedescriber attribute shall not be homomorphism.
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EXAMPLES

162 — The mass of a part could be described mumeric_description_of_property with describer as a
numeric_object which has the simple value 2.95 and withantext giving the information that the property
is classified as a mass property, with units as kilograms.

163 — If the property is the maximum stress in a test specimen thelegogber would be anumeric_array
and thecontext would provide units, coordinate system and encoding method in addition to the property
classification.

13.5.2 homomorphicdescription

a homomaorphic_description is a type ofdescription_of_property that uses d&aomomorphismto de-
scribe the property quantitatively. This type of description is particularly appropriate for variable or
distributed properties which cannot be described by a simgigeric_object.

EXPRESSspecification
%)
ENTITY homomorphic_description

SUBTYPE OF (description_of property);

WHERE

WR1 : 'HOMOMORPHISM' in TYPEOF(SELF\description_of_concept.describer) ;

END_ENTITY;
(*
Attribute definitions

SELF\ description_of_concept.describer: The homomorphism providing the mathematical function
and all the necessary context information used in the description of a complex property.

Formal propositions

WR1: The inheriteddescriber attribute shall be Aaomomorphism.

13.5.3 homomorphism

A homomorphism is a relationship between mapping_betweenproperties and amaths function

which enables the detailed description of the properties concerned by the mathematical mapping defined

by themaths function. The relationship establishes precise correspondences between values of the prop-
erties concerned and pointsin tinaths_spaces which are thelomain andrange of themaths function.
The spaces concerned may beltindimensional.

NOTE — maths_spaceandmaths_function are defined in the numeric object UoF.

EXAMPLE 164 — If the thermal conductivity of a test specimen varies with temperature, then this variation
may be described by a homomorphism in which tim&ths function represents the curve of thermal con-
ductivity against temperature. ThEoperty _mapping hasdomain as temperature anénge as thermal
conductivity. Themaths function has bothdomain andrange as one dimensional real space, or intervals
from this space. For both tltlbmain and therange the property _to_numeric_spaceidentification provides

the units and other information needed to interpret the numerical values.

EXPRESSspecification
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*)
ENTITY homomorphism
SUBTYPE OF (numeric_object);

maths_mapping : maths_function;
property_mapping : mapping_between_properties;
domain_map . property_to_numeric_space_identification;
range_map . property_to_numeric_space_identification;
END_ENTITY;
(*
Attribute definitions

maths_mapping: Themathematical function that describes the numeric form of th@perty _—mapping.
property _mapping: The relationship between properties described byhtitraomorphism.

domain_map: The context information relating thdomain of the maths mapping to thedomain of
theproperty _mapping. This may include units and coordinate system.

range_map: The context information relating thenge of the maths mapping to therange of the
property _mapping. This may include units and coordinate system.

13.6 Entity definitions: property encoding and associations

13.6.1 property to_numeric_spaceidentification

A property _to_numeric_spaceidentification provides the context information for the interpretation of

a numerical value, or point from a numeric space, as a value of a property. The information provided may
include units, coordinate system, classifications, class of property described and a property providing a
reference magnitude.

EXPRESSspecification
)

ENTITY property_to_numeric_space_identification;

classifications . SET [1 : ?] OF class_of description_of property;
described . class_of property;
descriptor . maths_space;
units : OPTIONAL LIST [1 : ?] OF unit;
reference_orientation : OPTIONAL coordinate_system;
reference_magnitude . OPTIONAL property;

END_ENTITY;

(*

Attribute definitions

classifications: The set of instances efassof_description_of_property to which the numeric descrip-
tion relates.

described: The classification of the property being described.

descriptor: The mathematical space to which the numeric description belongs.
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units: The list of units used in the numeric description.
referenceorientation: The coordinate system used for the numeric description.

reference magnitude: A standard property used instead of a unit in the numeric description. The nu-
meric value for the property described is given as a multiple ofefexence magnitude.

13.6.2 classof_description_of_property

A classof_description_of_property is a class that indicates the nature afescription_of_property .

EXPRESSspecification

)

ENTITY class_of description_of property
SUBTYPE OF (class);

END_ENTITY;

(*

13.6.3 classof encoding

A classof_encodingis a type ofclassof_description_of_property that indicates the method of encoding
used in a numeric property description.

EXPRESSspecification
)
ENTITY class_of_encoding
SUBTYPE OF (class_of description_of property);
predefined : OPTIONAL pre_defined_class_of encoding;
END_ENTITY;
(*
Attribute definitions

predefined: A code word indicating a standard type of encoding.

13.6.4 mappingbetweenproperties

A mapping_betweenproperties is a type ofassociatiornthat indicates that there is a correspondence, or
functional relationship between a value of the property that isittmeain and the corresponding value of
therange property. The detailed form of this correspondence may be describethbyha function.

EXPRESSspecification
%)
ENTITY mapping_between_properties
SUBTYPE OF (association);
domain : property;
range : property;
END_ENTITY;
(*
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Attribute definitions

domain: The property that is the source of the mapping.
range: The property that is the target of the mapping.
NOTES

1 - For each value of thdomain property there is a unique corresponding value ofréimge property.

2 — An instance ofmapping-betweenproperties denotes the existence of such a relationship it does not,
itself, provide the corresponding pairs of values.

13.6.5 coordinatesystem

A coordinate_systemis the spatial reference system used to describe a property for which spatial rela-
tionships are significant.

EXPRESSspecification

)
ENTITY coordinate_system;

dimensions . positive_integer;
system_type . coordinate_type;
reference_system : axis_reference;

END_ENTITY;

(*

Attribute definitions

dimensions: The dimensionality, usually 2 or 3, of tlteordinate system

systemtype: The encoding method used for the coordinate values, this may be Cartesian, polar or
sphericalpolar.

reference system: The axis system to which the coordinates refer.
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14 Numeric object UoF

14.1 Introduction

The numeric object UoF addresses instaricfesmation _object that are numbers or numeric spaces.

Within this UoF there are numbers, lists and arrays of numbers and more complex constructs used to
define numeric spaces.

NOTE — A numeric space can be used to describe a variable or distributed property.
A shaperepresentationis a type of numeric object which is defined in other parts of ISO 10303.

The entities in this schema are divided into three sections containing the basic numeric objects, the nu-
meric functions including the mathematical functions, and the mathematical spaces on which the math-
ematical functions operate.

Figures 25 to 27 contain EXPRESS-G diagrams of the entities in the numeric object UoF.
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14.2 Fundamental concepts and assumptions

The numeric objects defined in this UoF are completely free of any coordinate space, dimensional prop-
erties, or units information.

Mathematical spaces of the same type and dimenkigage indistinguishable.
The individual elements or ‘points’ in the mathematical spaces are basic numeric objects.

NOTE — When numeric objects are used for the purposes of property description, the additional semantic
information will be provided, usually by an instancepsbperty _to_numeric_spaceidentification.

In this UoF, amaths_function is a mapping, or functional relationship, between two mathematical
spaces, called the domain and the range, such that for any point in the range a unique point in the
domain is defined when the function is evaluated.

The attributes of each type afaths function provide sufficient information to define an algorithm for
its evaluation.

The constructs defined here are not identical to the constructs defined in the mathematical representation
schema of ISO 10303 part 42 but they can all be mapped to objects in this schema. The definitions given
in this UoF are those which are appropriate for numeric objects used in the descriptions of properties.

14.3 Type and constant definitions

This clause contains all the EXPRESS constants and types needed for the definition of entities in the
numeric object UoFConstants:

14.3.1 theelementaryspaces

The constants below are used for the definition of the most basic mathematicassp

EXPRESSspecification

)

the_integers : elementary_space := maths_space () ||
elementary_space (ems_integers);

the _reals : elementary_space := maths_space () ||
elementary_space (ems_reals);

the_complex_numbers : elementary _space := maths_space () ||
elementary_space (ems_complex_numbers);

the_numbers : elementary_space := maths_space () ||
elementary_space (ems_numbers);

the logicals : elementary_space := maths_space () ||
elementary_space (ems_logicals);

the_booleans : elementary_space := maths_space () ||
elementary_space (ems_booleans);

the_strings : elementary_space := maths_space () ||
elementary_space (ems_strings);

the_binarys : elementary_space := maths_space () ||
elementary_space (ems_binarys);

(*
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Type definitions:

14.3.2 elementarymaths space

This enumeration type provides unique nominal values to represent the mathematical spaces associated
with the EXPRESS simple types and the generic type.

NOTE — The complex numbers will be needed by applications of this schema. It is hoped that they will ap-
pear as a subtype BJUMBER in the next version of EXPRESS. Otherwise, this schema should be amended

to define such a type. In the meantime, the presence of representations for spaces and functions involving the
complex numbers does no harm.

EXPRESSspecification

*)

TYPE elementary_maths_space = ENUMERATION OF (
ems_numbers,
ems_complex_numbers,
ems_reals,
ems_integers,
ems_logicals,
ems_booleans,
ems_strings,
ems_binarys);

END_TYPE;

(*

Enumerated item definitions

emsnumbers: Enumeration item used to identify the mathematical space of all EXPREBBBER
values.

emscomplexnumbers: Enumeration item used to identify the mathematical space of all complex num-
bers.

emsreals: Enumeration item used to identify the mathematical space of all real numbers.
emsintegers: Enumeration item used to identify the mathematical space of all integers.

emslogicals: Enumeration item used to identify the mathematical space of all EXPRESSCAL
values.

emsbooleans: Enumeration item used to identify the mathematical space of all EXPREEXE EAN
values.

emsstrings: Enumeration item used to identify the mathematical space of all EXPREFING
values.

emsbinarys: Enumeration item used to identify the mathematical space of all EXPRERSRY
values.
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emsgenerics: Enumeration item used to identify the mathematical space of all EXPRESS values, i.e.
the space of all values which could appear as values of a formal parameter to a function which has type
GENERIC.

14.3.3 elementarynumeric_space

This subset type oélementary.maths_spaceidentifies the values which are characterized as numeric
spaces.

EXPRESSspecification
*)
TYPE elementary_numeric_space = elementary_maths_space;
WHERE numbers_only :
((self = ems_complex_numbers) OR
(self = ems_reals) OR
(self = ems_integers));
END_TYPE;
(*

14.3.4 kind.of_aggregate

This enumeration type is used to classify the kinds of EXPRESS aggregate typeaggtbgatespace
entity type.

EXPRESSspecification

TYPE kind_of aggregate = ENUMERATION OF (koa_unspecified, koa_array, koa_list,

koa_set, koa bag);
END_TYPE;

(*

Enumerated item definitions

koa unspecified: Enumeration item used to indicate that values of any aggregate type are being con-
sidered; i.e. values which could appear as values of a formal parameter to a function which has type
AGGREGATE OF sometype.

koa array: Enumeration item used to indicate that EXPRESS array aggregates are being considered.
koa list: Enumeration item used to indicate that EXPRESS list aggregates are being considered.

koa set: Enumeration item used to indicate that EXPRESS set aggregates are being considered.

koa bag: Enumeration item used to indicate that EXPRESS bag aggregates are being considered.

14.3.5 lowerupper

This enumeration type is used to indicate whether the elements below the main diagonal of a matrix
are being considered or the elements above. In other words, whether the ordinal positions with the row
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ordinal greater than or equal to the column ordinal are being considered or the ordinal positions with the
row ordinal less than or equal to the column ordinal.

When used in a higher-dimensional context, the enumeration V@ indicates the set of ordinal
positions for which the ordinal indices are non- increasing, and the enumerationugeeindicates
the set of ordinal positions for which the ordinal indices are non-decreasing.

NOTE — Other context information in a given use of this type may further restrict the set of positions by

changing all the inequalities to strict inequalities. Such restrictions are described by using the terms “strictly
lower” and “strictly upper”.

EXPRESSspecification

*)

TYPE lower_upper = ENUMERATION OF (lower, upper);
END_TYPE;

(*

Enumerated item definitions

lower: The lower triangle of a matrix is to be considered. That is, the elements which have their row
ordinal greater than or equal to their column ordinal.

upper: The upper triangle of a matrix is to be considered. That is, the elements which have their row
ordinal less than or equal to their column ordinal.

14.3.6 nonnegative

This type provides a named type for the non-negative integers (cardinals).

EXPRESSspecification

*)

TYPE nonnegative = INTEGER,;
WHERE nonnegativity: self >= 0;
END_TYPE;

(*

14.3.7 openclosed

This enumeration type is used to indicate whether real intervals are topologically open or closed at their
end points. If the real interval is closed at an end point, the end point is a member of the real interval;
otherwise, the end point is not a member of the real interval.

EXPRESSspecification

%)

TYPE open_closed = ENUMERATION OF (open, closed);
END_TYPE;

(*

Enumerated item definitions

open: Indicator that the real interval is topologically open at the associated end point: that is the bound-
ary pointis not a member of the interval.
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closed: Indicator that the real interval is topologically closed at the associated end point; that is the
boundary point is a member of the interval.

14.3.8 orderingtype

This enumeration type indicates which of the two most natural linear "ascending” orderings on the mem-
bers of a subscript space is to be used. The enumeration idehtifiews indicates a lexicographic
order in which the first subscript is most significant (i.e. the last subscript varies most rapidly). The
enumeration identifidby _columnsindicates an order in which the last subscript is most significant (i.e.
the first subscript varies most rapidly).
NOTE — The enumeration identifiers were chosen to be meaningful in the most common case, that of sub-
script pairs for matrices. Traditionally, the firstindex indicates the row position and the second the column po-
sition. Languages which define multi-dimensional arrays by a recursive application of a one-dimensional ar-
ray construct imply théy_rows ordering. The FORTRAN programming language specifiedtheolumns
ordering.

EXPRESSspecification

%)

TYPE ordering_type = ENUMERATION OF (by_rows, by columns);
END_TYPE;

(*

Enumerated item definitions

by_rows: This enumeration value indicates that the subscript tuples are in ascending left-to-right-lexicographic
order with the last subscript varying most rapidly.

by_columns: This enumeration value indicates that the subscript tuples are in ascending right-to-left-
lexicographic order with the first subscript varying most rapidly.
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14.3.9 positive

This type provides a named type for the positive integers.
EXPRESSspecification

%)

TYPE positive = INTEGER,;

WHERE positivity : self > 0;

END_TYPE;

(*

14.3.10 tuple types for subtypes of number

Named types are defined for ordered tuples of reals, integers, and positives.
EXPRESSspecification
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*)

TYPE real_tuple = LIST [1:?] OF REAL; END_TYPE;
TYPE integer_tuple = LIST [1:?] OF INTEGER; END_TYPE;
TYPE positive_tuple = LIST [1:?] OF positive; END_TYPE;
(*

14.3.11 zeroor_one

This subset type of the nonnegative integers is used to indicate whether the derived standard indexing for
a table function should start from zero or from one.

EXPRESSspecification

*)

TYPE zero_or_one = nonnegative;

WHERE in_range : (self = 0) OR (self = 1);
END_TYPE;

(*

14.4 Entity definitions: numeric objects

14.4.1 numericobject

A numeric_objectis a type ofinformation _object containing numerical data.

EXPRESSspecification

%)

ENTITY numeric_object
SUPERTYPE OF (ONEOF (homomorphism, numeric_array,

shape_representation, simple_value))

SUBTYPE OF (information_object);

END_ENTITY;

(*

NOTES
1 — information _objectis defined in the concept UoF.
2 — homomorphismis defined in the description of property UoF.

3 — The above definition is given in the description of property UoF. it is repeated here in order to provide a
complete schema.

14.4.2 numericarray

A numeric_array is an ordered array of numeric values. The values in the array may be explicitly or
implicitly defined.
EXPRESSspecification
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*
)
ENTITY numeric_array
SUPERTYPE OF ( ONEOF (encoded_numeric_array,
simple_array,
numeric_table))
SUBTYPE OF (numeric_object);
END_ENTITY;

(*

14.4.3 numerictable

A numeric_table is anumeric_array that has a dimension greater than 1.

A numeric_table is equivalent to a multi-dimensional real array, all of whose subscript ranges start with
the same value, which is either zero or one.

NOTES

1 - Matrices, tensors, grids and meshes of all types are expected to be represented by, or composed mainly
of, instances ofiumeric_table.

2 — Whenever the individual subscript ranges of a multi-dimensional array are nominal, that is, the relative
positions of elements matter, but the integers used as subscripts are otherwise irrelevargrie table is

an appropriate representation. If ordinal position numbering is customary in an application area, all subscript
ranges will start at one. If numbering relative to the first position is customary in an application area, all
subscript ranges will start at zero. Since both are widely used, both are supported.

EXPRESSspecification
)
ENTITY numeric_table
SUPERTYPE OF (ONEOF (
matrix,
sparse_matrix))
SUBTYPE OF (numeric_array);
base : zero_or_one;
shape : positive_tuple;
first : integer;
val : simple_array;
END_ENTITY;
(*
Attribute definitions

base: Indicator whether to start all subscript ranges from zero or from one.
shape: The sizes of the individual subscript ranges.
first: The integer to be used as input to the functiahto obtain the output value corresponding to the

subscript tuple created by using the lower bounds of all the individual subscript intervals. In other words,
the location inval of the “first” element of the table.
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val: The source for independent individual values from which the output is produced. The indexing
function used is determined by the subtype.

NOTE 3 — When the supertype is instantiated, it has the properties of a fully populated table and the index
ordering is by rows.

14.4.4 matrix

A matrix is a type ofnumeric_table which is a two dimensional real array. The subtypewmafrix have
implicitly defined elements which are zero, when the supertype is instantiated all elements have explicit
values stored iwval.

EXPRESSspecification
%)
ENTITY matrix
SUPERTYPE OF (ONEOF (banded_matrix,
triangular_matrix,
symmetric_matrix))
SUBTYPE OF ( numeric_table);
order : ordering_type;
WHERE
WR1 : SIZEOF(SELF\numeric_table.shape) = 2;
END_ENTITY;
(*
Attribute definitions

order: The indication of whether the elements of the matrix are ordered by rows or by columns in the
one dimensional arrayal.

Formal propositions

WR1: Theshapeof thematrix shall be that of a two dimensional table.

14.4.5 triangular_ matrix

This type ofmatrix represents matrices with a triangular sparsity pattern.
EXPRESSspecification

*

)

ENTITY triangular_matrix
SUBTYPE OF (matrix);
lo_up : lower_upper;

END_ENTITY;

(*

Attribute definitions

lo_up: Indicator for whether the lower or the upper triangle contains the significant (i.e. non-zero)
values.
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14.4.6 symmetricmatrix

This type ofmatrix represents symmetric matrices. A matrix is symmetric if the entry for ordinal
position[j, k] is always the same as the entry for positibnj]. The value chosen for the attribudeder

will be based on the assumption that values for the paitg with j <= & will be provided directly by
numeric_table.val (i.e. the upper triangle is stored).

EXPRESSspecification
)
ENTITY symmetric_matrix
SUBTYPE OF (matrix);
WHERE
square : self\numeric_table.shape[l] = self\numeric_table.shape[2];
END_ENTITY;

(*
Attribute definitions

SELF\matrix.order: Indicator for whether the values provided $sif\numeric_table.val are ordered
by rows or by columns.

Formal propositions

square: The number of rows must be equal to the number of columns.

14.4.7 bandedmatrix

This type ofmatrix represents banded matrices. A banded matrix is one in which the non-zero values
all lie in a (relatively small) number of consecutive diagonals.

EXPRESSspecification

%)

ENTITY banded_matrix
SUBTYPE OF (matrix);
below : INTEGER;
above : INTEGER,;

WHERE
nonzero : -below <= above;
END_ENTITY;
(*
Attribute definitions

below: The number of diagonals below the main diagonal which may contain non-zero entries.

above: The number of diagonals above the main diagonal which may contain non-zero entries.

Formal propositions

nonzero: Atleast one diagonal must be permitted to have non-zero entries.

NOTE — Negative values are allowed for the attribliebowandabove A banded matrix in which all the
non-default entries are in the first diagonal above the main diagonal can be represented efficiently using the
value -1 forbelowand +1 forabove
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14.4.8 sparsamatrix

This type ofnumeric_table represents sparse matrices. A sparse matrix is one in which most entries are
a zero. The representation lists the non-defaulted positions and their corresponding entries, ordered and
indexed in a manner which supports efficient searching.

To evaluate the sparse matrix for the posifigrt] whenorder is by_rows, 1) evaluaténdex at position
J to obtainmlo, 2) evaluaténdex at position(j + 1) to obtainmhi, 3) searcHoc at positionsnio <=

m < mhz looking for the entryk, 4) if evaluation ofloc at positionm returnsk, then evaluateal at
positionm to obtain the sparse matrix entry for positignk], otherwise, 5) £ not an entry ifoc in the
computed interval), the sparse matrix entry for posifip#] is default. If the order is by_columns the
roles of; andk are reversed.

EXPRESSspecification
)
ENTITY sparse_matrix
SUBTYPE OF (numeric_table);
order : ordering_type;
index : integer_tuple;
loc . integer_tuple;
WHERE
matrix : SIZEOF(SELF\numeric_array.shape) = 2;
proper_index_domain :
((order=by_rows) AND (SIZEOF(index) = self\numeric_table.shape[1] + 1))
OR
((order=by_columns) AND (SIZEOF(index) = self\numeric_table.shape[2] + 1));
proper_loc_domain : SIZEOF(loc) = SIZEOF(val);
END_ENTITY;
(*
Attribute definitions

order: Indicator for whether the non-zero output values are ordered by rows or by columns.

index: Integer tuple providing starting locations iac and self\numeric_table.val for the non-zero
elements in each row (drder = by_rows) or column (iforder = by_columns).

loc: Simple array function providing the column indices of the non-default positioosigi = by_rows)
or the row indices of the non- zero positionsdifder = by_columns) in the order determined for the
non-zero positions bgrder.

SELF\numeric_table.val: Simple.array providing the values of the non-zero elements in one-to-one
correspondence witloc.

Formal propositions

matrix: Theshapeof the table shall be two dimensional.
proper_index_domain: If order is by_rows, then the domain oindex is the space of row positions

of the matrix plus an extra row, andafder is by_columns, then the domain oihdex is the space of
column positions of the matrix plus an extra column.
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proper_loc.domain: The domain of théoc function must be the same as the domain of the inherited
val function.

Informal propositions

proper_index_values: The values fronindex must be in the range 1 to (SIZEOF(loc) + 1).

proper _loc_values: If order isby_rowsthen the values frohoc must be column positions of the matrix,
and iforder is by_columnsthen the values frorftoc must be row positions.

14.4.9 simplearray

A simple_array is a one dimensional real array. The individual elements of the array are accessible via
their index value. The array is indexed frdabnd to (lobnd + SIZEOF(alueg - 1).

The element of the array with indexs valueq: — [ + 1], wherel = lobnd.
EXPRESSspecification

*
)
ENTITY simple_array
SUBTYPE OF (numeric_array);
lobnd : integer;
values : real_tuple;
END_ENTITY;
(*
Attribute definitions

lobnd: The integer input which is to be associated with the first elemewnaloies

values: The list containing the values of the array in order.

14.4.10 encodechumeric_array

An encodednumeric_array is a type of one dimensional array in which the values are computed rather
than explicitly recorded.
EXPRESSspecification
)
ENTITY encoded_numeric_array
SUBTYPE OF (numeric_array);

first : NUMBER;
last . NUMBER;
intervals : INTEGER;
WHERE
WR1 : intervals >= 1;
END_ENTITY;
(*
Attribute definitions

first: The first value for the one dimensional array.
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last: The last value for the one dimensional array.

intervals: The number of intervals to be evaluated, this is equal to the size of the array which is implicitly
defined.

Formal propositions

WR1: The value of intervals shall be 1 or more.
NOTES

1 - Ifintervals = 1 then only thdirst value is used for an array of length 1.

2 — Ifintervals = 2 the array consists difst andlast values only.

ast—first
thtervals—1

3 — Ifinterval > 3 then the incremental val
array.

is used to compute the intermediate values for the

14.4.11 simplevalue

A simple_valueis anumeric_object which has a single value. This value may be a list of numbers, but,
for the purposes of property description 8imple valueis intended to be used in its entirety.

EXPRESSspecification
)
ENTITY simple_value
SUBTYPE OF (numeric_object);
presentation : LIST[1 : ?] OF NUMBER;
END_ENTITY;
(*
Attribute definitions

presentation: The numbers which constitute teample_value.

14.5 Entity definitions: numeric functions

14.5.1 numericfunction

A numeric_function is a function that has a numeric domain and a numeric range.
NOTES

1 - Afunction can evaluated at any point in its domain to produce a pointin its range.
2 — The domain and range of a function are defined with the subtypes of this entity.

3 — Thecompound.grid _-numeric_function, grid _numeric_function andgrid _numeric_function_basissub-
types are defined in the grid numeric function UoF.

EXPRESSspecification
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*
)
ENTITY numeric_function
SUPERTYPE OF (ONEOF (compound_grid_numeric_function,
grid_numeric_function,
grid_numeric_function_basis,
maths_function))
SUBTYPE OF (association);
END_ENTITY;

(*

14.5.2 mathsfunction

A maths function is a function whoseange anddomain aremaths spaces. A maths_function may
be used to define a mapping betweeaths spaces

EXPRESSspecification
)
ENTITY maths_function
SUPERTYPE OF (ONEOF (affine_function,
linear_function,
general_b_spline_function,
b_spline_basis))
SUBTYPE OF (numeric_function);
domain : maths_space;
range : maths_space;
END_ENTITY;
(*
Attribute definitions

domain: The mathematical space whose members are all the inputs to which this function may properly
be applied.

range: The mathematical space whose members are to be considered possible outputs of this function.
No output of this function (other than “?") may fail to be a member of this space.

NOTE — The values of the domain, parameters and range attributes constrain the roles that an instance of
maths function may fill in other data structures. For most subtypes of functions the domain, parameters and
range attributes are derived. This helps prevent inconsistent instance construction.

14.5.3 affinefunction

This type ofmaths_function represents mathematical affine functions (i.e. linear functions plus trans-
lations). Conceptually, the representation is accomplished by composing the canonical mapping from
ordinary coordinates to homogeneous coordinates with a linear mapping in the space of homogeneous
coordinates.

In other words, the “translation vector” is included in the matrix as an extra column and the input tuple
has a one appended to it before the “matrix multiplication” is carried out.

NOTE - Affine functions include all the “rigid motions” such as translation, rotation, and reflection, as well
as “nonrigid motions” such as rescaling, projection and shearing.

161



ISO/WD 10303-107

EXPRESSspecification
)
ENTITY affine_function
SUBTYPE OF (maths_function);
mat : matrix;
DERIVE
selfimaths_function.domain : maths_space := make_tuple_space (
[the_reals], [mat.shape[2]-1]);
selfimaths_function.range : maths_space := make_tuple space (
[the_reals ], [mat.shape[1]]);

(*
Attribute definitions
mat: The matrix of coefficients of the affine function.

self\maths_function.domain: The inherited domain attribute is derived as a number tuple space with
dimension one less than the number of columns of the matrix.

self\maths_function.range: The inherited range attribute is derived as a number tuple space whose
dimension depends on the number of rows of the matrix.

14.5.4 linearfunction

This type ofmaths_function represents mathematical functions which preserve the vector space opera-
tions of vector addition and scalar multiplication, here applied to number tuples without prejudice as to
what they might or might not represent. Such functions are completely defined by a matrix and a rule for
how the matrix and the input tuple are to be “matrix-multiplied”. The matrix multiplication to be used is
that of multiplying the input tuple considered as a column vector by the matrix on the left.
EXPRESSspecification
%)
ENTITY linear_function

SUBTYPE OF (maths_function);

mat : matrix;
DERIVE

selfimaths_function.domain : maths_space := make_tuple_space (

[the_reals], [mat.shape[2]]);
selfimaths_function.range : maths_space := make_tuple space (
[the_reals ], [mat.shape[1]]);

END_ENTITY;
(*
Attribute definitions
mat: The matrix of coefficients of the linear function.

self\maths_function.domain: The inherited domain attribute is derived as a number tuple space whose
dimension is the number of columns of the matrix.

self\maths_function.range: The inherited range attribute is derived as a number tuple space whose
dimension depends on the number of rows of the matrix.
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14.5.5 hspline_basis

This entity type defines a tuple of B-spline basis functions, usually for use with one of the input variables
of a general B-spline function.

EXPRESSspecification
%)
ENTITY b_spline_basis
SUBTYPE OF (maths_function);
degree : nonnegative;
knots : LIST [2:?] OF REAL;
DERIVE
order : positive := degree + 1,
num_basis : positive := SIZEOF (knots) - order;
selfimaths_function.domain : finite_real_interval :=
derive_b_spline_basis_domain (knots, order, num_basis);
selfimaths_function.range : maths_space :=
make_tuple_space ([the_reals], [num_basis]);
WHERE
basis_consistency : num_basis >= order;
ordered_knots : nondecreasing (knots);
nontrivial_domain : knots[order] < knots[num_basis+1];
END_ENTITY;
(*
Attribute definitions

degree: The degree of the basis functions as piecewise polynomials.

knots: The knot sequence which determines the basis functions.

order: The order of the B-spline representation. Equivalently, the number of free parameters which must
be determined to specify a polynomial segment of one of the B-spline basis functions. (Equivalently, one
more than the degree of the polynomials.)

num_basis: The number of basis functions.

selfymaths_function.domain: The inherited domain attribute is derived from the knot sequence. It
will be the closed real interval whose lower boundists [order ] and whose upper bound knots
[num_basis+ 1].

self\maths_function.parameters: The inherited parameters attribute is derived to be the empty list.

self\maths_function.range: The inherited range attribute is derived to be a real tuple space of dimen-
sionnum_basis

Formal propositions

basisconsistency: The computed number of basis functions in a B-spline basis must be greater than or
equal to the order.

ordered_knots: The knots must be arranged in non-decreasing order.
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nontrivial . domain: The parametric domain is an interval of positive length.

NOTES

1 — Order is more directly useful thadegreein most computations. Similarly, the knot sequence is what is
directly used by the evaluation algorithms, rather than the break points and multiplicities.

2 — Note that no bound is ated on the number of timesaot is repeated. This makes the communication
of general B-spline functions robust under truncation of precision. However, it requires more care than is
customary to handle properly such “B-splines with coalesced knots”.

14.5.6 generalb_spline_function

This entity type represents tensor product B-spline functions with arbitrary numbers of input and output
variables. Depending on the dimension of the coefficient table, the outputs are real numbers or real
tuples.

EXPRESSspecification
%)
ENTITY general_b_spline_function
SUBTYPE OF (maths_function);
basis : LIST [1:?] OF b_spline_basis;
coef : numeric_table;
DERIVE
selfimaths_function.domain : maths_space :=
derive_b_spline_domain (basis);
selfimaths_function.range : maths_space :=
derive_b_spline_range (SIZEOF (basis), coef);
WHERE
consistent_domain_dimension : SIZEOF (basis) <= SIZEOF (coef.shape);
consistent_coef _shape : compare_basis_and_coef (basis, coef);
END_ENTITY;
(*
Attribute definitions

basis: The list of entities defining the B-spline basis functionsdach input variable.

coef: The multi-dimensional table providing the coefficients &ach combination of a tensor product
of basis functions and an elementary output variable.

self\maths_function.domain: The inheritedlomain attribute is derived from the tuple space of the real
intervals of the members bfasis

self\maths_function.range: The inheritedangeattribute is derived from the size of the basis and from
the coefficient table. In brief, if the dimension of the coefficient table is equal to the size of the basis, the
function is real-valued; if the dimension is one greater, the function is real- tuple-valued with tuples of
length equal to the number of subscripts in the last section of the table.

Formal propositions
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consistentdomain_dimension: The size of thebasislist is less than or equal to the dimension of the
coefficient table.

consistentcoef shape: The numbers of basis functions in the list of B- spline bases match one-for-one
with the initial values of the coefficient table shape tuple.

14.6 Entity definitions: mathematical spaces

14.6.1 mathsspace

This supertype includes all the representations for mathematical spaces considered in this schema.

EXPRESSspecification

%)

ENTITY maths_space

SUPERTYPE OF (ONEOF (

elementary_space,
integer_interval,
real_interval,
tuple_space,
aggregate_space));

END_ENTITY;

(*

14.6.2 elementaryspace

This type ofmaths_spaceis used to represent the elementary mathematical spaces identified by the
enumeration typelementary_maths_space

NOTE — The spaces represented are those qurelng to the simple EXPRESS types and the special
EXPRESS typ&ENERIC. The latter effectively represents the entire universe of discourse for this schema.

EXPRESSspecification

%)

ENTITY elementary_space
SUBTYPE OF (maths_space);
id : elementary_maths_space;

END_ENTITY;

(*

Attribute definitions

id: The enumeration item which identifies the space being represented.

14.6.3 integerinterval

This type ofmaths_spacerepresents mathematical spaces which are non-empty, proper, intervals of
integers.

NOTE — The improper interval of integers is the bi-infinite interval of all integers and it is represented as an
instance oklementary_spacewith the attributed having the valuemsintegers
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EXPRESSspecification
)

ENTITY integer_interval
SUPERTYPE OF (ONEOF (
finite_integer_interval,

hibounded_integer_interval,
lobounded_integer_interval))
SUBTYPE OF (maths_space);
END_ENTITY;
(*

14.6.4 finiteinteger.interval

This type ofinteger_interval represents mathematical spaces which are finite intervals of integers.
EXPRESSspecification
)
ENTITY finite_integer_interval
SUBTYPE OF (integer_interval);
size : positive;
lobnd : INTEGER,;
DERIVE
hibnd : INTEGER := lobnd + size - 1;
END_ENTITY;
(*
Attribute definitions

size: The number of integers which are members of the interval.
lobnd: The least integer in the interval.

hibnd: The derived largest integer in the interval.

14.6.5 hiboundedinteger.interval

This type ofinteger_interval represents mathematical spaces which contain all integers less than or
equal to a given integer.

EXPRESSspecification

%)

ENTITY hibounded_integer_interval
SUBTYPE OF (integer_interval);
hibnd : INTEGER,;

END_ENTITY;

(*

Attribute definitions

hibnd: The largest integer in the interval.

EXAMPLE 166 — The space of all negative integers may be representedtig_space() || integer_interval
() || hibounded.integer_interval (-1).
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14.6.6 loboundedinteger.interval

This type ofinteger_interval represents mathematical spaces which contain all integers greater than or
equal to a given integer.

EXPRESSspecification

%)

ENTITY lobounded_integer_interval
SUBTYPE OF (integer_interval);
lobnd : INTEGER,;

END_ENTITY;

(*

Attribute definitions

lobnd: The smallest integer in the interval.

14.6.7 realinterval

This type ofmaths_spacerepresents mathematical spaces which are non-empty, non-trivial, proper in-
tervals of the real numbers.

NOTE — The empty interval, the single point interval, and the bi-infinite real interval (i.e. the improper
interval consisting of all real numbers) are not representable by this type. All other real intervals have a
value-unique representation in this type.

EXPRESSspecification
*)
ENTITY real_interval
SUPERTYPE OF (ONEOF (
finite_real_interval,
hibounded_real_interval,
lobounded_real_interval))
SUBTYPE OF (maths_space);
END_ENTITY;
(*

14.6.8 finitereal_interval

This type ofreal_interval represents mathematical spaces which are intervals of the real numbers having
finite positive length.

NOTE — The finiteness of these intervals is exhibited in their lengths, not the number of members.

EXPRESSspecification

%)

ENTITY finite_real_interval
SUBTYPE OF (real_interval);
lobnd : REAL;
loclosure : open_closed;
hibnd : REAL;
hiclosure : open_closed;

WHERE
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nontrivial : lobnd < hibnd;
END_ENTITY;

(*
Attribute definitions

lobnd: The lower bound of the interval.
loclosure: Indicator for whether the lower bound is excludegén) or included ¢losed in the interval.
hibnd: The upper bound of the interval.

hiclosure: Indicator for whether the upper bound is excludepen) or included €¢losed in the interval.
Formal propositions

nontrivial: The lower bound must be strictly less than the upper bound.

14.6.9 hiboundedreal_interval

This type ofreal_interval represents mathematical spaces which are intervals of real numbers which are
bounded above but not bounded below. That is, it represents intervals which contain all real numbers
either less than, or less than or equal to, a given real number.
EXPRESSspecification
)
ENTITY hibounded_real_interval
SUBTYPE OF (real_interval);
hibnd : REAL;
hiclosure : open_closed;
END_ENTITY;
(*
Attribute definitions

hibnd: The upper bound for the interval.

hiclosure: Indicator for whether the upper bound is excludepen) or included €¢losed in the interval.

14.6.10 loboundedreal_interval

This type ofreal_interval represents mathematical spaces which are intervals of real numbers which are
bounded below but not bounded above. That is, it represents intervals which contain all real numbers
either greater than, or greater than or equal to, a given real number.
EXPRESSspecification
%)
ENTITY lobounded_real_interval
SUBTYPE OF (real_interval);
lobnd : REAL;
loclosure : open_closed;
END_ENTITY;
(*
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Attribute definitions

lobnd: The lower bound for the interval.

loclosure: Indicator for whether the lower bound is excludegén) or included ¢losed in the interval.

14.6.11 tuplespace

This type ofmaths_spacerepresents mathematical spaces which are finite Cartesian products of other
mathematical spaces, which are called factor spaces of the Cartesian product space. The members of
Cartesian product spaces are ordered tuples of members from the corresponding factor spaces.

EXPRESSspecification
)
ENTITY tuple_space
SUBTYPE OF (maths_space);
factors : LIST [0:?] OF maths_space;
exponents : LIST [0:?] OF positive;
WHERE
matching_size : SIZEOF (factors) = SIZEOF (exponents);
consecutives_distinct : consecutive_members_distinct (factors);
END_ENTITY;
(*
Attribute definitions

factors: The list of factor spaces, but with consecutive tijmns of the same factor removed in favour
of using exponents.

exponents: The list of exponents to be applied to the corresponding factor spaces. The exponent value
indicates the number times the factor is repeated.

Formal propositions

matching_size: The size of the list of factors must match the size of the list of exponents.

consecutivedistinct: Consecutive members of the list of factor spaces must be value distinct.
NOTE — Theconsecutiveddistinct rule eliminates one source of redundant representations.

14.6.12 aggregatsspace

This type ofmaths_spacerepresents the mathematical spaces whose membdeX®RESaggregate
values of a given kind aggregating members of a given mathematical space.
EXPRESSspecification
%)
ENTITY aggregate_space
SUBTYPE OF (maths_space);
kind : kind_of aggregate;
memspace : maths_space;
END_ENTITY;
(*
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Attribute definitions

kind: Indicator for the kind of aggregate - array, list, set, bag, or unspecified. The latter corresponds to
the EXPRESS parameter type cl#&88GREGATE OF sometype.

memspace: The representation for the mathematical space corresponding to the base type of the aggre-
gate values which are to be members of the space being represented.

14.7 Function definitions

The definitions below are the functions required by the UoF numeric object entity definitions.

14.7.1 appendtuple spacefactor

This function createstaple_spacenstance by appending another factor space to an exisijg space
instance. If the last factor space in the existing tuple space is the same as the appended factor, the
exponent on the last factor is incremented and the number of factors is unchanged.

EXPRESSspecification

)

FUNCTION append_tuple_space_factor (tsp : tuple_space; fsp : maths_space)
. tuple_space;
LOCAL

n : nonnegative;
nsp : tuple_space;
END_LOCAL;
IF NOT EXISTS (tsp) OR NOT EXISTS (fsp) THEN
RETURN (?);
END_IF;
n := SIZEOF (tsp.factors);
IF n =0 THEN
nsp := make_tuple_space ([fsp], [1]);
ELSE
IF tsp.factors[n] = fsp THEN
nsp := make_tuple_space (tsp.factors, tsp.exponents);

nsp.exponents[n] := nsp.exponents[n] + 1;
ELSE
nsp := make_tuple_space (tsp.factors + fsp, tsp.exponents + 1);
END_IF;
END_IF;

RETURN (nsp);
END_FUNCTION;

(*
Argument definitions

tsp: (input) The tuple space to which a power of a factor space is to be appended.

fsp: (input) The mathematical space serving as the appended factor space.
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return: (output) A new instance dfiple space is constructed with the indicated factor space appended
to the input tuple space.

14.7.2 comparebasisand_coef

This function verifies the consistency of thasisandcoefattributes in a general B-spline function. In
particular, it verifies that the dimension of the coefficient table is at least as great as the number of B-
spline bases and that the numbers of basis functions in each B-spline bagimatches the numbers

of subscripts in the corresponding dimension of the coefficient table.

EXPRESSspecification
*)
FUNCTION compare_basis_and_coef (basis : LIST [1:?] OF b_spline_basis;
coef : numeric_table) : BOOLEAN;
IF NOT EXISTS (basis) OR NOT EXISTS (coef) THEN
RETURN (FALSE);
END_IF;
IF SIZEOF (coef.shape) < SIZEOF (basis) THEN
RETURN (FALSE);
END_IF;
REPEAT j := 1 TO SIZEOF (basis);
IF (basis[j].num_basis = coef.shape[j]) <> TRUE THEN
RETURN (FALSE);
END_IF;
END_REPEAT,
RETURN (TRUE);
END_FUNCTION;
(*
Argument definitions

basis: (input) The list of B-spline basis entity instances.
coef: (input) The coefficient table function.

return: (output) A BOOLEAN value which is TRUE if the numbers of basis functions in the input B-
spline bases and the numbers of subscripts in the corresponding dimensions of the coefficient table all
match.

14.7.3 deriveb_spline basisdomain

This function creates the finite real interval representing the valid domain for a B-spline basis.

EXPRESSspecification
)
FUNCTION derive_b_spline_basis_domain (knots : real_tuple;
order, num_basis : positive) : finite_real_interval;
IF (NOT EXISTS (knots)) OR (NOT EXISTS (order)) OR
(NOT EXISTS (num_basis)) THEN
RETURN (?);
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END_IF;

IF (order > num_basis) OR ((num_basis + order) > SIZEOF (knots)) THEN
RETURN (?);

END_IF;

IF (NOT EXISTS (knots[order])) OR (NOT EXISTS (knots[num_basis+1])) OR
(knots[order] >= knots[num_basis+1]) THEN
RETURN (?);
END_IF;
RETURN (make_finite_real_interval(knotsf[order], closed, knots[num_basis+1],
closed));
END_FUNCTION;
(*
Argument definitions

knots: (input) The knot sequence in nondecreasing order which defines the B-spline basis functions.
order: (input) The order, which is the degree plus one, of the B-spline basis.
num_basis: (input) The number of basis functions in the B-spline basis.

return: (output) The domain space obaspline_basiswith the indicated attributes.

14.7.4 deriveb_spline.domain

This function derives thmaths_spacevalue representing the Cartesian product of closed intervals which
is the natural domain of a general B-spline function. Each interval is derived from the knot sequence of
the corresponding B-spline basis entity and runs from dinée)th knot to the Gum _basist1)th knot.

EXPRESSspecification
)
FUNCTION derive_b_spline_domain (basis : LIST [1:?] OF b_spline_basis)
. tuple_space;
LOCAL
bxsp : tuple_space;
END_LOCAL;
IF NOT EXISTS (basis) THEN
RETURN (?);
END_IF;
bxsp := make_tuple_space ([], [1);
REPEAT j:= 1 TO SIZEOF (basis);
IF NOT EXISTS (basis[j)) THEN
RETURN (?);
END_IF;
bxsp := append_tuple_space factor (bxsp, derive_b_spline_basis_domain
(basis]j].knots, basis[j].order, basis[j].num_basis));
END_REPEAT,
RETURN (bxsp);
END_FUNCTION;
(*
Argument definitions
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basis: (input) The list of B-spline basis entity instances used by the general B-spline function.

return: (output) The domain space ofg@neralb_spline_function with the indicated B-spline bases.

14.7.5 deriveb_spline_range

This function derives the value for the inherited range attribute of a general B-spline function from the
input dimension and the coefficient table. If the input dimension matches the dimension of the coefficient
table, then the range is that of the coefficient table. If the input dimension is not that of the coefficient
table an unknown value is returned.

EXPRESSspecification
*)
FUNCTION derive_b_spline_range (indim : positive; coef : numeric_table)
: maths_space;
LOCAL
coefdim : positive;
oshape : positive_tuple;
dom : tuple_space;
sp : maths_space;
END_LOCAL;
IF NOT EXISTS (indim) OR NOT EXISTS (coefy THEN
RETURN (?);
END_IF;
coefdim := SIZEOF (coef.shape);
IF indim > coefdim THEN
RETURN (?);
END_IF;
IF indim = coefdim THEN
RETURN (coef.range);
END_IF;
RETURN (?);
END_FUNCTION;
(*
Argument definitions

indim: (input) The input dimension (i.e. dimension of the domain) of the general B-spline function.
coef: (input) The coefficient array of the general B-spline function.

return: (output) The range space ofy@neralb_spline_function with the indicated attributes.

14.7.6 maketuple_space

This function constructs an instancetaple_spacewith the specified list of factors and list of corre-
sponding exponents.

EXPRESSspecification
)
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FUNCTION make_tuple_space (facs: LIST OF maths_space; exps : LIST OF positive)
. tuple_space;
RETURN (maths_space () || tuple_space (facs, exps));

END_FUNCTION;

(*

Argument definitions

facs: (input) The list of factor spaces.
exps: (input) The list of corresponding exponents (or repetition counts).

return: (output) A new instance dtiple_spacewith the indicated attributes.

14.7.7 makefinite real_interval

This function constructs an instancefisfite_real_interval with the specified bounds and closures.

EXPRESSspecification
*)
FUNCTION make_finite_real_interval (lob : REAL; loclos : open_closed,;
hib : REAL; hiclos :open_closed) : finite_real_interval;
RETURN (maths_space () || real_interval () ||
finite_real _interval (lob, loclos, hib, hiclos));
END_FUNCTION;
(*
Argument definitions

lob: (input) The lower bound of the finite real interval.

loclos: (input) Indicator for whether the lower bound is excludepdn) or included ¢losed in the finite
real interval.

hib: (input) The upper bound of the finite real interval.

hiclos: (input) Indicator for whether the upper bound is excludepef) or included €losed in the
finite real interval.

return: (output) A new instance dinite_integer_interval with the indicated attributes.

14.7.8 nondecreasing

This function determines whether or not a list of real values is in nondecreasing order.

EXPRESSspecification
*)
FUNCTION nondecreasing (Ir : LIST OF REAL) : BOOLEAN;
IF NOT EXISTS (I) THEN
RETURN (FALSE);
END_IF;
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REPEAT j := 2 TO SIZEOF (Ir);
IF Ir[j] < Ifi-1] THEN
RETURN (FALSE);
END_IF;
END_REPEAT,
RETURN (TRUE);
END_FUNCTION;
(*
Argument definitions

Ir: (input) The list of real values to be tested.

return: (output) ABOOLEAN value which is TRUE if the members of the input list are in nondecreas-
ing order.
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15 Grid numeric function UoF

15.1 Introduction

The grid numeric function UoF addresses numeric functions that have a domain derived from a grid.
These functions are used to describe property variation within a continuous space that has been divided
into cells.

Figure 28 contain an EXPRESS-G diagram of the entities in the grid numeric function UoF.

15.2 Fundamental concepts and assumptions

A grid _numeric_function has a domain and range just like any other type of function. A grid numeric
function is a special case because:

— the domain of the function is derived from its grid;

— the ordering and interpretation of the control values depends upon its grid.

In the information model at present, the range afréd _numeric_function is not explicitly specified.
Instead, the range must be deduced fromrneric_spacethat contains the control values. Perhaps
this is shoddy and should be improved.

A grid _numeric_function can be:

discrete: In this case, the domain of tlggid _numeric_function corresponds to the vertices of the
grid.

continuous: In this case, the domain of thigid _numeric_function corresponds to the cells of the
grid. For each cell, basis functions specify how control values are interpolated or extrapolated.

A continuouggrid _numeric_function can be:

vertex based: In this case, a single control value is set for each vertex in the grid. The discreti-
sation points for the cells are at the cell vertices, so that the same control value is used for all
cells connected to a vertex.

cell based: In this case, a separate set of control values is specified for each cell. The discreti-
sation points for a cell can be either at the cell vertices or interior to the cell. If the discretisation
points for a cell are at the cell vertices, then each grid vertex has a separate control value for
each cell connected to it.
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Figure 28 — Grid numeric function UoF EXPRESS-G diagram 1 of 1
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15.3 Entity definitions: grid numeric function

15.3.1 gridnumeric_function

A grid _numeric_function is anumeric_function that has a domain derived from the implicit parame-
terisation of agrid.

A domain is derived from a grid as follows:
a) the cells of a grid have an order;

b) each cell of a grid has a classified shape;
c) acell of a classified shape has an implicit parameter space;

d) the domain of the function is the array of parameter spaces corresponding to the cells in the grid.

EXPRESSspecification
*)
ENTITY grid _numeric _function
SUPERTYPE OF (ONEOF(
discrete _grid _numeric _function,
continuous _grid _numeric _function))
SUBTYPE OF (numeric _function);
grid _for _domain : grid;
control _values : numeric  _array;
ENDENTITY;
(*
Attribute definitions

grid _for _domain: The grid that specifies the domain of the function.

control values: The values within the range of the function that are either the values of the function at
the vertices of the grid, or the control values for the function used to defined the interpolation within the
cells of the grid.

The way in which the control values are interpreted depends upon the subgruk ofimeric_function.
The order of the controvalues is derived from the grid.

15.3.2 discretegrid _numeric_function

A discrete_grid _-numeric_function is agrid _-numeric_function that has a domain consisting of the ver-
tices of its grid.

In this case, theontrol _valuesare the values of the function at the vertices ofghd. The order of the
control _valuesis defined by therid.

EXPRESSspecification

)

ENTITY discrete _grid _numeric _function

178



ISO/WD 10303-107

SUBTYPE OF (grid _numeric _function);
ENDENTITY;

(*

15.3.3 continuousgrid _numeric_function

A continuous.grid _numeric_function is agrid _-numeric_function that has a domain consisting of the
cells of the grid.

The grid for acontinuous grid _numeric_function cannot consist of instances pbint_property that
are the grid vertices.

EXPRESSspecification

)

ENTITY continuous _grid _numeric _function

SUBTYPE OF (grid -numeric _function);

basis . grid _numeric _function _basis;
cell _or _vertex : BOOLEAN;
ENDENTITY;

(*
Attribute definitions

basis: The templatenumeric_function that defines the interpolation or extrapolation used within a sin-
glecell.

cell_or_vertex: A cell_or_vertexindicates whether the control values for ttmatinuous grid _numeric_-
function are specified at the vertices of thed or at a separate set of discretisation points for eath

The value otcell_or_vertex s as follows:
.TRUE.: control values are specified at separate discretisation points foccetich
.FALSE.: control values are specified at ted vertices.

The value ofcell_or_vertex shall be .TRUE. if the discretisation points specifieddsid _-numeric._-
function_basisare not at the cell vertices.

The value ofcell_or_vertex may be either .TRUE. or .FALSE. if the discretisation points specified by
grid _numeric_function_basisare at thecell vertices.

15.3.4 gridnumeric_function basis

A grid _numeric_function_basisis a typical or templat@umeric_function that defines the form of a
continuous_grid _numeric_function within a singlecell. It defines the method for interpolating or ex-
trapolating numeric values within a singtell, and the number and positions of the discretisation points
within thecell.

EXPRESSspecification
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*)
ENTITY grid _numeric _function _basis
SUBTYPE OF (numeric _function);

order . OPTIONAL INTEGER;
interpolation _rule . interpolation _type;
location  _description : OPTIONAL point _selection;
layer _location _description : OPTIONAL layer _selection;
location  _list . OPTIONAL numeric _array;

ENDENTITY;

(*

Attribute definitions

order: Theorder indicates the particular interpolation rule within the family of rules indicatethby
terpolation _rule. Theorder is the number of control points necessary for interpolation or extrapolation
in one dimension.

NOTES

1 - A constant interpolation hasder 1, and a linear interpolation hasder 2.
2 — Theorder of the interpolation function is equal to the degree of the interpolation function + 1.
It is not necessary to specify tloeder if the interpolation _rule is ‘constant’.

interpolation rule: Theinterpolation _rule indicates a family of rules or algorithms for interpolating
between, or extrapolating from, numeric values.

NOTE 3 — Values ofnterpolation _rule include ‘constant’, ‘Lagrangian’, and ‘serendipity’.

location_description: Thelocation_description indicates that the pattern of discretisation points within
the parameter space of the cell has a pre-defined form and that the points have a pre-defined order.

An order for the discretisation points is specified for each of the enumerated val@isiotelection
A grid _numeric_function _basisspecified docation_description or alocation_list or both.

NOTE 4 — Values ofocation_description include ‘centroid’, ‘cellvertices’, and ‘Gausgoints’.

layer_location_description: Thelayer_location_description indicates that the pattern of discretisation
points within the through thickness parameter space of a cell has a pre-defined form.

A grid _numeric_function_basismay specify dayer_location_description or alocation_list or both.

NOTE 5 — Values ofocation_description include ‘top’, ‘middle’, and ‘bottom’.

location list: Thelocation_list specifies the discretisation points within the parameter space oéthe
and the order in which the control values are specified.
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The parameter space ofcall depends upon the topological dimension and shapeceflaand is pre-
defined in ISO 10303 part 104 for each topological dimension and shape.
The through thickness parameter space is such that 1.0 is at the top and -1.0 is at the bottom.

consistentlocation_specifications: If both alocation_description and alocation_list are speci-
fied, then the order and positions of the points inlteation_list shall be identical to the order and
positions specified for the enumerated valuécation_description.

The typenterpolation type and the entitiepoint_selectionandlayer_selectionare points of integra-
tion with 1ISO 10303-104
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Annex A
(informative)

Application Activity Model (AAM)

The application activity model (AAM) is provided as an aid in understanding the scope and information
requirements defined in this part of ISO 10303. The model is presented as a set of activity figures that
contain the activity diagrams and a set of definitions of the activities and of the information that is passed
between them.

The intent of this application activity model is to depict the use and exchange of material, design and
analysis data in support of product definition during the design and analysis part of the product life cycle.

NOTE — This AAM has been based on the AAMs in ISO 10303 Parts 214, 209 and the AP for Technical
Data Packages (Part 232). The AAMs in these Parts have been reduced in scopeasesary to restrict

the resulting AAM to engineering design and analysis processes. In contrast these ARMs have been expanded
to include the generation and use materials data.

A.1 Application activity model definitions and abbreviations
The following terms are used in the application activity model. Terms marked with an asterisk (*) are

outside the scope of this part of ISO 10303. Terms marked with an asterisk dagjgare(partially
within the scope of this part of ISO 10303.

The definitions given in this annex do not supersede the definitions given in the main body of the text.
A.1.1 Abstract idealised geometry:

use a CAD system to modify design geometry to make it suitable for input to an engineering analysis
package.

A.1.2 Analysis and test plan:

a description of the analyses and testing which will be performed on the product design. This willinclude
the objectives of the analyses and selection of analysis types.

A.1.3 Analysis and test results:

the reduced results from product analyses and tests performed as part of the design process, including a
record of the decisions made during the analysis process.

A.1.4 Analysis controls:

the additional information attached to a discretised model and environment which is necessary to run an
analysis.

NOTE — This would normally include output requests and analysis procedure controls.
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A.1.5 Analysis model:

a description of the behaviour of a material object or assembly of material objects in a form suitable for
analysis software.

NOTE — The description may include descriptions of the shape of the material object or objects and descrip-
tions of properties which determine their behaviour such as elasticity.

A.1.6 Analysis output data:

the field variable values and various output matrices that result from an engineering analysis.

A.1.7 Analysis results:

the analysis output data combined with information about the activity that is analysed, the purpose of the
analysis and a record of the decisions made during the analysis.

NOTE — The analysis results constitute the predicted behaviour of the material object.

A.1.8 Approvals *{:

appropriate authorisation for release or status raising.
NOTE — The initial approval to begin the project would be included as a type of approval.

A.1.9 Approved values :
material properties of a typical batch or part, with approval status, resulting from a data reduction process

on multiple tests on multiple batches or parts intended for use in the design and analysis of a material
object.

NOTE — These include statistical variations, uncertainties in measurement etc. These values are also often
used to include safety factors.

A.1.10 Assess results:

the process of assessing analysis and/or test results against validation requirements which either results
in a design approval or a request for change.

A.1.11 Assign factors of safety/damage tolerance allowables:

assign acceptable factors of safety, diligband damage tolerance allowables to a discretised model.

A.1.12 Batch of material object *:

a batch of material or a particular material object.
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A.1.13 Batch or material object definition:

administrative and technical information about a stock material or material object from which a test
specimen is manufactured.

A.1.14 Boundary constraints and releases:

the constraints and releases applied to a discretised model to simulate the presence of connecting structure
and/or mountings/attachments.

A.1.15 Build component part list:

the process of building a list of the parts that make up a particular component.

A.1.16 Complete analysis input:

all the information needed to perform an analysis.

NOTE — This information could typically include discretised model, discretised environment, output selec-
tion, mathematical model, information to control the analysis steps and a record of the decisions made during
the analysis process.

A.1.17 Component design change requests:

modification requests relating to the design of a component.

A.1.18 Component design R and O:

the requirements and objectives for the design of a component which have been passed down from the
design requirements and constraints place on the whole product.

A.1.19 Component models and drawings:

the models and drawings which make up the design data relating to a component.

A.1.20 Component part list data:

the list of parts which make up a component of the whole assembly.

A.1.21 Componenttest R and O:

the descriptions of the objectives and requirements for testing the component which have been passed
down from those related to the testing of the whole product.
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A.1.22 Conceptual functional requirements *:

a preliminary design of the functions which are to be provided by the product.

A.1.23 Conduct component and system design and analysis:

the whole process of design and analysis of a component of the product.

A.1.24 Conduct detail analyses:

the process of performing detail engineering analyses on a design of a material object.

A.1.25 Conduct detail assembly design:

the process of collecting component design data and producing a detail design of the whole product.

A.1.26 Conduct initial component analysis:

the simple analysis which is performed on an interim design of a component during the course of that
design.

A.1.27 Conduct initial whole system analysis:

the preliminary analysis which is performed on an interim design of a product during the course of that
design.

A.1.28 Conduct preliminary whole system and process design and analy-
Sis:

the initial design and analysis of the whole system and process including the definition of component
specifications.

A.1.29 Conduct preliminary whole system design:

the preliminary design of a whole system.

A.1.30 Conduct product design, analysis and assessment:

the whole process of designing and analysing a product including the assessment of the design and
analysis in order to produce an accepted product design.
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A.1.31 Create and document results database:

populate a database with the results of engineering analyses together with references back to the analysis
and design data.

A.1.32 Create discretised model:

the process of producing a discretised model which is suitable for input to an engineering analysis pack-
age from design geometry

NOTE — The discretised model may be a direct definition or a mathematical model based on design values.

A.1.33 Data reduction methodology:

the description of the methodology used to reduce the data.
NOTE — This will include reference to standards used for data reduction.

A.1.34 Define analysis controls:

definition of the information which will control the analysis output and the analysis procedure itself.

A.1.35 Define component specifications:

the process of defining component test and design objectives and requirements based on preliminary
design and analysis of the whole product.

A.1.36 Define material specifications:

the process of defining material specifications based on reduced materials test data.

A.1.37 Define mathematical model:

the specification of the mathematical equations which are to be used as the basis for the analysis program.

A.1.38 Define properties of representative materials:

the process of predicting the properties of typical material objects based on reduced materials test data,
and intended for use in design and analysis.

A.1.39 Delivered product:

the manufactured material object which is delivered to the customer.
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A.1.40 Design requirements and objectives:

the performance attributes that the whole product design must satisfy.

A.1.41 Design values:

The values for a property, include both a maximum and minimum if necessary, together with a quality
value which are designed to be used at a particular stage in a design cycle.

A.1.42 Design, analyse and test a product:

the whole cycle of product design, analysis, testing and assessment which results in a certified product
design and specifications for the manufacture, use and disposal of a product.

NOTE — This includes using and managing material property data.

A.1.43 Detail assembly design data:

all the models, drawings and parts lists that describe a product or assembly of material objects.

A.1.44 Detail component design data:

all the models, drawings and parts lists that describe a component of a product.

A.1.45 Develop and manage material property information:

the process of generating material property information and making it available in a form suitable for use
in engineering design and analysis.

A.1.46 Develop test plan:

the process of developing a detailed plan of testing based on relevant standards, for the generation of
materials information.

A.1.47 Develop test plan:

develop a detailed plan of testing based on relevant standards.

A.1.48 Discretised environment:

a discretised model of the loads and constraints that act on the intended product which is suitable to be
applied to the discretised analysis model and used as input to the analysis.
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A.1.49 Discretised model:

a discretised model of the intended product, suitable for input to an engineering analysis package.
NOTE — Examples of a discretised model include finite element, finite difference or finite volume models.

A.1.50 Disposal records *:

information which records the disposal activity intended for upon a material object.

NOTE - This information includes dis-assembly and disposal problems which can be input to a re-design of
a material object.

A.1.51 Disposal specification *:

the specification of a disposal activity.

NOTE — This information includes the specification of how an assembly can be reduced to component parts
and how component parts shall be recycled or stored in order to comply with environmental regulations.

A.1.52 Dispose of an actual product *:

the processing of a material object into stock material or parts that can be recycled as input into manu-
facturing activities or stored in safety.

A.1.53 Environment model:

a discrete model of the loads and constraints which will apply to the analysis to be performed.

A.1.54 Expended or obsolete product*:

a product which has come to the end of its useful life.

A.1.55 Field and maintenance changes and revision history:

the reviewed field/maintenance changes that result from in-field use of the product and the history of
these changes.

A.1.56 Generate analysis procedure controls:

define the information necessary to drive and control the analysis based on the analysis test plan.

A.1.57 Generate and assign discrete attributes:

assign discrete geometrical and material attributes to a mathematical model used for analysis.
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A.1.58 Generate and assign load sets and combinations:

assign discrete loadings that approximate the forces, temperatures, displacements and other loads acting
on the product and request the combination of load sets to approximate complicated loading conditions
from simpler loading components.

A.1.59 Generate and assign output requests:

the process of defining the information needed by the analysis package which stipulates which results
are output from the analysis to be performed.

A.1.60 Generate design values:

the generation of design values which will be used as failure criteria during the design and analysis.

A.1.61 Generate environment model:

generate, set and assign analysis environment data such as boundary constraints, loads, factors of safety.

A.1.62 Generate response models:

generate a discrete geometric approximation of the material object.

A.1.63 Geometry suitable for discretising:

geometry which may have been simplified, defeatured or in any other way processed to make it appro-
priate for input to a mesh generator or other analysis pre-processor.

A.1.64 Idealisation methodology:

the methods and equations which will be used to idealise the problem for use in a particular analysis
package.

A.1.65 Idealise and discretise environment:

the process of simplifying and discretising the environment operating on the intended material object to
make it suitable for applying to the discretised model of the object for the purposes of an analysis.

A.1.66 Input, fix and modify geometry from CAD system:

the process of importing geometry from a CAD system and then repairing any problems with that geom-
etry.

189



ISO/WD 10303-107

A.1.67 Interpret results:

reduce data from multiple tests, as per standard requirements, compare against allowables and present in
an acceptable format for subsequent use.

A.1.68 Lifecycle history *:

all the records generated during manufacturing, operation and disposal stages of a product’s lifecycle.

A.1.69 Lifecycle specifications*:

all the specifications needed during the manufacturing, operation and disposal stages of a product’s
lifecycle.

A.1.70 Load sets and combinations:

these provide a complete set of loads data.
NOTE — There may be one or more sets of combinations of loads in a given engineering analysis.

A.1.71 Maintain and use an actual product *:

the process of using a manufactured product in an operational process.

A.1.72 Maintain material object records:

the process of storing and keeping records of material object data and test data in a manner which enables
various materials and process data to be extracted as required.

A.1.73 Manage material property information:

the management of material property information by storing it in a form whereby searches can be made
and information retrieved, as in a database.

A.1.74 Managed materials data:

all the materials information generated by testing and evaluation which is available to the engineering
design and analysis process in a searchable form.

A.1.75 Manufacture an actual product for in-service use *:

the manufacture of a material object that is intended for use.
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NOTE — This activity can manufacture many material objects for use from the same manufacturing specifi-
cation.

NOTE — A manufactured material object can be a simple component, such as arivet, or a complex assembly,
such as a complete aircraft.

A.1.76 Manufacture and condition test specimen:

the process of manufacturing a test specimen (also known as a test coupon) from stock material in order
to perform a test upon it.

A.1.77 Manufacture product or prototype:

the process of making an actual product or a prototype of a product which is to be used for performing a
test upon it.

A.1.78 Manufacture, use and dispose of an actual product*:

the manufacturing of a material object, its in-service use, and its disposal.
NOTE — These activities take place once the design of a material object has been complete.

A.1.79 Manufacturing records *:

this information records the manufacturing activity performed upon a physical object, and includes:

— the identification of input stock material and component parts;

— dates and times of manufacturing processes, and records of the tools used and their operational
parameters or settings;

— results of tests performed upon the manufacturing problems which can be input to a re-design of a
material object.

This information includes manufacturing problems which can be input to a re-design of a material object.

A.1.80 Manufacturing specification *:

this information is the specification of a manufacturing activity, and includes:

— the specification of input stock materials and component parts;

— the specification of the processes performed on the inputs, the tools used and their operational pa-
rameters or settings (including NC data);

— the specification of the testing procedures to be followed to ensure quality of the manufactured
material objects.
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A.1.81 Material object specifications:

the methodology for producing and processing a material object.

A.1.82 Material specifications:

standard specifications of required material properties.

A.1.83 Material test plan:

the specification of a test to be performed on a material object, based on or including the relevant stan-
dards for the purposes of generating materials information.

NOTE — This includes the specification of the manufacture and conditioning of the test specimen.

A.1.84 Materials information:

all the information which is generated about a material product during its testing including audit trails
and processing information.

A.1.85 Mathematical model:

the mathematical equations which are used by the analysis package to model the behaviour of the product.

A.1.86 Mathematical model factors:

the 'fudge’ factors that are input to analysis software, in particular to Computational Fluid Dynamics
packages, that modify the description of the behaviour modelled in the analysis. These factors are chosen
by comparing test results with the output from the analysis package.

A.1.87 Measured data and test information:

all the test data and test condition information which is to be archived for future use.

A.1.88 Operating environment:

all the physical constraints which will have impact upon the design of the product including any boundary
conditions and the space envelope available.

A.1.89 Operating records *:

this information records the service that is provided by a material object. It includes operating and
maintenance problems which can be input to a re-design of a material object.
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NOTE - Information about radioactive, chemical or biological contamination will determine the nature of
the activity 'dispose of material object’.

A.1.90 Operating specification *:

this information is the specification of a service for which a material object has been designed, or for
which it has been approved.

A.1.91 Output control requests:

instructions to the analysis package with regard to which results should be output from the analysis to be
performed.

A.1.92 Partially stressed model:

processed results from a previous analysis which include stresses that act on the analysis model and that
are to be used as input for another analysis.

NOTE — This process is sometimes called ‘sub-modelling’.

A.1.93 Perform analysis:
perform a finite element, finite difference, finite volume, boundary element or other engineering analysis

of the material object by submitting the analysis model, together with the environment and controls, for
analysis by the appropriate application.

A.1.94 Perform control systems analysis:

conduct an control systems analysis of the material object by submitting the analysis model, together
with the environment and controls to a control systems analysis package.

A.1.95 Perform electromagnetic analysis:

conduct an electromagnetic analysis of the material object by submitting the analysis model, together
with the environment and controls to an electromagnetic analysis package.

A.1.96 Perform CFD analysis:

conduct a Computational Fluid Dynamics analysis of the material object by submitting the analysis
model, together with the environment and controls to a CFD package.
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A.1.97 Perform kinematic analysis:

conduct a kinematic analysis of the material object by submitting the analysis model, together with the
environment and controls to a kinematic analysis package.

A.1.98 Perform optical analysis:

conduct an optical analysis of the material object by submitting the analysis model, together with the
environment and controls to an optical analysis package.

A.1.99 Perform structural analysis:

conduct a structural analysis of the material object, including static and dynamic analysis, by submitting
the analysis model, together with the environment and controls to a structural analysis package.

A.1.100 Perform test:

the activity of performing a test on a specimen of a material object to determine its material properties.

A.1.101 Performtestrun:

the activity of performing a test on a prototype of a material object in order to measure its response.

A.1.102 Performthermal analysis:

conduct a thermal analysis by submitting the analysis model, together with its environment and controls
to a thermal analysis package.

A.1.103 Plan analyses and testing:

plan which analyses and testing will be performed upon the product design to determine its predicted
and measured behaviours.

A.1.104 Predicted environment:

information which is to be used as an environment for an analysis which has been generated as a result
of a physical test.

A.1.105 Prepare component models and drawings:

produce detailed drawings and CAD models for a component of the product.
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A.1.106 Previous relevant design historieg*

design data from previous designs of similar products or products which have some relevance for the
current product.

A.1.107 Procure and test material object:

the procurement and testing of stock material or standard parts to generate test results.

A.1.108 Procure material object:

the procurement and testing of either stock material or a standard part to generate test results.

A.1.109 Product design acceptance:

the approval of a product design indicating that it is accepted for manufacture or for use in a particular
usage scenario.

A.1.110 Product design and test data:

all design and test data generated about a product including detail designs and conceptual models.

A.1.111 Product design data:

add design data generated about a product including detail designs and conceptual models.

A.1.112 Product or prototype for testing:

a manufactured product or prototype material object which has been produced for testing.

NOTE — The measurements made during the tests are used to predict the behaviour of material objects that
are intended to be manufactured in the future.

A.1.113 Raw testrun results:

the raw test results produced by a test run, together with a description of the environment for that run.

A.1.114 Recommended changes:

design change orders resulting from assessment of analysis and/or testing of a product.

NOTE — A product may be either intended or actual.
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A.1.115 Recycled or waste product *:

the final products of a disposal activity resulting in material which may be re-used as stock material or
waste material which may be safely stored.

A.1.116 Reduce and evaluate data:

the production of useful data from raw test data by removal of spurious data, smoothing, averaging and
other techniques.

A.1.117 Reduce data:

the process of reducing test data from one or more tests for a specific batch of material. This may be
achieved by averaging or smoothing processes.

A.1.118 Reduced material data:

material properties of a specific batch or part, resulting from a data reduction process on multiple tests
on a single batch or part including administrative data.

A.1.119 Reduced test data:

the results of observations of measurements of a material object, on its own or as part of an assembly
including information about the conditions under which the test was performed.

NOTE — This information constitutes the measured behaviour of the material object.

A.1.120 Select material:

the process of selection of materials to be used in the design of the component.

A.1.121 Selected material:

the materials selected for use in the design of the component.

A.1.122 Set and assign boundary conditions and loads:

set and assign boundary constraints and releases that approximate the support and/or symmetry boundary
conditions for the analysis of the material object.

A.1.123 Simplified design geometry:

design geometry which had been defeatured or otherwise modified to be suitable for input to an engi-
neering analysis package.
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A.1.124 Specification, design, analysis, test, manufacture, use and dis-
posal of a product *}:

the whole lifecycle of a product.

A.1.125 Specify conceptual functional requirements* :

the process of defining the requirement specification of the product and the system parameters which
constrain the initial design of a product. This will often be performed by the customer of the product.

A.1.126 Specify product requirements and objectives *:

the process of defining the critical performance characteristics of the product.

A.1.127 Specify functional design and physical interfaces*:

the process of specifying the operating environment, the test objectives and requirements and the design
objectives and requirements of a product concept.

A.1.128 Specify material requirements and physical architecture*:

the process of defining the space and physical attributes and constraints which will apply to the design
of the product. For example, space envelope and weight limit.

A.1.129 Staff and tools *%:

the staff and tools, including testing machines and computer software, that are used by the customer, its
contractors and materials suppliers.

A.1.130 Standards *:

the international, national and company standards which apply to the design and analysis of a material
object and to the generation and use of materials information.

A.1.131 Stock material and component parts #:

crude unprocessed or partially processed material used as a feedstock for a processing operation and the
as-built parts which are procured from an associate or subcontractor.
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A.1.132 Supplier records *:

the supplier provided information about procured as-built parts and crude unprocessed or partially pro-
cessed material used as a feedstock for a processing operation. This includes the drawings and material
information such as the source stock and source properties.

A.1.133 System and component test objectives and requirements:

the objectives and requirements of the tests which will be applied to the whole system and its components.

A.1.134 System design:

the preliminary design, including drawings and models, of the whole system or product

A.1.135 System design change requests:

requests for modification to the design of the overall system.

A.1.136 System test objectives and requirements*

the objectives and requirements of the tests which will be applied to the whole system.

A.1.137 Test condition records:

all the information about the conditions under which a test was performed.

A.1.138 Test plan:

the specification of a test to be performed on a material object, based on or including the relevant stan-
dards.

NOTE — This includes the specification of the manufacture and conditioning of the test specimen.

A.1.139 Test product:

a test to determine the measured behaviour of the product design.

A.1.140 Testresults:

the raw test results produced by a material test, together with a description of the environment for that
test run.
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A.1.141 Test speciment:

a material object that is subjected to test.

NOTE — a small material object that has been manufactured specially for testing can be called a 'coupon’.

A.1.142 Test specimen definition:

administrative and technical information from the appropriate test standard, about a test specimen, in-
cluding its identification, description and process.

A.1.143 \erify product design:

the process of analysing and testing an interim design of a material object including assessing the results
against requirements and either issuing the design as a certified design or generating design change
orders.

A.2 Application activity model diagrams

The application activity model is given in figures A.1 to A.18. The diagrams use IDEFO function mod-
elling.

An activity or data flow which is out of scope is marked with a dashed box or a dashed line, respectively.
A flow of actual material objects rather than of information is marked with a thick line.

199



00¢

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 31 DRAFT
RECOMMENDED Top
NOTES: 12345678910 PUBLICATION
Approvals *#
Previous relevant
design histories *# Standards *#
Managed
v .
PP - materials
Specmcatl_on, design, data
Stock o analysis, test,
C;‘;qcpof:]‘:;etr";?s”*# » manufacture, use and
disposal of a product *# product
[ p designand
_ test data
Supplier records *# P
A0 1 Recycled or
@A) P 2 waste product *

Note:

This model is an amalgamation of the previous Application

Activity Models for both the EAM and the MATSEP AP.

Staff and tools *#

This is because there is a large overlap and discrepencies were arising in the two
models. When this model has undergone review and is stable then it will be split into

two models again.

This model was based initially on the AAMs from AP209 and AP214. The current model includes
changes suggested at reviews held at STEP meetings in Toronto Oct 96, Chester Mar 97, San Diego Jun 97, Florence Oct 97

and at meetings of BSI AMT4/3 and BSI AMT4/6.

NODE: a_g TITLE:

NUMBER:

P.1

LOT-E0E0T AMW/OSI



T0C

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 31 DRAFT
RECOMMENDED |
NOTES: 12345678910 PUBLICATION
Previous relevant
design histories *#
System test requirements
and objectives *# Cl1
——————— R Operating
S_pecn‘y o environment
functional design——e
and physical
interfaces *
AL
,,,,,,,,,,,, Product
P.3 design and
Design requirements i broduct desi test data
Stock material and and objectives - aggeutcan:; o 02
component parts *# Design, analyse and test a P
I - product
" p Ol
2 Managed
‘ materials
Supplier records *# data
> . Lifecycle
| ; history *
A2 . ¢ y
Lifecycle R A v._. Recycled or
p.4 specifications ** Manufacture, use waste product *
-and dispose of an
‘ i » O3
» actual product *
Delivered product A,S,‘
L P. 18
Field and maint. changes
and revision history
NODE: a9 TITLE: Specification, design, analysis, test, manufacture, ... ‘NUMBER: dgl P. 2

LOT-E0E0T AMW/OSI



¢0¢c

architecture * -

' Specify detailed:
functional

System test requirements

and objectives *#

—» 01

p: requirements and
objectives * ——— 03

A13 Design requirements
""""""" and objectives

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 31 DRAFT [
RECOMMENDED ]
NOTES: 1234567 89 10 PUBLICATION 0
Field and maint. changes  Specify
and revision history conceptual :
11 » functional ——
-requirements * Conceptual functional
' A1l requirements *
/ ESpecif.y material Operating
requirements - environment
and physical - p O2

NODE: aq TITLE:

Specify functional design and physical interfaces *

LOT-E0E0T AMW/OSI



USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 31 DRAFT O
RECOMMENDED [
NOTES: 1234567809 10 PUBLICATION -
System test requirements . . :
o Design requirements Operating ;
and objectives *# and objectives environment hlJ;(c)):;lS
C3
c2
c1 C5 Previous relevant
design histories *#
Q (o273
Stock material and j
component parts *#
N P P Develop and Managed
¥ manage materia \ materials
12 property data
Supplier recofds *# —> information N Idealisation > O2
A21 + methodology
P.5 ngerate T Recycled or
Ly design values waste product *
A22 > » 04
Design values Product design
acceptance
o3
Conduct product design, )
analysis and assessment _ Lifecycle
\ _ specifications *
3 _ p O5
- A23 » Ol
Delivered product Product
P.8 design and
test data
NODE: a2 TITLE: Design, analyse and test a product NUMBER: g3 P. 4

€0¢

LOT-E0E0T AMW/OSI



¥0¢c

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 31 DRAFT -
RECOMMENDED -
NOTES: 1234567 89 10 PUBLICATION [
System test requirements
and objectives *#
C1 Material object specifications *
Stock material and { - Rtecyrclzdcc;r*
component parts *# waste procu
11 o | Procure and » Ol
12 test mate”al Test condition
h N object records * Batch or
Supplier records *# A211 material object
b 7 definition
13 Test results *
Delivered product
Reduce and
evaluate data
A212
Test specimen P.7
definition 3
Materials Maintain Managed
information *# » material _ materials
object records data
—P —————» 02
A213
NODE: a21 TITLE: Develop and manage material property information NUMBER: dg4 P.5

LOT-E0E0T AMW/OSI



USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 3.1 DRAFT -
RECOMMENDED .
NOTES: 1 23456 7 89 10 PUBLICATION 0
System test requirements Material object specifications *
and objectives *# c2
C1
¢ ‘ Material test plan
Develop
material test <‘
plan
A2111
Batch or
Stock material and material ijgct
. - definition
component parts *# Procure material
. . p 02
11 » object for testing ”
12 '
Supplier records *# —A2112
vV VY Test specimen
Batch or Manufacture definition
. . L
Delivered product material object *# and Cond!tlon p» O5
test specimer|
13 > Recycled or
A2113 waste product *
o1
Perform test J Test results *
. N >
Test specimen *# o4
> - p o3
A2114 "
Test condition
records *
NODE: a211 TITLE: Procure and test material object NUMBER: (g5 P

S0¢

LOT-E0E0T AMW/OSI



90¢

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 3.1 DRAFT _
RECOMMENDED ™
NOTES: 1 23456 7 89 10 PUBLICATION -
Test condition Measured data and
records * test information *
I Reduce /\/
*
2, data .
Test results A2121] ) Data reduction methodology *
» Material
/ specifications
Reduced material Defing
data * material .
specifications
A2122
Define
properties of
representative
° materials
Test specimen A2123
definition
Manage Materials
material information *#
Approved values property L s o
information
A2124
NODE: p212 TITLE: Reduce and evaluate data NUMBER: 46 P

LOT-E0E0T AMW/OSI



Stock material and

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 31 DRAFT -
RECOMMENDED -
NOTES: 12345678910 PUBLICATION -
Design requirements  Previous relevant System test requirements  Lifecycle Operating
and objectives design histories *# and objectives *# history * Design values environment
c2 C6 c3 C5 Cl  ca
¢ Component test
— R andO Lifecycle
Conduct preliminary - specifications *
whole system and p 04
process design and
analysis
A231 System and component
c P.9 s System design e :Zztu(i)r?riceur:/tzs and
omponent design
. R and O ) /\/
f' } Detail component Product
Managed Component design design data design Idealisation
; Conduct
materials change requests data methodology
data component and /
1 process design F » O2
and analysis | 4 . p» O5
System design Detail Product
change requests A232 assembly design and
design data test data
L P. 10
* Conduct . Analysis and
detail Verify product test results
_ assembly design - » 03
Delivered product design Product design
A234
13 l r o33 acceptance
12 P.11 o1

Recycled or

component parts *# Recommended waste product *
changes
NODE: a23 TITLE: Conduct product design, analysis and assessment ‘NUMBER: dg8 P. 8

L0¢

LOT-E0E0T AMW/OSI



80¢

Conduct
initial whole
system
analysis

A2312

\

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 31 DRAFT -
RECOMMENDED J
NOTES: 1234567 89 10 PUBLICATION OO
Design requirements System test requirements  Previous relevant System design
and objectives and objectives *# design histories *# change requests
c2 C4 C3 C1
J Lifecycle
Conduct specifications *
preliminary » 02
whole system
design p O3
A2311

System design

Component test

" R andO
Define
component » Ol
specifications
A2313

Component design
R and O

04

NODE: A231 TITLE:

Conduct preliminary whole system and process design ...

NUMBER:

dg9

LOT-E0E0T AMW/OSI



602

Conduct component and process design and analysis

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 3.1 DRAFT —
RECOMMENDED [ ]
NOTES: 12345678910 PUBLICATION 0o
Comyﬁ)ner;tgesign Previous relevant System design Comé)onzrgtest Lifecycle ~ Component design Design values Lifecycle
an i istories * an i * change requests
design histories *# c3 - history ?31 a c7 specifications *
c2 c5 cé p O1
Managed 1 Component models
materials and drawings
data Select
11 material Prepare Detail component
component / design data
AZ324 models and » O3
drawings p 02
L
Selected A2321 Build I~
material " Idealisation
componen methodology
> part list
A2323
Component v
art list data S
partl Conduct initia
component —
»  analysis
y b p 04
A2322 System design
change requests
NODE: p»32 TITLE: NUMBER:

dgl0

P. 10

LOT-E0E0T AMW/OSI



0T¢

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 31 DRAFT —
RECOMMENDED ]
NOTES: 1 23456 7 89 10 PUBLICATION O m
System and component Operating . . Design values
test objectives and environment Design requirements 9
requirements ca and objectives c2
C1
Analysis and
test plan
testin .
9 Mathematical
A2334
model factors
Product "
design Analysis Analysis and
data Conduct results test results
i detail e o
hd »
—®» analyses
Stock material and > A2331 Reduced test dat
component parts *# P 12 educed test data
: Test produc /\/ Recycled or
13 > - w waste product *
12 > | » O3
Delivered product A2332
’ P.17 Product design
Partially / Z:\E/idrlt():;?gent \ ) Assess |~ acceptance
stressed results ————p 02
Ny 0 Y/
model K‘
A2333 Recommended
changes

NODE: A233 TITLE:

Verify product design

‘NUMBER: dg11 P 11

LOT-E0E0T AMW/OSI



T1¢

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 3.1 DRAFT O
RECOMMENDED -
NOTES: 1 23456 7 89 10 PUBLICATION [
Analysis and Operating
test plan environment
C1l c2
Product \ 4 Analvsi
design nalysis
data Generate model
12 response | ~~
— P o~
models
A23311
Mathematical
Mathematical P.13 v model
model factors Define -
11 y, mathematical
L .
Assigned model Analysis
allowables| A23316 results
Partially —p O1
stressed S 4 ngerate .
model \ » environment Anatlyslls
controls
13 model \p Define
14 A23312 analysis S
Predicted 5 A4 controls
environment ) A23315 Analysis output
P. 16 data
) Perform
iﬁﬁ,‘;‘,’”mem L analysis
Create and
h23313 document
Complgte P. 15 It
analysis results
input database
A23314
NODE: a2331 TITLE: Conduct detail analyses NUMBER:  4g12 P. 12

LOT-E0E0T AMW/OSI



[AX4

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 31 DRAFT =
RECOMMENDED (. EID
NOTES: 1234567809 10 PUBLICATION .
Analysis and Analysis
test plan results
C1 Cc2
Abstract
idealised
~—»  geometry Simplified design
geometry
A233111
Analysis
Geometry suitable model
for discretising 01
Product Input, fix and
design modify geometry
data from CAD systen
11
A233112
Discretised
Create model
discretised
»  model
A233113 Generate and
assign discrete
attributes
A233114
NODE: a23311 TITLE: Generate response models NUMBER:  4g13 P. 13

LOT-E0E0T AMW/OSI



USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: DRAFT ]
O
RECOMMENDED LN
NOTES: 1 23456 7 89 10 PUBLICATION [
Operating
environment
C1l
Discretised
environment
bartial Idealise and
artially . .
stressed ) dlgcretlse
model environment
A233124
13
Boundary constraints
Product and releases Environment
i - model
g:fa'lgn \___p/Set and assign » O2
boundary Load sets
12 conditions and and combinations
loads
14 A233121
Predicted
environment v
Generate and
assign load sets
and
11 i i :
combinations
_ Assign factors Assigned
Analysis A233122 N > of allowables
model safety/damage > Ol
tolerance
allowables
A233123
NODE: a23312 TITLE: Generate environment model NUMBER:

dgl4

P. 14

€T¢

LOT-E0E0T AMW/OSI



vic

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 31 DRAFT O
-
RECOMMENDED o
NOTES: 12345678910 PUBLICATION -
Complete
analysis Analysis output
input Perform data
> structural analysis o~ p O1
A233131
Perform fluid flow
N~ dynamics analysis
A233132
Perform thermal
N analysis
A233133
Perform
p electromagnetic
analys!?zaalm
Perform optical
analysis
A233135
Perform control Predicted
systems analysis environment
Note: the activites on this A233136 —p 02
page may be performed
separately or together Perform kinematic
with one of the other . VS
. J
activities. L ana ySIS
A233137
NODE: 23313 TITLE: Perform analysis NUMBER:  dg15 P. 15

LOT-E0E0T AMW/OSI



GT¢

USED AT:

AUTHOR: Debbie Greenfield DATE: 11/12/97 WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 31 DRAFT O
-
RECOMMENDED Om
NOTES: 12345678910 PUBLICATION O
Analysis and
test plan
C1
Analysis OUT U: Analysis
model . AR control irol
" | Generate and requests controls
®l assign outpu /J
12 >  requests ¢ p O1
Assigned
allowables A233151]
Generate
13 analysis
Environment procedure
model controls
A233152
NODE: p23315 TITLE: Define analysis controls NUMBER:  g4g17 P. 16

LOT-E0E0T AMW/OSI



9T¢

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 3.1 DRAFT O
RECOMMENDED o
NOTES: 1 23456 7 89 10 PUBLICATION |
Analysis and
test plan
C1
Develop test
plan .
A23321 Test plan
Stock material and
component parts *# Manufacture
11 product or |
prototype Recycled or
A23324 Raw test run waste product *
Delivered product Perform test results
run > 02
12 >
A23322
frotdmt:_t or prototype Interpret Reduced test data
or testing
results » O1
A23323
NODE: A2332 TITLE:  Test product NUMBER:  4g16 P. 17

LOT-E0E0T AMW/OSI



LT¢

USED AT: | AUTHOR: Debbie Greenfield DATE: 11/12/97 X | WORKING READER DATE CONTEXT:
PROJECT: Engineering Analysis Model REV: 31 DRAFT O
RECOMMENDED ]
NOTES: 1234567 89 10 PUBLICATION |
Product design Lifecycle
acceptance specifications * d;ric;iu; d
C2 . C3 test data
Manufacturing
specification * ‘
Delivered product
» 04
Stock material and Manufacture Manufacturing Oper_?tingt]_ .
component parts *# an actual records * speciication Disposal
1 > product for ./ specification * Lifecycle
.inservice use *
‘ _< ) history *
‘ A3L"
""""" p O1
Operating
""" v records * : :
' Maintain and" Field and maint. changes
" use an actuallg'/i and revision history
" product * - » O3
%
77777777777 “\J\
v Disposal
records *
Expended or . Dispose of -
obselete ' an actual :
product * «
product * » 02
,,,,,,, A33 Recycled or
waste product *
NODE: o3 TITLE: Manufacture, use and dispose of an actual product * NUMBER:

dg7 P.18

LOT-E0E0T AMW/OSI



ISO/WD 10303-107

Annex B
(informative)

Technical discussion

B.1 ‘Backbone’ of the model

B.1.1 The recording of properties

The activities of engineering design and analysis are concerned with physical properties possessed by
guantities of matter, as follows:

a physical property of a quantity of matter can be measured,;

EXAMPLE 167 — The stress-strain curve and UTS value for test coupon 37, taken from material batch
JBC/12345, is measured by J. Bloggs and Co. testing Iaboratory,”béﬁembea996 using machine
X3

— the distribution of a physical property for a quantity of matter, manufactacedrding to a specified
process can be predicted by the reduction of data from a number of test measurements;

NOTE 1 — The quantity of matter can be a finished mechanical part, or a batch of either solid or liquid
raw material.

EXAMPLE 168 — A Weibul distribution for fracture toughness of type ‘XYZ1234' bolt manufactured
by J. Bloggs and Co. is predicted from the set of a tests on sample widgets.

— the shape of a solid quantity of matter may be deemed by a design activity;

EXAMPLE 169 — A surface representation of the finished shape of the ‘XYZ1234’ bolt is created on
a CAD system by the J. Bloggs and Co. drawing office.

— the environment of a quantity of matter can be deemed by a specifying how it shall be used;

EXAMPLE 170 — The minimum operating temperature of an ‘XYZ12345'’ bolt installed in bolt loca-
tion ‘B_7’ of my_structure is -40 degrees Celsius. The operations manual fatragture states that it
shall not be operated at temperatures below -40 degrees Celsius.

— a physical property of a quantity or matter can be predicted by a numerical simulation of a mathe-
matical model based upon physical laws and other properties which have been measured, deemed
or predicted eatrlier.

EXAMPLE 171 — The stress field withinan ‘XYZ1234’ boltinstalled in bolt location7Bof ‘my _structure’,
when in normal operation may be predicted by a finite element analysis. The prediction is based on
Hooke's law, the predicted elasticity for an ‘XYZ1234’ bolt, and the deemed loading.
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Figure B.1 — The ‘backbone’ of the EACM

B.1.2 Principal entities and their associations

The EACM can record information about a quantity of matter and its physical properties, whether these
properties are measured, deemed or predicted. In order to record this information, the EACM contains
three principal entitiematerial object, property andinformation _object which, with the entities that
associate them, form the ‘backbone’ of the EACM. The entitiesin the ‘backbone’ are shown in figure B.1.

The information that is recorded by the three principal entities is as follows:

material_object: This entity records the existence of a quantity of matter. An instance of the entity
material _object may record:

— avolume of matter; or

A volume of matter has a shape property, aggregate properties such as mass, and properties that
vary from point to point within the volume such as elasticity or stress.

All the properties of a volume of matter can vary. The variation of shape for a volume of matter

can be significant if the volume of matter goes through a manufacturing process such as forging
or pressing.
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Figure B.2 — Topological dimension of the space occupied by a quantity of
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matter

— asurface of a volume of matter;

A surface of matter has a shape property, aggregate properties such as surface area, and proper-
ties that vary from point to point over the surface such as thermal emissivity or temperature.

A surface of matter is the surface of a volume of matter, and its shape changes if the shape of
the volume of matter changes.

— aline within a volume of matter or on the surface of a volume of matter;
— a point or particle within a volume of matter or on the surface of a volume of matter.

The topological dimension of the space occupied by a quantity of matter cannot change, so it is
appropriate to record the topological dimension by a SUBTYPE as shown in figure B.2.

A quantity of matter, recorded by an instance of the entigterial object, is a key concept in the
organization of data. It corresponds to the ideas of part and feature, but is more general.
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EXAMPLES

172 — A bird which is considered in a bird strike analysis is a quantity of matter but is not a part.

173 — The air surrounding an aeroplane is a quantity of matter, but is not a part.

property: This entity records the existence of a physical quantity that can be possessed by a quan-
tity of matter or spice, and that can be measured. The existence of the physicéityjisindepen-
dent of any particular quantity of matter orage.

EXAMPLE 174 — Two volumes of matter, objettand objec are in thermal equilibrium. They both
have the same temperature. The temperature is an instance of theeg#sty .

The temperature does not depend upon objeat object2 for existence, because we can auuce a
third object and give the same temperature to that object too.

information _object: This entity records the existence of a number or text. A number or text can
be used to describe a property.

EXAMPLE 175 — A volume of water is boiling at one atmosphere. The water possesses a temperature
that can be described by the instance of the emityrmation _object that is the text ‘boiling point of
water at one atmosphere’ and also by the instance that is the number 100.

The number 100 does not depend upon the existence of the temperature for its existence.

An instance of the entitinformation _object has no meaning except that which can be deduced by
a person or computer program from the text or number that it records.

Two examples which illustrate the benefits of this strict view of the efmiiyrmation _object are
as follows:

EXAMPLES
176 — The UN Declaration of Human Rights and the Bible are both instanée®ohation _object.

They are both long texts, so there are many possible meanings that can be deduced from them. It is not
desirable to have a separate instancefofrmation _object for each meaning.

177 — The sequence of numbers 0.00, 0.17, 0.34, 0.5 ... are each instantesnadtion _object.
They can describe both the potential of an AC electrical supply and the height of the tide at London
Bridge.

These numbers are associated by the humeric expresa’ai@%), forn =10,1,2,3,.... The numeric
expression does not depend upon what these numbers describe. It is not desirable to have a separate
instance of the numeric expression for each property that the numbers describe.

NOTE 1 — The discussion of the entityfformation _object suggests that in an implementation of the
EACM, there is only one data base instancendrmation _object that is the number 100 (say). Hence
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Figure B.3 — A simple EXPRESS-G data model for a person

whenever, an implementation wishes to record a number it checks to see whether that number has
already been recorded.

This is a silly as it seems, and in an implementation there could be many data base instanees of
formation _object which are the same number. However, no information should be deduced from the
alternative data base instantiations as follows:

— two different properties are described by the same data base instanfmwiation _object;

— two different properties are described by two different data base instana&smfiation _object
that record the same number.

It may be convenient to implement the EACM such that a text is recorded by only one data base instance
of information _object. This implementation approach has benefits as follows:

— it makes easy the imposition of a business rule requia material object to have a unique name;
and

— it makes efficient the performance of a query such as ‘get each thing described by the teiXt ‘XB

B.1.3 Why have associations as entities?

The things recorded by the entitiegterial object, property andinformation _object have an indepen-
dent existence so there are no direct attribute relationships between these objects in an EXPRESS data

model.
NOTES

1- In EXPRESS an attribute is unchangeable and unqualifiable. For example, suppose we have the EX-
PRESS data model for a person shown in figure B.3.

The data model states that a person is either unmarried or married. If a person became married (or ceased to
be married), then the instance recording his or her existence would have to be changed.
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Figure B.4 — A better EXPRESS-G data model for a person

The data model records that the unmarried person ceases to exist and is replaced by a married person. The
data model can only record this incorrect fact, because the data model itself is incorrect.

The data model states that a person has a spouse (or absence of spouse) as an attribute, and hence that a
person is existence dependent on his or her spouse (or absence of spouse).

A more correct model for a person is shown in figure B.4.

The data model states that one person is independent of another, and that one person may be associated with
another by a marriage. The data model also states that each marriage has a start date and optionally an end
date.

2 — An association entity is a template for the recording of a fact about the relationship between things. An
instance of an association entity is a fact about the relationship between things.

A fact can have a context in which it is true. The context can be recorded by attributes of the association
entity or as other association entities. The marriage association discussed in the previous note, has an interval
of time as a context.

An association may correspond to a predicate in knowledge engineering.

B.1.4 Information about the ‘backbone’ associations

Because of the associationtiies, information about the circumstances in which a relationship is valid
can be recorded as follows:

possessiorf_property: A quantity of matter possesses a property for a particular state.
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NOTE 1 — A state is a difficult concept which is defined in Webster’s dictionary as ‘a mode or condition
of being’.

The definition of state is arbitrary and the following must be chosen:
— the quantity of matter or space that the state is for; and
— the aspects of the quantity of matter or space that are regarded as part of its state.

A state can be a state of the universe as a whole. Time is an aspect of the universe as a whole that is part
of such a state.

EXAMPLE 178 — ‘My_widget’ is a volume of matter which has a state called ‘as manufactured'. In
this state, ‘mywidget’ possessed the manufactured shape and the initial stress distribution caused by
the manufacturing process.

‘My _widget’ also has a state called ‘after 100000 hours at 400 degrees Celsius’. In this statédsy
possesses a different shape because of creep, and a different stress distribution.

In the EACM, the concept of property is generalised to include property distributions, such as a
temperature field within a volume of matter, or a loading that varies with time.

In a similar way, the concept of state can be generalised to include ranges and sequences of states.

description_of_property by value: A number can describe a property, but in order to make use of
the number it may be necessary to know some or all of the following:

— the unit of measure for the description;

A description of a property may be regarded more correctly as a description of a ratio between
properties. In order to describe a mass, we describe the ratio between the mass and another
named mass called ‘the kilogramme’.

There is a quantity of matter kept in Paris which has mass called ‘one kilogramme’, and there
are other quantities of matter kept in national standards bodies throughout the world which have
more or less the same mass.

— the coordinate system for the description;

A coordinate system is a property just like the unit of measure. A coordinate system is a com-
pound property that consists of a point in space and three orthogonal directions.

Just like any other property, a coordinate system can have a numeric description which is with
respect to another coordinate system. Eventually the chain of description of coordinate systems
has to stop. The end of the chain can be a coordinate system which has merely a text description,
such as ‘the master coordinate system’.
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The end of the chain need have no description at all, and can be defined implicitly by describing
the positions of known objects with respect to it. A known object could be a surveyor’s nail that
has been driven into the ground, or the brass strip set into the ground at the Royal Observatory
in Greenwich.

— the encoding for the description.

If the property is not a scalar, then its description is several numbers (a pdiijrand it is
necessary to specify the interpretation of each component.

A point in space is described by three numbers, but the description may be Cartesian in which
the numbers are three lengths or polar in which the numbers are one length and two Euler angles.

If a tensor property has a particular symmetry, then the description can be concise. An isotropic
elasticity property can be described by 81 numbers using the general encoding or by two num-
bers using the special encoding for isotropic fourth order tensors.

NOTE 2 — The use of a general encoding to describe a fourth order tensor does not indicate that
the property is anisotropic. Information about the symmetry of a property is a classification of
the property, and is independent of any description. The classification can be recorded even if
a description is not available. The distinction between description and classification is discussed
in B.3.

For a glass material, the elasticity property can be classified as isotropic even if it has not yet been
measured.

Itis perfectly valid, although perhaps inconvenient, to describe an isotropic elasticity property using
the general encoding. Itis also valid to describe an anisotropic elasticity property using the isotropic
encoding, but this would be a poor description.

B.2 A concept

B.2.1 A top entity for the EACM
The EACM has a subtype tree so that eactitgiis ultimately a subtype of the entityoncept This
means that the existence of anything is recorded by an instance of thecemiigpt

NOTE 1 — An instance of a subtype entity is also an instance of the supertype entity. Therexétial _-
object is a subtype otoncept so that an instance of the entityaterial _object is also an instance of the
entity concept

There are separate subtype trees to indicate:
— the nature of a thing (e.g., whether it is a quantity of matter, a property or an association);

— whether a thing is something planned or something actual,

— whether a thing is something realistic or something idealised.
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The subtype tree that indicates the nature of a thing is called the ‘subject hierarchy’. An extract from this
subtype tree is shown in figure B.5.

NOTE 2 — The entity name ‘concept’ does not imply that an instance of the entiteptrecords something
vague or abstract. The Eiffel tower is a material object that you can go out and kick. The existence of the
Eiffel tower can be recorded by an instance of the entdtgseptandmaterial _object.

The EACM can record that the Eiffel tower is something that you can kick which has measurable properties,
rather than an plan of M. Eiffel that has yet to be realised. The recording of such life cycle information is one
of the reasons for the entity subtype trees.

B.2.2 Life cycle and configuration management information

The entity subtype trees have been definecdnse there is some information that can be recorded about
anything, whatever it is. This information includes the following:

reality: A thing may be either something realistic or an idealisation that has been created for the
purpose of analysis. A realistic thing can actually exist in the real world or be a plan for something
that could exist, but an idealised thing can be something that could never exist in the real world.

It is possible to associate a realistic thing, either actual or planned, with an idealised thing that has
been created for the purpose of analysis.

actuality: A thing may be either something that actually exists in the real world or a thing that is
planned to exist in the real world.

It is possible to associate a planned thing with the actual thing that is the fulfilment of the plan.
variant: A variant of a thing may be created for a particular purpose.

For example there may be different variants of a single original mesh that are suitable for different
types of analysis. Also there may be different variants of a base aeroplane design that are suitable
for different types of duty.

succession:One thing may replace another.

For example the description of a property by one number may be replaced by a description of a
property by another number, if a better measurement is made.

One version of an aeroplane may replace an earlier version of an aeroplane.
derivative: One thing may be derived from another by a process.

For example one description of a field by a numeric function may be derived from another by a
smoothing process.

A planned power plant may be derived from a previous power plant by a process of engineering
development.
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Figure B.5 — An extract from the entity subject hierarchy
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In many cases, a thing that is derived from another succeeds the other, but this is not always so.

In many cases, a thing that is derived from another is a variant of the other, but this is not always so.

Entities that can record information valid about anything are shown in figure B.6.

NOTES

1 - This EXPRESS-G diagram is a conceptual view of the EACM. The subtypes shown in the diagram
indicate that each instance of concept is either real or idealised, and either planned or actual.

For efficiency reasons, these subtypes have not been included in the data model used for implementation by
ESPRIT 8894 (GEM). Instead this information has been recorded by an attribute of theentigpt

2 — The association entitiegerivation_of_concept successiorof_concept variance of_concept ideali-
sation.of_conceptand actualisation.of_conceptare themselves subtypes of the entonceptwithin the
subject hierarchy. For clarity, this is not shown in figure B.6.

The form of the EACM shown in figure B.6 has advantages as follows:

The data model does not specify which things can have life cycle or configuration management
information recorded about them.

The things which have life cycle and configuration management information recorded about them
depend upon the application. There may be business rules about the instantiation of the data model
to ensure that required information is recorded, but the data model can be used whatever business
rules are adopted.

The entities that record life cycle and configuration management information do not reference sub-
type entities within the subject hierarchy.

Hence life cycle and configuration management information is kept separate from engineering in-
formation and can be regarded as an ‘orthogonal dimension’ to the data model. This partitioning
keeps the data model simple.

B.2.3 Descriptions of things

Anything may be identified or described by text or by number. Entities that can record an identification
or description of anything are shown in figure B.7.
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NOTES

1 - A description of anything is recorded by an instance of the edésgription_of_object. A description
of a physical property by a number is recorded by the emkitycription_of_property _by_value shown in
figure B.1.

This is a subtype adescription_of_objectand indicates that additional information such as a unit of measure,
the coordinate system and the encoding can be necessary to understand the description.
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Figure B.6 — Life cycle and configuration management information
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Figure B.7 — Identification and description information
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2 — An instance of entitpumeric_object can be a single number; a sequence of numbers (a paiiit)inor
a space of numbers which is defined implicitly as the image of a numeric function.

This is discussed further in B.4.4

EXAMPLES

179 — ‘As manufactured’ is an instance of the entityt that can be a description of a state.

180 — ‘Possessed by test coupon 37 at break’ is an instance of thetextitiiat can be a description of a
physical property.

The same physical property may be possessed by other quantities of matter, but this does not make the
statement contained in the description untrue.

181 — ‘Contains discontinuities at grid cell boundaries’ is an instance of the ¢etityhat can be the de-
scription of a description of a distributed property.

It is not a description of the distributed property itself which may be known to be continuous.

The EACM does not specify which things are described or identified or how many descriptions or iden-
tifications they should have. Business rules can specify which things are described or identified, but the
EACM can be used whatever identified rules are adopted.

EXAMPLE 182 — Myjoint has four bolts, which are described by the four instances of the eexitybot-
tom left’, ‘bottom right’, ‘top left’ and ‘top right’, and which are identified by the four instances of the entity
numeric_object 1, 2, 3 and 4.

A physical property may be described by a floating point number.

EXAMPLE 183 — 9.81 is an instance of the entitymeric_objectwhich can be a description of the property
‘g’ at a point on the earth’s surface in unitsiafec2.

B.3 Things and classes of thing

B.3.1 Classification by entity subtype or by data

In very general terms, the nature of a thing is indicated by the choice of entity subtype within the subject
hierarchy. For example, entity subtypes distinguish between a quantity of matter (@atityial -

object), a physical property that may be possessed by a quantity of matter or vacuumgsyiyty ),

and a process that changes the state of a quantity of matter @ctiitity ).

Much more detail about the nature of a thing may be required. Theoretically, it is possible to add detail
to the subject hierarchy until the choice of entity subtype can recoratedissary information about the
nature of a thing.

In practice this is not possible, because of the large number of different subtypes that would be required.
Consider the following:

— A guantity of matter can be classified in many ways as follows:
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e according to its phase as solid, liquid or gas or dtisphase combinations of these;
e according to its substance as vacuum, air, steel, aluminium, etc.;

These broad classes of substance have subclasses going into more and more detail, such as
stainless steel and then ASTM 316 stainless steel.

e according to its form, as an aeroplane, ship, wing, bulkhead, nut, bolt, washer, pipe, etc..
Existing class libraries for engineering commodities have many thousands of items.
— A physical property can be classified in many ways as follows:
e according to its tensor order, as a scalar, vector, second order tensor, etc.;
e according to its symmetry, as isotropic, orthotropic, anisotropic, etc.;

e according to the physical qutity, as mass, stress, temperature, thermal conductivity, elasticity,
etc..

Within the range of physical phenomena that are simulated by engineering analysis, including
such disparate phenomena as acoustics, electro-magnetism and through porous media, there are
hundreds of different physical quantities.

— A process can be classified in many ways as follows:
e according to the time dependence, as static, steady state, transient, cyclical, etc.;

e according to whether or not it is linear; i.e. whether or not the final state caused by the process
is dependent upon the initial state and the path taken from the initial to the final state;

e according to the physical phenomena, as elastic deformation, thermal conduction, laminar flow,
turbulent flow, etc..

Classifying a process that happens in the real world is difficult, because many different phenomena
may be involved to a greater or lesser extent. However we can define an idealised process that has
a particular classification and that can be analysed.

An entity subtype tree that encompassed all these classes would be very large. The instantiation of such
a data model would also be complex because some things are classified in many ways. In the EACM,
the entity subtype provides only a general classification, and a more detailed classification is provided
by data.

The existence of a class can be recorded by an instance of an entity, and so is data that can be exchanged.
The class can be associated with any number of other instances to indicate the nature of these other
instances.
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Figure B.8 — The classification of a quantity of matter

B.3.2 Outline of the classification data model

The entities that record a detailed classification of a quantity of matter are shown in figure B.8
NOTES

1 — The supertypes of the entities in figure B.8 are omitted for clarity.

2 — In the data model used for implementation by ESPRIT 8894 (GEM), the enstgrial_object has a

set ofclassof_material_object as a direct attribute. This makes the model simpler and more efficient to
implement, but means that it is not possible to record information about changes to the classification of a
guantity of matter.

The full model shown in figure B.8 can record that a quantity of matter changes from liquid to solid during a
process of casting. A classification, just like the possession of a property, may be valid for a state.

An instance of the entitynaterial_object can be associated with one or more instances of ecitigs-
of_material _objectto record information about the nature of the quantity of matter. Similarly an instance
of the entityproperty can be associated with one or more instances of ecltigsof_property and an
instance of the entitgctivity can be associated with one or more instances of eritigsof_activity .

The same data modelling approach is usecemh classification, so we will consider only the classifi-
cation of a quantity of matter recorded by an instancaaferial _object in more detail.

An instance oftlassof material object records an idea about the nature of quantities of matter in gen-
eral.

EXAMPLES

184 — The idea of ‘bolt’ can be recorded by an instancelassof_material object.
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185 — The idea of ‘solid’ can be recorded by an instanceagsof_material object.

Information about the nature of a thing is communicated by referring to an idea about the nature of things
in general which is known to both the sender and receiver of the information. For example, the receiver
of information must know what a bolt is, for the classification of a quantity of matter as a bolt to be
useful.

An idea about the nature of a thing is called a ‘class’. An instance of the efdggof_material object
records the existence of a class that is appropriate to quantities of matter.

B.3.3 Standard and user defined classes

Within the EACM, a class may be one of the following:

The

standard class: This is a class that is defined within the EACM itself. The receiver of an instance
of a standard class understands the idea from its natural language text description within the EACM
document.

user defined class:This is a class that is defined by the user of the standard. The receiver of an
instance of a user defined class can gain an understanding of the idea in one of two ways:

— The sender and receiver agree that they have a common understanding of the idea, and agree
how the instance recording that idea shall be identified, prior to the exchange.

— The instance recording the idea has a natural language text description recorded with it. This
description can be read by a receiver of the information.

entities that record standard and user defined classes valid for a quantity of matter are shown in

figure B.9
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NOTES

1 - The entitystandard_classof_material _object records a class that is defined within the EACM. It has

an enumerated type attribute such that each class defined within the EACM document hasparudings
enumerated keyword.

The enumerated type is part of the EACM schema, so an extension to the set of standard classes requires a
revision of the EACM schema. This is a problem because ideally it would be possible to extend the scope of
the standard classes whilst leading the schema unchanged.

The use of the enumerated type has been adopted by ESPRIT 8894 (&b it is simple and efficient.
A more flexible approach would be to have a standardised form of external class identification consisting of:

— a string that identifies the standard class;
— areference to the library in which the standard class is defined.

The flexible approach has been adopted by ISO 13485 (P-LIB). It would enable the EACM to be used in
conjunction with libraries of externally defined classes.
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Figure B.9 — Standard and user defined classes
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2 — The entity A class that is defined by a user of the EACM is indicated by a direct instantiation of the entity
classof_material object, rather than its subtypstandard_classof_material _object.

Anything recorded by the EACM can have a text description recorded for it, as discussed in B.2.3. The text
description of a user defined class can explain the idea using natural language.

The EACM can also record that one class is a specialisation of another broader class. For example, the
idea of a bolt is a specialisation of the idea of a fastener. This relationship between bolt and fastener can
be recorded by an instancesgecialisationof_class

B.3.4 Class libraries

The EACM is generic and can cover many disciplines. The principal difference between disciplines is
the set of classes which is relevant.

For example for a CFD analysis, velocity and pressure are relevant classes of property, whereas for an
stress analysis, displacement and stress are relevant classes of property.

Similarly for the assessment of a pressure vessel, nozzle, flange, shell and skirt are relevant classes of
guantity of material, whereas for the assessment of a ship, bulkhead, deck and keel are relevant classes
of quantity of material.

A set of classes that is relevant to an engineering activity is called a ‘class library’. A class library can
be created for a particular purpose and exchanged or shared using the EACM as a set of instances of the
entity class

In knowledge engineering a set of classes, together with rules defining the behaviour of members of the
classes, is called an ‘ontology’. The rules are not within the domain of the EACM, but the classes are.
The recording of the same class by both an instance of an entity in the EACM and within an ontology
can provide an interface between the product modelling and the knowledge engineering worlds.

B.4 Physical properties

B.4.1 Point and distributed properties

A physical property possessed by a quantity of matter may be a point property, as follows:

— a quantity of matter as a whole has a point property, such as a mass, a kinetic energy, thermal
capacity and total thermal energy;

— a particle of matter within a quantity has a point property, such as a position, a temperature, a
velocity and a stress.

A physical property possessed by a quantity may be a distributed property, as follows:

— aquantity of matter as a whole has a property that is the assembly of different point properties for
different particles of matter within the quantity.

For example, a temperature field within a quantity of matter is a distributed property that is a point
temperature for each particle of matter within the ditgn
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— aparticle of matter within a quantity has a property that is the assembly of different point properties
for different times.

For example, a velocity time history for a particle of matter is a distributed property that is a point
velocity for each time point within an interval.

— a particle of matter within a quantity has a property that is the dependence of one property upon
another.

For example, a stress-strain curve for a particle of matter is a distributed property that is a point
stress for each point strain within a strain range.

The types of distributed property shown above are not mutually exclusive. Hence we may have a stress-
strain curve that varies from point to point within a quantity of matter, and that also varies with time.

A distributed property can be regarded as an infinite set of compound point properties, so that:

— atemperature field within a quantity of matter is an infinite set of point temperature - point topolog-
ical position pairs;

The concept of topological position is discussed in B.5.
— avelocity time history is an infinite set of point velocity - point time pairs;

— astress - strain curve is an infinite set of point stress - point strain pairs.

In some cases there is a direction of dependency between the properties, so that we can regard tempera-
ture as being dependent upon topological position in a temperature field, and velocity as being dependent
upon time in a velocity time history. In other cases there is no direction of dependence, and stress is not
dependent upon strain or vice-versa.

The entities that record distributed compound properties are shown in figure B.10

EXAMPLE 186 — The stress - strain curve that is possessed bycompon’ is recorded by an instance of
the entityproperty. This instance is not classified, because stress - strain is not a standard class of property.

The ranges of strains in the curve and the range of stresses in the curve are recorded by two other instances
of property. These instances of property are classified as strain and stress respectively.

Two instances of the entigomponentof_property record that the stress range and the strain range proper-
ties are each coponents of the stress - strain curve.

The stress range, the strain range, and the stress - strain curve are each distributed properties. The stress range
and the strain range are ‘projections’ of the curve as shown in figure B.11.

NOTE 1 — If a stress - strain curve were regarded as a strain dependent upon stress, then the information
would be recorded as follows:

— the stress - strain curve is recorded by an instance of garofyerty classified as strain;
— stress range is recorded by an instance of eptitperty classified as stress;

— the dependence of the strain upon stress is recorded by the domain attribute.
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Figure B.10 — The compound and dependent properties
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Figure B.11 — A stress - strain curve
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The way in which the stress -strain curve is recorded depends upon whether or not the curve is regarded as a
relationship between properties or a dependence of one property upon another.

This may be a deficiency in the model, because this requireti@ual complexity in an implementation in
order to support both cases.

EXAMPLE 187 — The temperature distribution possessed by the manufactured pawidget’ is recorded
by an instance of entitgroperty. This instance is classified as a temperature.

The fact that the instance is in fact an infinite set of point temperature - point topological position pairs is
recorded by the domain attribute, as follows:

— the existence of the domain attribute indicates that the property is a distribution with respect to another
property or space;

— the instance ofmaterial object as the domain indicates that abstract space occupied by the quantity of

matter is the domain of the property.

NOTE 2 — The data model implemented by ESPRIT 8894 (GEM) does not distinguish between point prop-
erties and distributed properties. This may be a deficiency in the model.

In practice a distributed property can be distinguishechlnse it has a description as a numeric function or
as a numeric space, see B.4.4.

B.4.2 Shape

A shape is a distributed property. There are two approaches to the definition of a shape property as
follows:

— ashape is an infinite set of position properties that together form a volume, surface or liae&f sp
— ashape is an infinite set of geometric position - topological position pairs.

This definition regards shape as a position field within the a quantity of matter. A position field can
be recorded in the same way as any other field within a quantity of matter, such as temperature or
displacement.

NOTE 1 — The treatment of shape as just another field seems obvious to somebody with a finite element
analysis backgroundggause this is what a finite element does.

A finite element uses its ‘shape functions’ to interpolate any field including position. An isoparametric
element is a special case in which the same shape functions are used for each field.

The second approach to the definition of shape enables information about the moveezatt pérticle

within a quantity of matter during large scale deformation to be recorded. Such deformations occur
during a process such as forging. The information is recorded by giving topological position a special
status as follows:

— each particle within the quéty of matter has a topological position that remains unchanged,;

— at different states the quantity of matter has different shapes.
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Each shape associates a different geometric position edtih topological pdson, so that the
geometric position of a particle of matter is recordeddach state.

The EACM assumes that each physical property of a tityeof matter can change, and treats a change
in shape in the same way as a change in temperature.

Some analysis procedures assume that the shape of a quantity of matter remains more or less constant
and that all displacements of particles within the ditgiof matter are small compared to the dimensions
of the quantity of matter. This is an assumption of linearity which is not imposed by the EACM.

B.4.3 Physical property and its description

The EACM can record the following:
— the existence of a physical property;

— adescription of a physical property by number or text.

This information is independent, so that a physical property can have many descriptions recorded, and
need have no description recorded. This flexibility has major benefits, as follows:

— aphysical property predicted for a quantity of matter may have alternative descriptions;

EXAMPLE 188 — A finite element analysis of the manufactured part calledwidget’ predicts the

stress distribution that it will possess during normal operation. This property has a description which
consists of values at finite element Gauss point positions which are interpolated within each element
using element shape functions.

A second description of the stress distribution as a b-spline function is derived from the finite element
results.

The two descriptions in the preceding example can be recorded in two ways as follows:
— the two descriptions are both of the same predicted stress distribution;

— the derivation of a b-spline function description is regarded as a smoothing process which creates a
new predicted stress distribution, so that the two descriptions are of two different predictions.

Both ways of recording the two descriptions are supported by the EACM, and the choice between them
depends upon detailed consideration of the relationship between the two descriptions. The different cases
are illustrated as follows:

— An initial description of a predicted stress distribution consists of an interpolation of nodal results
within a coarse finite element mesh. A new mesh is created by subdividing the elements of the

coarse mesh, and a new description of the predicted stress distribution is created with respect to the
new mesh.

In some cases the two descriptions can give identical values for the stress at each point within the
guantity of matter, and can clearly be regarded as alternative descriptions of the same predicted
stress distribution.
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In other cases, there can be small differences because of incoitiyatilthin the element shape
functions. It is then a question of judgement, and of business rules, whether there are two different
descriptions of the same predicted stress distribution or two different predictions.

— An initial description of a predicted stress distribution consists of an interpolation of Gauss point

results within a finite element mesh. A new description could be a b-spline function is created by
smoothing process. This smoothing removes discontinuities at element boundaries.

In some cases, all these discontinuities can be small, and purely artefacts of the finite element
method, so that the b-spline function description is a better description of the same prediction.

In other cases, there can be real discontinuities caused by material boundaries, so that the b-spline
function is a description of a different, and worse, prediction.

a physical property possessed by a quantity of matter that exists in the real world may have alterna-
tive measured values;

EXAMPLE 189 — The thermal conductivity of batch of material ‘XYZ1234' is measured indepen-
dently by J. Bloggs and Co. and by S. James and Co. who get different values. The different values are
different descriptions of the same physical property.

It is a question of engineering judgement, whether it is recorded that: the two different values in
the preceding example are different descriptions of the same thermal conductivity, or whether two
different thermal conductivities were measured.

The two measurements may have been made on different samples from the same batch. In some
cases, the batch is regarded as homogenous, so that the same thermal conductivity is possessed by
the batch as a whole and by each sample taken from the batch. The single thermal conductivity has
two different measured values.

In other cases, the different samples from the batch are assumed to have different thermal conduc-
tivities. Each thermal conductivity has a single measured value.

physical properties can be recorded without descriptions as the parameters of a process.

EXAMPLE 190 — The manufactured part called ‘mmgdget has an initial state called ‘as manufac-
tured’. The part is loaded resulting in elastic deformation and the new state called ‘as commissioned’.
The part is kept under load for 200000 hours resulting in creep and a new state called ‘after 200000
hours operation’.

In an idealisation of the creep process, the temperature distribution is assumed to be unaffected by the
creep damage. It can be recorded that the temperature distribution possessedwiggety in state
‘as commissioned’ is also possessed by ‘migiget’ in state ‘after 200000 hours operation’.

The information that the temperature distribution can be recorded before a description has been obtained
by simulation of the loading process.
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Figure B.12 — A numeric point or region

NOTE 1 — The EACM supports parametric design. A physical property that is intended to be possessed
by a planned quantity of matter, but does not yet have a description, is a parameter of the plan.

Constraints on a parametric design are relationships between physical properties. The EACM does not
contain entities that can record constraints between physical properties but could easily be extended to

do so.

B.4.4 Numeric description of a physical property

A physical property can be associated with a numeric description or value. The value is not necessarily
a good or complete description of the property.

The entities that can record a numeric description are shown in figure B.12.
A point property can be described by a a single number or by a sequence of numbers (a go)nt in

EXAMPLE 191 — The numbers (1.5, 2.3, 4.7) are recorded and specified by an instanweeafc_array .
These numbers can be Cartesian coordinates which describe a position.

A distributed property can be described by an infinite set of poinig’ithat are a continuous subspace.

NOTE 1 — An instance of an entity in a data model can specify directly an infinite set of poiitsdirectly
only in special circumstances. It cannot enumerate them.
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The Mathematical Representation schema developed by Boeing, thatis proposed as an extensionto ISO 10303
part 42, can specify an infinite set of points directly, if and only if the set has the form of a boxed domain, i.e.
a ‘linear’ interval of points inRk', a ‘rectangular’ region of points iR?, etc..

The direct specification of an infinite set of pointsi¥t has not been addressed by the data model imple-
mented by ESPRIT 8894 (GEM).

An infinite set of points can be specified using a numeric function.

EXAMPLES

192 — The stress distribution possessed by the manufactured pavtithget’ in its manufactured state is
described by an infinite set of pairs of values, as follows:

— for each parametric pdson defined by grid cell count and parametric coordinates within the cell;
— there are six real numbers.
The six numbers describe a point stress.

The infinite set of pairs of values is specified by an function recorded by an instance ofremtigyic_-

function. The function has control values that are point stress descriptions at the Gauss points for each cell,
and uses shape functions to interpolate or extrapolate from the control values so that it can be evaluated at
any parametric position withieach cell.

The domain of the function is the parametric space defined by the grid. The image of the function is the set
of stress descriptions. The description of the stress distribution is provided by the relationship between the
domain and the image of the numeric function.

193 — The stress - strain curve for a typical batch of ‘mgterial’ supplied by J. Bloggs and Co. is described
by an infinite set of pairs of real numbers, where one is a description of strain and the other is a description
of stress.

The infinite set of real pairs is specified by a function recorded by an instance of muntigric_function.
The function has control values that are stress - strain pairs at the unstressed state, at yield and at break. The
function uses linear interpolation between these points.

The domain of the function is a simple grid that consists of two linear domains with a parametri¢tratjge
within each. The domain of the function has no meaning ascribed to it.

The description of the stress - strain curve is provided by the image of the function alone.

The EACM can record the following information about a numeric function:

its control values and its evaluation rule;

The EACM supports numeric functions that are defined by a set of control values within the range
of the function, and an evaluation rule specifying how the image of the function is calculated as
different linear combinations of the control values.

the topological object that has an implicit parameter space which is the domain of the function.
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A topological object can be either:
— acell of a grid or mesh of the type created for finite element or finite volume analysis; or

— apart of the shape that is a vertex, edge, face or shell.

These topological objects are defined in ISO 10303 part 42.

B.5 Topology and arbitrary space

B.5.1 Different ways of recording topology

The EACM can record the existence of an arbitrary space chosen such that each particle tifyaafuan
matter remains fixed in the arbitrary space.

The topology of this space can be recorded in two ways:
— indirectly as a grid;

A grid is created by dividing the space up into cells which have simple classified shapes. In a 2D
space, the shapes can be triangles or quadrilaterals, and in a 3D space the shapes can be hexahedrons,
wedges, pyramids or tetrahedrons.

NOTE 1 — The data model implemented by ESPRIT 8894 (GEM) does not support a griddéessyf
more than three dimensions, but the extension to any number of dimensions would be straightforward.

Points within the space that have a special position with respect to the cells are recorded. The special
positions include the vertices, and other positions such as mid-edges, mid-faces and centroids.

A topological relationship between cells can be deduced if the two cells have vertices or other
special positions in common. This indirect way of recording topological relationships is traditional
in finite element and finite difference analysis.

The EACM does not restrict the use of a grid to finite element and finite difference analysis. A
grid can be the domain of a function that describes a physical property that is distributed within a
guantity matter. The function can be the result of a finite element or finite difference analysis, but
need not be.

— directly using topological concepts such as edge, face and shell.

NOTE 2 — This is the approach to the recording of topology that has been developed by ISO 10303 part
42. The EACM re-uses the part 42 entitypologicalrepresentation.item.

In the long term it may be possible to integrate the part 42 topology entities with the grid topology
entities defined within the EACM, but this has not been attempted.

The entities that can record the topology of an arbitrary space are shown in figure B.13.
NOTES
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Figure B.13 — The topology of arbitrary space
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3 — For simplicity, the attributes that can record the topological relationship between grid cells or between
vertices, edges, faces and shells have besttexrirom figure B.13.

Apart from these attributes the subtypes of entigigd andtopologicalrepresentation.item shown in fig-
ure B.13 are identical. The entities in the two branches of the subtype tree record the existence of identical
concepts, but record different topological information about them.

4 — In the data model implemented by ESPRIT 8894 (GEMPplogicalspaceis a SELECT type rather
than an entity as shown in B.13. AESECT type has been irdduced so that the existing entities in
ISO 10303 part 42 can be included without change.

Unfortunately, the resulting implemented model is more complicated than the conceptual model shown in
figure B.13.

5 — In the data model implemented by ESPRIT 8894 (GEM), the entitigex, face edgeandshell are

not subtypes ofopological spacebut are linked by a complex chain of SUPERTYPE entities aBOEECT
types. These entities andEBECT types exist in ISA0303 parts 42 and 43, and have been included so that
existing software implementing ISO 10303 can be re-used.

Unfortunately, the resulting data model is more complicated than the conceptual model shown in figure B.13.

6 — Each of a grid as a whole, a part of a grid consisting of many cells, or a single cell or grid vertex is
recorded by an instance of the entitpological space

This enables the EACM to record a function that has a grid as a whole, or any part of a grid as its domain.

This also enables the EACM to record a quantity of matter that occupies the grid as a whole, or any part of
the grid, see B.5.2.

7 — Conceptually, each of a vertex, an edge, a face, a shell, or an assembly of these, is recorded by an instance
of the entitytopological space

This would enable the EACM to record a quantity of matter that occupies a vertex, an edge, a $hell or
an assembly of these, see B.5.2. Unfortunately, in practice this is not possible because of the reuse of existing
ISO 10303 part 42 and part 43 entities as described in note 5.

B.5.2 Occupation of topological space

An arbitrary space can be chosen such that each particle within dityuainmatter has a constant
position in that spce.

The entities that can record the constant position of a quantity of matter in an arbitrary space are shown
in figure B.14.

The entityoccupation of_topological spaceby _material_object enables different parts of the domain
of a numeric function that describes a physical property to be associated with different parts of a quantity
of matter.

EXAMPLE 194 — The manufactured part called ‘mydget’ possessed physical properties as follows:

— ashape in the ‘as manufactured’ state;
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Figure B.14 — A quantity of matter with a constant position in an
arbitrary space

— ashape inthe ‘as loaded’ state;
— astress distributionin the ‘as loaded’ state.

Each of these physical properties is described by a numeric function, with the grid occupied_bydget’
as its domain.

If the function is evaluated at a particular parametric position within its domain then the description of a
geometric position or stress is obtained. The geometric position or stress is possessed by the particle of
matter that corresponds to the parametric position.

The description of the stress distribution within the quantity of matter and the description of a geometric
position distribution within the quantity of matter can be combined to give a distribution of stress within a
geometric space.

The description of stress within a geometric space can be displayed by an analysis post-processor. The
geometric space need not be the space that the quantity of matter occupies when it possesses the stress, and
thisis illustrated as follows:

— The description of the stress distribution in the ‘as loaded’ state is combined with the description of the
geometric position distribution in the ‘as manufactured’ state to give a stress display on the undeformed
shape.

— The description of the stress distribution in the ‘as loaded’ state is combined with the description of the
geometric position distribution in the ‘as loaded’ state to give a stress display on the deformed shape.

The quantity of matter ‘mywidget’ possesses a part called ‘mydgetflange’ and a surface feature called
‘surfaceof_my_widgetflange’. Both the part and the surface feature are recorded by instances of the entity
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material _object.
The following information can be recorded about the topological space occupied by the quantities of matter:
— quantity of matter ‘mywidget’ occupies the grid as a whole;
— quantity of matter ‘mywidgetflange’ occupies a subset of cells from the grid;
— quantity of matter ‘surfacef_my_widgetflange’ occupies a set of faces of cells within the grid.
The EACM can record the existence of a 2D cell that is the face of a 3D cell if required.

This information allows the parts of the stress and geometric position distributions which are relevant to
‘my_widgetflange’ and to ‘surfacef_my_widgetflange’ to be extracted.

B.5.3 An abstract space as the domain of a numeric function

The

current draft of the EACM can record that an abstract space is the domain of a numeric function.

Hence the current draft of the EACM merges two separate items of information about the numeric func-

tion,
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as follows:

The domain of a numeric function is not an abstract space but a numeric space. An abstract space
can be specified as the domain of a numeric function if and only if the abstract space has an implicit
numeric parameter space.

A grid has an implicit numeric parameter space because the cells are ordered, and because each
cell has a simple shape with its own parameter space. In the simple case of a grid consisting only
of quadrilateral cells, the implicit numeric parameter space is the Cartesian product between the
interval of I'' which is the numbering of the cells, and the unit squarBiwhich is the parameter

space of a quadrilateral.

The topology of the abstract space can be part of the definition of the numeric function.

A numeric function can be defined that has control values at the vertices of a grid. Within each cell
of the grid shape functions are used to interpolate between the values at the vertices.

The numeric function has a single list of control values which correspond to the vertices of the grid.
The topology of the grid is used by the function to determine which control values at vertices are
appropriate for each cell. A finite element analysis can create a description of displacement as a
function of this type which interpolates nodal values.

The topology of the abstract space is not necessarily part of thetibefiof a numeric function. If

the control points are internal to a cell, such as at Gauss points, and if interpolation or extrapolation
is carried out separately within each cell, then the topology of the cells is not part of thii@iefin

of the function.
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B.5.4 Structured grids

In the analysis of some physical phenomena, such as fluid flow, grids are defined with a very large
number of cells, but with a regular structure.

For an irregular grid, the existence of each cell and each grid vertex is recorded by a separate instance.
This is necessary because the topology of an irregular grid can only be recordedlgxplic

For a structured grid, the existence of each cell and each grid vertex need not be recorded by a separate
instance. Instead the following information can be recorded about a rectangular structured grid:

— the topological dimension of the grid, as 1D, 2D or 3D;

NOTE 1 — The data model implemented by ESPRIT 8894 (GEM) does not support a griddéessyf
more than three dimensions, but the extension to any number of dimensions would be straightforward.

— the number of cells in each topological direction.

A numeric function is recorded in exactly the same way, whether it has a structured or irregular grid
as a domain. Even though the existence and topology of a structured grid can be recorded concisely, a
function defined over a structured grid will have a number of control values that is commensurate with
the number of cells.

The EACM can record that different quantities of matter occupy different parts of a grid, see B.5.2.
In order to allow this information to be recorded when the grid is structured, the EACM can record
relationships between a structured grid as a whole and its parts as follows:

— astructured grid is part of a larger structured grid;
— a 2D structured grid consists of the faces of cells in a 3D structured grid;

— a 1D structured grid consists of the edges of cells in 2D or 3D structured grid.

EXAMPLE 195 — My structured grid consists of 27,000,000 cells Bbé x 300 x 300 rectangular array,
and is recorded by a single instance of engitigl . This grid is occupied by a volume of fluid.

There is a boundary on one face of the structured grid at which the velocity is zero. This information is
recorded as follows:

— the fluid on the boundary is a quantity of matter and is recorded by an instance ofeatéial_object;
— the fluid on the boundary possesses a velocity property which has a constant value of zero;

— fluid on the boundary occupies the structured grid that is formed fromattesfof the elements on the
boundary.

In order to define the grid of 2D cells on the boundary it is netassary to record the existence of each
cell.
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B.6 Philosophical discussion

B.6.1 Whatis an entity?

An instance of any entity in any data model records an abstraction that has been created by people, or by
an automatic information creating system designed by people.

NOTE 1 — An automatic information creating system can be a computer program that simulates and predicts
the behaviour of things in the real world or a data acquisition system that monitors the behaviour of thingsin
the real world.

An instance of an entity can record something that is directly observable in the real world, in the past,
present or future.

EXAMPLES

196 — The present existence of the Eiffel Tower can be recorded by an instance of an entity.

197 — The past existence of the interaction between the wind and the Eiffel tower that occurred during the
gale of 16h October 1989 can be recorded by an instance of an entity.

An instance of an entity can record something that is not, never has been, and never will be directly
observable in the real world. Such a thing can be one of the following:

— arequired thing, planned thing, or predicted thing;

EXAMPLE 198 — Before the Eiffel Tower was built, M. Eiffel had a plan for the tower. The planned
tower had a planned shape and planned material properties.

The actual tower that has been built has an actual shape and actual material properties, which are in-
evitably not quite the same as M. Eiffel’s plan.

The existence of the planned Eiffel tower can be recorded by an instance of an entity.

The actual Eiffel tower is directly observable in the real world but the planned Eiffel tower is not.

A planned thing and the actual thing that has been created using the plan can both be recorded
within a data repository. The planned thing and the actual thing are recorded by different instances
and have different properties.

It can be important to have a record of the difference between a planned thing and the actual thing
that comes to pass.

— atypical thing;
A typical thing is the embodiment of the common aspect of a set of things.

EXAMPLE 199 — The existence of a typical 10 mm ASTM 316 stainless steel bar can be recorded by
an instance of an entity.
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The properties of this bar are obtained by data reduction from observations of many different 10mm
ASTM 316 stainless steel bars.

Each individual bar is directly observable in the real world, but the typical bar is not.

EXAMPLE 200 — The existence of the Boeing 747-400 can be recorded by an instance of an entity.
The Boeing 747-400 is a generic design and is a typical thing - it is typical of the set of Boeing 747-400s
that have been, or will be, manufactured.

A Boeing 747 that has been manufactured and that is being operated by United Airlines is directly
observable in the real world, but the generic design for a Boeing 747-400 is not.

— anidealised thing;

Sometimes itis not possible to simulate or predict the behaviour of a thing, because it is too complex
or because its properties are non-linear or inter-dependent.

In such cases, we simulate or predict the behaviour of an idealised thing which is simpler or more
convenient to analyse. We then assert that our results are appropriate to the realistic thing.

EXAMPLE 201 — The existence of mpwer, which is built of a linear elastic steel and which has
frictionless pinned joints at its foundations, can be recorded by an instance of an entity.

My _tower is similar in shape to the Eiffel tower and is used to predict the behaviour of the Eiffel tower.

The Eiffel tower is directly observable in the real world, but_oyver is not.

NOTE 2 — In the rest of this section, the word ‘entity’ is used when the phrase ‘instance of entity’ is meant.
This is a potential cause of confusion, but is established practice within STEP.

The practice has the advantage of brevity.

B.6.2 Physical things and information

There are two very different types of entity within the scope of the EACM as follows:

physical: An instance of a physical entity records something that exists in the physical world, or
perhaps a plan for or idealisation of something that could exist.

information: An instance of an information entity records the existence of numbers or text and
optionally the numbers or text itself.

There is an important difference between physical and information entities. An instance of a physical

entity can only record the existence of an physical object (my elephant say) or a physical activity (my

elephant jumping up and down on London Bridge). There is no way that the instance can contain these
things - you cannot stuff the elephant into the computer.

On the other hand an instance of an information entity can record the existence of text held elsewhere
(e.g. the King James edition of the Bible, or the UN declaration of human rights), and also contain the
text.
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In the EACM, the existence of information, and optionally the information itself, is recorded by an
instance of the entitinformation _object. An instance of entitynformation _object has no semantics
other than what it is; i.e. a sequence of characters, or a space of numbers.

The EACM makes a complete separation between semantics and numbers.
EXAMPLE 202 — The followinginformation can be recorded by the EACM about the UTS value attapon’:

— a quantity of matter exists and is called ‘agupon’;
— astress property exists;

A record of the existence of the property on its own, conveys no information of interest. However, we
can go on to record:

¢ the circumstances in which it is possessed by_toypon’; and

e a measured value for it.
— at a state called ‘break’, ‘mgoupon’ possesses the stress property;
— the value 210 exists;

— the stress property is measured to have a value of 210 in units of MPa.

This may all seem a over-elaborate, but suppose the physical property is time varying (say), and has a
description provided by a numeric functioi((6) say).

A numeric function is purely a mapping between numeric spaces, and has no other semantics in itself.
For the numeric functiosin (6), the mapping is from:

— R!, whichis the domain: to

— theinterval-1,+1] in R!, which is the image.
The following information can be recorded:

— the function is a description of the variation of the height of water at London Bridge with respect to
time;

— within each domain point - image point pair, the domain point is as description of time in units of
L2 hours;
2 !

— within each domain point - image point pair, the image point is as description of height in units of
10 feet.

There is no need to complicate the mathematical concept of numeric function with detailed engineering
information about how the numbers describe physical properties.
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